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I. Interface Instruction

1.1 Interface Specification

(1) Root address of the Interface: http://Device IP address:8090/
(2) Form of Interface: Provide external services via HTTP requests.

(3) Interface safety: For the first use, it needs to set device password (pass), which is essential
when calling any Interfaces and is taken as the secret key of safety verification.

1.2 Interface Return

All the return data of Interfaces includes at least 4 fields: result, success, msg and code, which
respectively indicates processing result (1 success, 0 failure), operating result (true is success, false is
failure), return message and return code. Result, success and message are base fields.

Field Description Type Required Explanation
result Processing result Int Y 1 success, 0 failure
success Operating result Boolean Y true means spccessful operatlgn, false

means ineffective operation

msg Return message String N The ?eturn message frf)m the Ipterface
is usually wrong information

For normal operation, use a unified

code Return code String Y return code; there is a sole return code

for each anomaly operation

Except the return of base fields, most of the Interfaces will return business data which are
unified as data, also called business fields.

Field Description Type Required Explanation
. . . Returned data, numerical values,
data Return data Int/Strlng/g)bg) iCt/LISt and Y character strings, objects or
collections

For the return examples of Interface in this document, a slight modification will be made on
some of the return data which should be subject to the real return ones.
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1.3 Flow of Interface Calling

Use device for the first time: Boot up the device and enter the main Interface. If the device does not
call any Interface, it has no initial password. Operating flow chart is shown as below.

To call all interfaces, the password parameter
(pass) is required to pass in. Refer to Set device

password

Call the interface of personnel registration, Refer to Change device configuration —
Refer to Personnel Management Stranger parameters

i

To add a registration photo for the personnel, you can
upload the photo directly or use Uface device to take

a photo. Refer to Photo management

A 4
 Remition  Strangor recomnition

The device can recognize the personnel after Select the “Recognize strangers” option, and then
his/her photos enrolled successfully, and a a recognition record (including on-site captured
recognition record (including on-site captured photos) will be generated after the device
photos) will be generated and stored in the device. recognizes strangers and will be uploaded to the

’ server.

After setting recognition call-back address, all successful recognition

records will be transmitted to the call-back address, and the transmission can

be continued during network disconnection. Refer to Recognition Call-back

e The device has no initial password, so password parameters are needed to pass in to call any
Interfaces; when setting passwords for device Interfaces, pass in the same value for newPass and
oldPass, and then it will be the device password.

e The successfully registered photo will be stored in the device; the registered photo url can be
obtained via the photo query Interface; when accessing the url, the device needs to be online and
be in the same network segment with the client.

e Name of the registered person will be displayed after successful recognition; if the card number is
filled in, then the card can be swiped for recognization, and corresponding name of the registered
person will be displayed after successful recognition.

e [f call-back address is set, successful recognition will POST fields: IP, personld, time (recognition
time), deviceKey and type: face/card 0/1 to call-back address; if the device

[\
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e is offline or connects the LAN, then recognition records will be uploaded to call-back address of
public network after the device connects the public network.

1.4 Matters of Attention

1. When calling the device Interfaces, please do not call Interfaces of the same device in other client
server at the same time.

2. If prompting “Parameter anomaly” when calling the Interface, please follow the steps to check:

a) Check whether the spelling of parameter name is wrong, whether there is blank or carriage
return in parameter name.

b) Check whether parameter value meets the requirements, for example, Int value is not defined,
ID contains illegal characters other than numbers and letters, etc.

c¢) Check whether blanks contained in Json (remove blanks if using the returned Json character

string directly), if there is an extra “,” or lacks the “,”, please carefully check the postman
example of each Interface.

3. If call the Interface and return is empty, it means url is wrong (IP error, spelling error, fields
missing and so on), shown as below. Case of the url is wrong in the picture below.

POST http://192.168.24.24:8090/setldentifyCallback Params Send e Save
(2) Body ® Cookies Code
form-data @ x-www-form-urlencoded raw binary
Key Value Description Bulk Edit
pass test1234
callbackUrl www.baidu.com
Body (4) Status: 501 Not Implemented  Time: 54 ms  Size: 136 B
Pretty Text ::

1

4. If call the Interface and return “Could not get any response”, possible reasons are: IP address error,
port number error or missing, format of pass-in parameter error (POST request parameter is put in

body, format is x-www-urlencoded) and so on.

1.5 Range of Application

Range of application of this document:
(1) Version number: GD-V30.XXXX and Linux devices of higher version.

- X in version number means random number.
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I1. Device Management Interface

2.1 Device Password Setting

Request data

Method URL
http://Device IP:8090/setPassWord

Header domain

Parameter Description Type | Required Additional explanation
Content-Type Des1gn?1te request type String Y application/x-www-form-urlencoded
of media
Body domain
Parameter Description Type | Required Additional explanation
e For new devices or the reset (initialized) devices,
oldPass Old password String Y set initialization password first before calling other
Interfaces, pass in the same value for oldPass and
newPass.
e When changing password, pass in new and old
. password respectively.
newPass New password String Y ¢ No need to pass in pass when calling this
Interface.
e Password cannot be null or with blanks.
Example of postman
sviwvrd B WM =]

Example of return

{
"code": "LAN_SUS-0",

"data": "password is : test1234", /Device password, also called as Interface calling password, please keep
properly. If password forgot, need to reset the device, and all data will be cleared

"msg": "Password set successfully",

"result":1,//Interface called

"success":true//Device password set successfully
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Return specification

Type ‘ Code msg
LAN EXP-1006 | The XX method is not supported. | Method not matches with url
Device has been disabled, please | Device is being disabled, rejectng this
Common | LAN_EXP-1004 enable it first before operating. Interface
errors
LAN EXP-1005 Device is busy, please try again Devwe is upgrading, setting network, or
- later. in process of other tasks
LAN_EXP-2001 | oldPass parameter anomaly Ml SSP ellgd paramefter name, parameter
- missing, mcorrect parameter position in
Parameter . .
| request, blank or carriage return in
anomaty LAN_EXP-2002 | newPass parameter anomaly parameter name, parameter value
anomaly
LAN EXP-2003 Password cannot be null or with | When setting pqssword for the first-time,
Illegal - blanks oldPass format is wrong
parameters LAN EXP-2004 Ngw password cannot be null or | When .changmg password, newPass
- with blanks format is wrong
When changing password, oldPass is
LAN _EXP-2005 | Old password error inconsistent with  device existing
password (pass)
Others }Xﬁggzﬁmg Iizzzgord cf;?;ﬁ?i When setting password for the first-time,
LAN_EXP-2006 - P value of oldPass and newPass should be
- oldPass and newPass are the
the same
same
Correct LAN SUS-0 Password changed successfully | Device uses new password
operations | LAN SUS-0 Password set successfully Device has already set password

2.2 Device Serial Number Obtaining

Request data

Method

URL

http://DevicelP:8090/getDeviceKey

Attention: Calling this Interface does not require passing in parameters and pass, use GET or
POST method can call successfully.

Example of postman

b /getDeviceKey REBER

POST ¥

Params

@
g

/getDeviceKey

BETA et

VALUE

1 {"code"”:"LAN_SUS-@","data": "BAE@F42055C502FA", "msg":"", "result":1, "success":true}

Example of return

{

"code":"LAN_SUS-0",
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"data":"84E0F420893301FA",//Device serial number, exclusive ID of the device
"msg": ""’

"result":1,//Interface called

"success":true//Obtain device serial number successfully

}

Return specification

Type Code msg Reason of trigger
LAN_EXP-1006 | The XX method is not supported. | Method does not match with url

Common — - — - : -
erTOrS LAN_EXP-1005 Device is busy, please try again | Device is upgrading, setting network, or in
later process of other tasks
Comect | | \\ sUS-0 / "data": "S4B0F420564902FA"
operation -

2.3 Device Configuration
Request data

Method URL
http://Device IP:8090/setConfig

Header domain

Parameter Description Type Required Additional explanation
Designate the request
type of media

Content-Type String Y application/x-www-form-urlencoded

Body domain

Parameter | Description Type | Required Additional explanation
Device . ¢ Pass in config {}, restore all device configuration

password String Y parameters to default values

e Pass in parameter XXType as 100, then custom
parameter XXContent as required

e Other parameters are not required, if not passed, then
retain the previous passed value

e Example of Json:

{

pass

"recModeCardEnable": 2,
"recModeCardFaceEnable": 1,
"recModeCardFaceHardware": 1,
"recModeCardFacelntf": 2,

. "recDoubleValue":70,
Collect}on of "recModeCardHardware": 1,
config device . JSON Y "recModeCardIntf": 2,
configuration "recModeCardPhoto": 1,
"identifyDistance": 1,

"recRank": 3,
"saveldentifyTime": 0,
"delayTimeForCloseDoor": 500,
"multiplayerDetection": 1,
"recModeFaceEnable": 2,
"identifyScores": 80,
"recModeldcardFaceEnable": 2,
"recModeldcardFaceHardware": 3,
"recModeldcardFacelntf": 1,
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"recCardFaceValue": 30,
"showDeviceKey": 2,
"showlIp": 2,
"showPeopleNum": 2,
"serialOutContent": "strangerwarning",
"serialOutMod": 100,
"displayModStrangerContent": "Stranger, attention ",
"displayModStrangerType": 100,
"recStrangerType": 2,
"relaySwitch": 0,
"recStrangerTimesThreshold": 3,
"ttsModStrangerContent": "Hello, stranger ",
"ttsModStrangerType": 100,
"recFailWiegandContent": "",
"recFailWiegandType": 1,
"recNoPerComModeContent": "",
"recNoPerComModeType": 2,
"recNoPerDisplayText1Content": "",
"recNoPerDisplayText1 Type": 1,
"recNoPerDisplayText2Content": "",
"recNoPerDisplayText2Type": 1,
"recNoPerRelayType": 2,
"recNoPerTtsModeContent": "",
"recNoPerTtsModeType": 1,
"recNoPerWiegandContent": "",
"recNoPerWiegandType": 1,
"comModContent": "hello",
"comModType": 100,
"displayModContent": " {name} welcome",
"displayModType": 100,
"recSucDisplayText2Content": "",
"recSucDisplayText2Type": 1,
"isOpenRelay": 1,
"ttsModType": 100,
"ttsModContent": " {name}",
"wg": "#WG{id}#",
"recSucWiegandContent": "",
"recSucWiegandType": 1,
"scrDisplayTextl Content": "",
"scrDisplayTextl1 Type": 1,
"companyName": "My test",
"scrDisplayText2Content": "",
"scrDisplayText2Type": 1,
"whitelist": 1,
"wglnputType": 1,
"wglnputContentType ": 1,
"isRecognitionOpen":1 //Supports Thermometry
series only
"resSucSaveSpotlmage":2,
"resFailSaveSpotlmage":2,
"resNoPerSaveSpotlmage":2,
"uniquenessReglmage": 2,
"touchTone":2,
"isIDCardPositive":1
"voiceType":1

}
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Example of postman

fig Coontig =

Example of return

{
"code": "LAN_ SUS-0",
"data": {

"applicationName": "",//String, Name of application/device group, can be applied to business field. Default is null
"comModContent": "hello",//String, Recognition success — Custom content of serial-port output
"comModType": 100,//Int, Recognition success — Type of serial-port output. Default 1: Open the door

"companyName": "My test",//String, Device name, can be applied to business field. Default as “Please set

company name”

"delayTimeForCloseDoor": 500,//Int, Relay control time, default is 500ms

"displayModContent": "{name} welcome",//String, Recognition success — Custom content of screen display
text 1

"displayModStrangerContent": "Stranger, attention",//String, Recognition failure — Custom content of screen
display text

"displayModStrangerType": 100,//Int, Recognition failure — Type of screen display text. Default 1:
Recognition failed

"displayModType": 100,//Int, Recognition success — Type of screen display text 1. Default 1: Display name

"identifyDistance": 1,//Int, Recognition distance. At most 1.5m can be set for the live, 4m or no limitation for non-

live
"identifyScores": 80,//Int, Face recognition — Recognition score. Default is 80, suggested value is 60-100
"isOpenRelay": 1,//Int, Recognition success — Relay output. Default 1: Output
"multiplayerDetection": 1,//Int, Face recognition — Face detection mode. Default 1: Multi-people recognition

"recCardFaceValue": 30,//Int, Face&Card comparison — Recognition score. Default is 50, suggested values 50-

100
"recDoubleValue": 70,//Int, Face&Card-in-one — Recognition score. Default is 60, suggested values 60-100
"recFailWiegandContent": "",//String, Recognition failure — Custom content of Wiegand output. Default is

null
"recFailWiegandType": 1,//Int, Recognition failure — Type of Wiegand output. Default 1: Not output
"recModeCardEnable": 2,//Int, Card recognition — Switch. Default 2: On
"recModeCardFaceEnable": 1,//Int, Face&Card-in-one — Switch. Default 1: Off

"recModeCardFaceHardware": 1,/Int, Face&Card-in-one — Type of external hardware. Default 1: IC card reader
"recModeCardFacelntf": 2,//Int, Face&Card-in-one — Transmission Interface of card number. Default 1: TTL

"recModeCardPhoto": 1,//Int, Control whether to upload on-site photos, default is not store and not upload,1: Off,

2: On
"recModeCardHardware": 1,//Int, Card recognition — Type of external hardware. Default 1: IC card reader
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"recModeCardIntf": 2,//Int, Card recognition — Transmission Interface of card number. Default 1: TTL
"recModeFaceEnable": 2,//Int, Face recognition — Switch. Default 2: On
"recModeldcardFaceEnable": 2,//Int, Face&Card comparison — Switch. Default 1: Off
"recModeldcardFaceHardware": 3,//Int, Face&Card comparison — Type of external hardware. Default 1:
SYNJONES
"recModeldcardFacelntf": 1,//Int, Face&Card comparison — Transmission Interface of card number. Default 1:

TTL serial port
"recNoPerComModeContent": "",//String, Insufficient permission — Custom content of serial-port output
"recNoPerComModeType": 2,/Int, Insufficient permission — Type of serial-port output. Default 2: Not output
"recNoPerDisplayText1 Content": "",//String, Insufficient permission — Custom content of screen display text

"recNoPerDisplayText1 Type": 1,//Int, Insufficient permission — Type of screen display text 1. Default 1:
Display name
"recNoPerDisplayText2Content": "",//String, Insufficient permission — Custom content of screen display text
2
"recNoPerDisplayText2Type": 1,//Int, Insufficient permission — Type of screen display text 2. Default 1: No
permission
"recNoPerRelayType": 2,//Int, Insufficient permission — Type of relay output. Default 2: Not output
"recNoPerTtsModeContent": "",//String, Insufficient permission — Custom content of voice broadcast
"recNoPerTtsModeType": 1,/Int, Insufficient permission — Type of voice broadcast. Default 1: Name + No
permission
"recNoPerWiegandContent": "",//String, Insufficient permission — Custom content of Wiegand output.
Default is null
"recNoPerWiegandType": 1,/Int, Insufficient permission — Type of Wiegand output. Default 1: Not output
"recRank": 3,//Int, Recognition level. Default 3: Live
"recStrangerTimesThreshold": 3,//Int, Recognition failure — Number of judging times. Default is 3, allow
passing in Integers between 1-20, the larger the value, the more accurate of recognition, but takes longer time
"recStrangerType": 2,//Int, Recognition failure — Switch. Default 2: On
"recSucDisplayText2Content": "",//String, Recognition success — Custom content of screen display text 2
"recSucDisplayText2Type": 1,/Int, Recognition success — Type of screen display text 2. Default 1:
Recognized successfully
"recSucWiegandContent": "",//String, Recognition success — Custom content of Wiegand output. Default is null
"recSucWiegandType": 1,//Int, Recognition success — Type of Wiegand output. Default 1: Not output
"relaySwitch": 2,//Int, Recognition failure — Type of relay output. Default 2: Not output
"saveldentifyTime": 0,//Int, Time window of recognition records, in second. Os by default, upload each piece
of recognition record
"scrDisplayTextl Content": "",//String, Custom content of screen display text 1
"scrDisplayText1 Type": 1,/Int, Type of screen display text 1. Default 1: Not display
"scrDisplayText2Content": "",//String, Custom content of screen display text 2
"scrDisplayText2Type": 1,//Int, Type of screen display text 1. Default 2: Display device name (company
name)
"serialOutContent": "strangerwarning",//String, Recognition failure — Custom content of serial-port output
"serialOutMode": 3,//Int, Recognition failure — Type of serial-port output. Default 3: Not output
"showDeviceKey": 2,//Int, Screen displays device-device serial number. Default 2: Display
"showlp": 2,//Int, Screen displays device-IP. Default 2: Display
"showPeopleNum": 2,//Int, Screen displays device — number of people. Default 2: Display
"ttsModContent": "{name}",//String, Recognition success — Custom content of voice broadcast
"ttsModStrangerContent": "Hello, stranger ",//String, Recognition failure — Custom content of voice
broadcast
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"ttsModStrangerType": 100,//Int, Recognition failure — Type of voice broadcast. Default 1: Recognition
failed

"ttsModType": 100,//Int, Recognition success — Type of voice broadcast. Default 1: Recognized successfully

"wg": "",//String, Recognition failure — Custom content of Wiegand output. This field is not suggested to use,
pass in null content

"whitelist": 1//Int, Face&Card comparison — Whitelist switch. Default 1: Off

"wglnputType": 1, /Int, Set Wiegand input format. Default 1: wg26 format 1

"wglnputContentType": 1/Int, Set Wiegand input content. Default 1: Card number

“isRecognitionOpen”: 1/Int, Switch of Face comparison, default 2: On; supports thermometry series only

"recSucSaveSpotlmage": 2,//Int, Whether to save on-site photos of successful recognition, default as 2: Save

"recFailSaveSpotlmage":2, //Int, Whether to save on-site photos of failed recognition, default as 2: Save

"recNoPerSaveSpotlmage":2//Int, Whether to save on-site photos when no permission, default as 2: Save

"uniquenessReglmage": 2.//Int, Whether to enable the uniqueness of registration photo, 1: Enable, 2: Disable
(Default)

"touchTone":2,//Int, Touch screen tone, 1: Disable, 2: Enable (Default)

"isIDCardPositive":1,//Int, Positive and negative order of card swiping, 1: Positive (Default) , 2:
Negative

"voiceType":1,//Int, Male and female voice broadcast switching, 1: Male voice (Default) , 2: Female
voice

b
"msg": "Set successfully ",
"result": 1,
"success": true

}

Parameter specification

Name of field Meaning and value
Face recognition parameters

Face mode switch

1: Off 1: On (by default)

Face recognition threshold

* 80 (by default)

identifyScores Allow all Integers between 0-100.

Tips: Please input Integers between 50-100. The greater the scores, the higher
the recognition accuracy, but the recognition speed will slow down.

recModeFaceEnable

Switch of face comparison
1 Off 2 On (by default)

Type of face detection
1: Multi-people recognition (by default) 2: Single-person recognition

isRecogniitonOpen

multiplayerDetection

Card recognition parameters

recModeCardEnable

Card mode switch

1: Off 2: On (by default)

Transmission Interface of card number

* 1. TTL serial port (by default)

* 2. 232 serial port

*3.USB

*4.1°C

*The built-in card module of Uface device is TTL serial port

recModeCardIntf
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* USB (or TTL or 232 or I?C) Interface can only be used by one kind of
recognition mode, if >1 kinds of mode use USB (or TTL or 232 or I2C), then
an error will be reported.

recModeCardHardware

Type of external hardware

* 1. IC card reader (by default)

* 2. SYNJONES

* 3, ROUTON

*4, ZKT

The built-in card module of Uface device is IC card reader

recModeCardPhoto

Face&Card-in-one

recModeCardFaceEnable

Control whether to upload on-site photos, not store and not upload by default
* 1. Off (by default)
*2.0n

Face&Card-in-one switch
* 1. Off (by default)
*2.0n

recDoubleValue

Face&Card-in-one threshold

* 60 (by default)

Allow all Integers between 0-100.

Tips: Please input Integers between 50-100. The greater the scores, the higher
the recognition accuracy, but the recognition speed will slow down.

recModeCardFacelntf

Transmission Interface of card number

* 1. TTL serial port (by default)

* 2. 232 serial port

*3.USB

*4,1°C

The built-in card module of Uface device is TTL serial port

USB (or TTL or 232 or I?C) Interface can only be used by one kind of
recognition mode, if >1 kinds of mode use USB (or TTL or 232 or I?C), then
an error will be reported.

recModeCardFaceHardware

Face&Card comparison

recModeldcardFaceEnable

Type of external hardware

* 1. IC card reader (by default)

*2. SYNJONES

*3. ROUTON

*4. ZKT

The built-in card module of Uface device is IC card reader

Face&Card comparison switch
* 1. Off (by default)
*2.0n

recCardFaceValue

Face&Card comparison threshold

* 50 (by default)

Allow all Integers between 0-100.

Tips: Please input Integers between 50-100. The greater the scores, the higher
the recognition accuracy, but the recognition speed will slow down.

recModeldcardFacelntf

Transmission Interface of card number

* 1. TTL serial port (by default)

* 2. 232 serial port

*3.USB

*4,1°C

Use 232 serial port to connect external SYNJONES ID reader by default

*USB (or TTL or 232 or I?)C) Interface can only be used by one kind of
recognition mode, if >1 kinds of mode use USB (or TTL or 232 or I?C), then an
error will be reported.

SEC.RU

KopoTkui nyTb k MHbopmaLum

11

Cka4yaHo c sec.ru



RUSGUARD
V.4.0.22

Type of external hardware
recModeldcardFaceHardware | *1. SYNJONES (by default) *2. ZKT *3. ROUTON *4. CHINA-VISION

Use 232 serial port to connect external SYNJONES ID reader by default

Type of voice broadcast

e 1. Not broadcast

¢ 2. Broadcast name (by default)

e 100. Custom

Custom content of voice broadcast. If ttsModContent is100, this field is required

and cannot be empty.

e Allow {name} and {tag}. The field format is fixed, for other content, only
numbers, English, with the characters limit of 255. Such as: {name}, welcome

Type of screen display text 1

e 1. Name (by default)

¢ 2 Not display content

e 100. Custom

Custom content of screen display text 1. If displayModContent is 100, this field

is required and cannot be empty.

displayModContent e Allow {name} and {tag}. The field format is fixed, for other content, only
allow numbers, English, with the characters limit of 255 characters. Such as:
{name}, sign-in success!

Type of screen display text 2

recSucDisplayText2Type ¢ 1. Recognition success (by default)

e 100. Custom

e Custom content of screen display text 2. If recSucDisplayText2Content is 100,
this field is required and cannot be empty.

recSucDisplayText2Content e Allow {name}, {tag} and {personld}. The field format is fixed, for other
content, only allow numbers, English characters, with the characters limit of
255 characters. Such as: {name}, sign-in success!

Type of serial-port output

¢ 1. Open the door (by default)

¢ 2. Not output

comModType e 3. Output person id

e 4. Output idcardNum

e 5. Output phone

e 100. Custom

Custom content of serial-port output. If comModContent is 100, this field is

required and cannot be empty.

e Allow {id}, {phone} and {idcardNum}. Fix the field format as numbers or
letters, for other content, only allow numbers, English and English characters,
with the characters limit of 255.

e Serial port supports outputting Wiegand signal, the device needs external serial

comModContent port -> Wiegand signal conversion plate, which is customized by our company.
Passing format of custom content:

e Wiegand 26: #26 WG {idcardNum }#, Wiegand 34: #34WG{ idcardNum }#

¢ Attention: {idcardNum} + combination of numbers, the range of Wiegand 26
is 1-65535, effective range is 5-digit; the range of Wiegand 34 is 1-
4294967295, effective range is 10-digit. If out of range, output signal will be
converted and output ineffective signal.

Type of Wiegand output

¢ 1. Not output (by default)

recSucWiegandType e 2. Wiegand 26

¢ 3. Wiegand 34

e 4. Wiegand 50

ttsModType

ttsModContent

displayModType
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e 5. Wiegand 66

Custom content of Wiegand output

e Only allow {id}, {idcardNum} and numbers.

e Attention: {idcardNum} + combination of numbers, the range of Wiegand 26
is 1-65535, effective range is 5-digit; the range of Wiegand 34 is 1-
4294967295, effective range is 10-digit; the range of Wiegand 50 is 1-

recSucWiegandContent 281474976710656, effective range is 48-digit. If out of range, output signal

will be converted and output ineffective signal.

e Priority of this parameter is lower than WG parameter; if WG parameter
configured, this parameter will not take effect; to use this field, empty WG
first.

Type of relay output

* 1. Output (by default) * 2. Not output

e Wiegand Interface outputs Wiegand signal (not serial port), currently supports
outputting idcardNum, id or pure numbers;

e Format of passing parameter of Wiegand 26 is #26WG {idcardNum}# ,
#26WG {id}# or #26 WG1234#. Under Wiegand 26 mode, configurable range
of idcardNum and id must be 1-65535, otherwise, ineffective signal may be
output;

e Format of passing parameter of Wiegand 34 is #34WG{idcardNum}# ,
#34WG {id}# or #34WG1234+#. Under Wiegand 34 mode, configurable range
of idcardNum and id must be 1-4294967295, otherwise, ineffective signal may
be output;

o If there is no numbers before WG, output Wiegand 26;

e 1st generation devices can configure Wiegand output via custom serial port;
2nd generation devices can configure Wiegand output via serial port, also can
use this parameter to configure Wiegand Interface and output Wiegand signal

e "wg": “Not output Wiegand”

e When this field is not configured, output card number by default;

isOpenRelay

wg

Switch of saving on-site photos of successful recognition

resSucSaveSpotlmage e 1: Off

¢ 2: On (by default)

Recognition failure switch

recStrangerType e 1. Off

e 2. On (by default)

Number of judging times

* 3 times (by default)

* This option is effective after turning on Recognition failure switch; compare

recStrangerTimesThreshold continuously for N times and still not reach the score threshold, then judge as

recognition failure, compare 3 times by default; passing value shall be set as

Integers between 1-20, 1 means quick judgement with lowest accuracy; with the

increase of the value, judging time and accuracy will both increase.

Type of voice broadcast

¢ 1. Not broadcast

ttsModStrangerType e 2. Recognition failed

¢ 3. Recognition failed (by default)

e 100. Custom

Custom content of voice broadcast. If ttsModStrangerType is 100, this field is

required and cannot be empty.

e Content only allows numbers, English characters, with the characters limit of
255. Such as: Stranger, attention

displayModStrangerType Type of screen display text

ttsModStrangerContent
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e 1. Recognition failed (by default)

e 100. Custom

Custom content of screen display text. If displayModStrangerType is 100, this

field is required and cannot be empty.

* Content only allows numbers, English characters, with the characters limit of
255. Such as: Stranger, attention!

Type of serial-port output

e 1. Open the door

e 2. Custom

e 3. Close

Custom content of serial-port output

¢ Only allow numbers, English and English characters, with the characters limit
of 255.

e Serial port supports outputting Wiegand signal, device needs external serial
port -> Wiegand signal conversion plate, which is customized by our company.

serialOutContent Passing format of custom content:

e Wiegand 26: #26WG random numbers #, Wiegand 34: #34WG random
numbers#

o Attention: Range of Wiegand 26 is 1-65535, effective range is 5-digit; the
range of Wiegand 34 is 1-4294967295, effective range is 10-digit. If out of
range, output signal will be converted and output ineffective signal.

Type of Wiegand output

¢ 1. Not output (by default)

e 2. Wiegand 26

¢ 3. Wiegand 34

e 4. Wiegand 50

e 5. Wiegand 66

Custom content of Wiegand output

* Allow numbers only.

* Attention: Range of Wiegand 26 is 1-65535, effective range is 5-digit; the

range of Wiegand 34 is 1-4294967295, effective range is 10-digit; the range of

Wiegand 50 is 1-281474976710656, effective range is 48-digit. If out of range,

output signal will be converted and output ineffective signal.

Type of relay output

relaySwitch e 1. Output

e 2. Not output (by default)

Switch of saving on-site photos of failed recognition

recFailSaveSpotImage e 1. Off

e 2: On (by default)
Insufficient permission parameters

Voice broadcast

e 1. Broadcast Name + No permission (by default)

e 2. Not broadcast

e 100. Custom

Custom content of voice broadcast. If recNoPerTtsModeType is 100, this field

is required and cannot be empty.

recNoPerTtsModeContent e Allow {name} and {tag}. Fix the field format, for other content, allow
numbers, English characters only, with the characters limit of 255. Such as:
{name}, no passing permission

Type of screen display text 1

recNoPerDisplayText1 Type ¢ 1. Name (by default)

e 100. Custom

Custom content of screen display text 1. If recnoperdisplaytextltype is 100, this

field is required and cannot be empty.

displayModStrangerContent

serialOutMode

recFailWiegandType

recFailWiegandContent

recNoPerTtsModeType

recNoPerDisplayText1 Content
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e Allow {name} and {tag}. Fix the field format, for other content, allow
numbers, English characters only, with the characters limit of 255 characters.
Such as: {name}, no passing permission!

Type of screen display text 2

recNoPerDisplayText2Type ¢ 1. No permission (by default)

e 100. Custom

Custom content of screen display text 2. If recNoPerDisplayText2Type is 100,

this field is required and cannot be empty.

recNoPerDisplayText2Content |  Allow {name} and {tag}. Fix the field format, for other content, allow
numbers, English characters only, with the characters limit of 255. For
example: {name}, no passing permission!

Type of serial-port output

e 1. Open the door

e 2. Not output (by default)

recNoPerComModeType e 3. Output person id

e 4. Output idcardNum

e 5. Output phone

e 100. Custom

Custom content of serial-port output. If recNoPerComModeContent is 100, this

field is required and cannot be empty.

e Allow {phone}, {idcardNum} and {id}. Fix the field format as numbers or
letters, for other content, allow numbers, English and English characters only,
with the characters limit of 255.

e Serial port supports outputting Wiegand signal, device needs external serial

recNoPerComModeContent port -> Wiegand signal conversion plate, which is customized by our company.
Passing format of custom content:

e Wiegand 26: #26 WG {idcardNum }#, Wiegand 34: #34WG {cardNo}#

o Attention: {idcardNum}+combination of numbers, range of Wiegand 26 is 1-
65535, effective range is 5-digit; the range of Wiegand 34 is 1-4294967295,
effective range is 10-digit. If out of the range, output signal will be converted
and output ineffective signal.

Type of Wiegand output

¢ 1. Not output (by default)

e 2. Wiegand 26

¢ 3. Wiegand 34

¢ 4. Wiegand 50

e 5. Wiegand 66

Custom content of Wiegand output

e Allow {id}, {idcardNum} and numbers.

¢ Attention: {idcardNum} + combination of numbers, range of Wiegand 26 is

recNoPerWiegandContent 1-65535, effective range is 5-digit; the range of Wiegand 34 is 1-4294967295,
effective range is 10-digit; the range of Wiegand 50 is 1-281474976710656,
effective range is 48-digit. If exceeds the range, output signal will be converted
and output ineffective signal.

Type of relay output

recNoPerRelayType e 1. Output

e 2. Not output (by default)

Switch of saving on-site photos when no permission

recNoPerSaveSpotlmage o 1. Off

e 2: On (by default
Recognition general parameters

Time window
0s (by default), range 0-86400
recRank Recognition level

recNoPerWiegandType

saveldentifyTime
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e 1. Non-live
¢ 2. Live (by default) return as 3
e 3. Live (by default)

identifyDistance

Recognition distance

e 0: No limit

e 1: within 0.5m

e 2: within 1m (by default)

e 3: within 1.5m

e 4: within 2m

e 5: within 3m

¢ 6: within 4m

o [f selecting 2 or 3 recognition level, passing in 0, 4, 5, 6 will return 3, which
means Within 1.5m;

o If selecting level 1 Non-live, then 0-6 can be selected.

delayTimeForCloseDoor

Relay control time

¢ 500ms (by default)

e Relay controls the time Interval between opening and closing the door, default
is 500ms. Please input Integers between 100-25500, round down to hundreds.
For example: input Integers between 101-199, 100ms takes effect then.

o Add whitelist switch for Face&Card comparison; type: Int; 1: Off, 2: On
e If turning on whitelist switch, read ID info and compare ID number with that

whitelist of all personnel in the database, if exists, then compare face with card; if not
exists, then reminds no permission
Comparison switch of photo similarity, when enabled, similarity comparison
will be done when registering faces; under the same person ID, only photos of
e this person can be registered. When disabled, one person can use other’s photos
isSimilarEnable .
to register.
e 1: Off
e 2: On (by default)
e Supports Firmware GD30.7206 and above version only
e Photo uniqueness is the only switch of judgement; as it is enabled, newly-
uniquenessReglmage added photo will be compared with the database, to make sure that the same
photo cannot be used to register different user IDs. When it is disabled,
compare photos of the same user ID only.
touchTone e Touch screen tone, 1: Disable, 2: Enable (Default)
isIDCardPositive ¢ Positive and negative order of card swiping, 1: Positive (Default), 2: Negative
voiceType e 1: Male voice (Default), 2: Female voice

Fixed display parameters of screen
Application name, content is default as null

applicationName Can pass random characters, with the limitation of 255

companyName: "Please set company name", priority of effectiveness is higher
companyName than that of scrDisplayText2Type: 1, scrDisplayText2Content: "",

can pass random characters, with the limitation of 255

Type of display text content 1
Sy Tl e ¢ 1. Not display (by default)

e 2. Display applicationName
e 100. Custom

scrDisplayText1Content

Custom content of display text content 1. If scrDisplayText1Content is 100, this
field is required and cannot be empty.
e Random characters, with the limitation of 255

Display text content 2
¢ 1. Not display

srDisplayTex2Type e 2. Display companyName (by default)
e 100. Custom
16
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Custom content of display text content 2. If scrDisplayText2Type is 100, this
scrDisplayText2Content field is required and cannot be empty.

e Random characters, with the limitation of 255
Whether to display IP

showlp e 1: Hide

e 2: Display

Whether to display device serial number
showDeviceKey e 1: Hide

e 2: Display (by default)

Whether to display number of people
showPeopleNum e 1: Hide

e 2: Display (by default)

Set format of Wiegand input

o 1: wg26 format 1

e 2: wg26 format 2

wglnputType o 3: wg3d

e 4: wg50

e 5: wgbb
welnputContentType Set content of Wiegand input

e 1: Card number

Return specification

Type Code | msg | Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method does not match with url
Device has been disabled, please Device is being disabled, rejecting
LAN_EXP-1004 enable it first before operating this Interface

Device is upgrading, setting network

Common | LAN_EXP-1005 | Device is busy, please try again later or in process of other tasks

errors Password not set for Interface
LAN EXP-1003 . Device has not set password yet
services, please set password first
LAN _EXP-1001 Pas.sv.vord error, please check its pass value is not the device password
- validity

LAN EXP-1002 | pass parameter anomaly Misspelled parameter name,

parameter missing, incorrect
Parameter

parameter position in request, blank
or carriage return in parameter name,
parameter value anomaly

Incorrect json format, or passed

anomaly | LAN EXP-2007 | config parameter anomaly

LAN_EXP-2008 | Json format error of config class

Illegal value of config is null
parameters LAN EXP-2009 | Illegal config parameter Illega} content that not defined is
contained in parameter value
TTL interface onflicts (Card,
LAN_EXP-2175 Face&Card-in-one)
232 interface conflicts (Card, . .
LAN EXP-2178 Face&Card-in-one) ( ReI::iresent different recognition
5 ; mode.
LAN EXP-218] | USB interface conflicts (Card, When turning on Card recognition,
Others _ Fac§&Card—1n—one') Face&Card-in-one and Face&Card
LAN EXP-2184 IC 1nterface. conflicts (Card, compaFiS(‘)n, cannot use the same
- Face&Card-in-one) transmission interface of card
TTL interface onflicts (Card, number at the same time.

LAN_EXP-2176 | £, o Card comparison)

USB interface conflicts (Card,
Face&Card comparison)

LAN EXP-2182
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232 interface conflicts (Card,
LAN_EXP-2179"| £ e Card comparison)
I2C interface conflicts (Card,
LAN_EXP-2185 | ¢, c&Card comparison)
LAN EXP-2180 232 interface conﬂlcts (Face&Card-in-
- one, Face&Card-in-one)
LAN EXP-2177 TTL interface om"'hcts (Face&Card-in-
- one, Face&Card-in-one)
= - —
LAN EXP-2186 I2C interface conﬂlcts (Face&Card-in
- one, Face&Card-in-one)
LAN EXP-2183 USB interface conﬂpts (Face&Card-
- in-one, Face&Card-in-one)
LAN EXP-2101 | Illegal recModeCardEnable parameter
LAN EXP-2102 Illegal recModeCardFaceEnable
- parameter
LAN EXP-2103 Illegal recModeCardFaceHardware
- parameter
LAN EXP-2104 | Illegal recModeCardFacelntf parameter
LAN EXP-2105 | Illegal recDoubleValue parameter
LAN EXP-2106 Illegal recModeCardHardware
- parameter
LAN EXP-2107 | Illegal recModeCardIntf parameter
LAN EXP-2108 | Illegal recModeCardPhoto parameter
LAN EXP-2109 | Illegal identifyDistance parameter
LAN EXP-2110 | Illegal recRank parameter
LAN EXP-2111 | Illegal saveldentifyTime parameter
LAN EXP-2112 Illegal delayTimeForCloseDoor
- parameter
LAN EXP-2113 | Illegal multiplayerDetection parameter
LAN EXP-2114 | Illegal recModeFaceEnable parameter | Illegal content that not defined is
LAN EXP-2115 | Illegal identifyScores parameter contained in Json value of config
llegal recModeldcardFaceEnable parameter, including but not limited
Illegal LAN_EXP-2116 parameter to: when XXType=100, not pass in
config Illegal recModeldcardFaceHardware XXContent, pass in null XXContent,
LAN _EXP-2117 .
parameters — parameter field of String type exceeds the
Illegal recModeldcardFacelntf length or format limit, parameter
LAN_EXP-2118 parameter value is beyond the border, and so
LAN EXP-2119 | recCardFaceValue parameter on.
LAN EXP-2089 | Illegal showDeviceKey parameter
LAN EXP-2090 | Illegal showPeopleNum parameter
LAN EXP 2018 | showlp parameter anomaly
LAN EXP 2021 | showlp parameter cannot be null
LAN EXP 2088 | Showlp parameter
LAN EXP-2086 | Illegal serialOutContent parameter
LAN EXP-2085 | Illegal serialOutMode parameter
LAN EXP-2125 Illegal displayModStrangerContent
- parameter
LAN EXP-2126 Illegal displayModStrangerType
- parameter
LAN EXP-2127 | Illegal recStrangerType parameter
LAN EXP-2084 | Illegal relaySwitch parameter
LAN EXP-2129 Illegal recStrangerTimesThreshold
- parameter
LAN EXP-2130 Illegal ttsModStrangerContent
- parameter
18
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LAN EXP-2131

Illegal ttsModStrangerType parameter

LAN EXP-2087

[llegal weigenContent parameter

LAN EXP-2133

Illegal recFailWiegandContent
parameter

LAN EXP-2134

Illegal recFailWiegandType parameter

LAN EXP-2135

Illegal recNoPerComModeContent
parameter

LAN EXP-2136

Illegal recNoPerComModeType
parameter

LAN EXP-2137

Illegal recNoPerDisplayTextl Content
parameter

LAN EXP-2138

Illegal recNoPerDisplayText] Type
parameter

LAN EXP-2139

Illegal recNoPerDisplayText2Content
parameter

LAN EXP-2140

Illegal recNoPerDisplayText2Type
parameter

LAN EXP-2141

Illegal recNoPerRelayType parameter

LAN EXP-2142

llegal recNoPerTtsModeContent
parameter

LAN EXP-2143

Illegal recNoPerTtsModeType
parameter

LAN _EXP-2144

Illegal recNoPerWiegandContent
parameter

LAN EXP-2145

Illegal recNoPerWiegandType
parameter

LAN EXP-2146

Illegal comModContent parameter

LAN EXP-2147

lllegal comModType parameter

LAN EXP-2148

Illegal displayModContent parameter

LAN EXP-2149

[llegal displayModType parameter

LAN EXP-2150

Illegal recSucDisplayText2Content
parameter

LAN EXP-2151

Illegal recSucDisplayText2Type
parameter

LAN EXP-2152

Illegal isOpenRelay parameter

LAN EXP-2153

[llegal ttsModType parameter

LAN EXP-2154

Illegal ttsModContent parameter

LAN EXP-2155

Illegal wg parameter

LAN EXP-2156

Illegal recSucWiegandContent
parameter

LAN EXP-2157

Illegal recSucWiegandType parameter

LAN EXP-2158

Illegal scrDisplayText1Content
parameter

LAN EXP-2159

[llegal scrDisplayTextl Type parameter

LAN_EXP-2160

Illegal companyName parameter

LAN EXP-2161

Illegal crDisplayText2Content
parameter

LAN EXP-2162

[llegal scrDisplayText2Type parameter

LAN EXP-2030

Illegal orientation parameter

LAN EXP-2166

Illegal whitelist parameter

LAN EXP-2167

[llegal applicationName parameter

LAN EXP-2168

[llegal wglnputType parameter

LAN EXP-2169

Illegal wglnputContentType parameter

SEC.RU
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LAN EXP-2246 recSucSaveSpotImage parameter
- anomaly
LAN EXP-2247 Illegal recSucSaveSpotlmage
- parameter
LAN EXP-2248 recFailSaveSpotlmage parameter
- anomaly
LAN EXP-2249 Illegal recFailSaveSpotImage
- parameter
LAN EXP-2250 recNoPerSaveSpotImage parameter
- anomaly
LAN EXP-2251 Illegal recNoPerSaveSpotlmage
- parameter
LAN EXP-2277 | lllegal isRecognitionOpen parameter
LAN EXP-2296 | Illegal isSimilarEnable parameter
Corrept LAN SUS-0 S el "data": {Device configuration
operation parameter}
2.4 Device Configuration Query
Request data
Method URL
GET http://Device IP:8090/device/config
Query domain
Parameter Description Type Required Default Additional explanation
pass Device password String Y

Example of postman

I
Example of return
{
"code":"LAN SUS-0",
"data": {
"applicationName": "",//String, Name of application/device group, can be applied to business field. Default is
null

"comModContent": "hello",//String, Recognition success — Custom content of serial-port output

"comModType": 100,//Int, Recognition success — Type of serial-port output. Default 1: Open the door

"companyName": "My test",//String, Device name, can be applied to business field. Default as “Please set

company name”

SEC.RU
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"delayTimeForCloseDoor": 500,//Int, Relay control time, default is 500ms

"displayModContent": "{name} welcome",//String, Recognition success — Custom content of screen display
text 1

"displayModStrangerContent": "Stranger, attention ",//String, Recognition failure — Custom content of screen

display text

"displayModStrangerType": 100,//Int, Recognition failure — Type of screen display text. Default 1:
Recognition failed

"displayModType": 100,//Int, Recognition success — Type of screen display text 1. Default 1: Display name

"identifyDistance": 1,//Int, Recognition distance. At most 1.5m can be set for the live, 4m or no limitation for
non-live

"identifyScores": 80,//Int, Face recognition — Recognition score. Default is 80, suggested value is 60-100

"isOpenRelay": 1,//Int, Recognition success — Relay output. Default 1: Output

"multiplayerDetection": 1,//Int, Face recognition — Face detection mode. Default 1: Multi-people recognition

"recCardFaceValue": 30,//Int, Face&Card comparison — Recognition score. Default is 50, suggested values
50-100

"recDoubleValue": 70,//Int, Face&Card-in-one — Recognition score. Default is 60, suggested values 60-100

"recFailWiegandContent": "",//String, Recognition failure — Custom content of Wiegand output. Default is
null

"recFailWiegandType": 1,//Int, Recognition failure — Type of Wiegand output. Default 1: Not output

"recModeCardEnable": 2,//Int, Card recognition — Switch. Default 2: On

"recModeCardFaceEnable": 1,//Int, Face&Card-in-one — Switch. Default 1: Off

"recModeCardFaceHardware": 1,//Int, Face&Card-in-one — Type of external hardware. Default 1: IC card
reader

"recModeCardFacelntf": 2,//Int, Face&Card-in-one — Transmission Interface of card number. Default 1: TTL

"recModeCardHardware": 1,//Int, Card recognition — Type of external hardware. Default 1: IC card reader

"recModeCardIntf": 2,//Int, Card recognition — Transmission Interface of card number. Default 1: TTL

"recModeCardPhoto": 1,//Int, Control whether to upload on-site photos, default is not store and not upload,1:
Off, 2: On

"recModeFaceEnable": 2,//Int, Face recognition — Switch. Default 2: On

"recModeldcardFaceEnable": 2,//Int, Face&Card comparison — Switch. Default 1: Off

"recModeldcardFaceHardware": 3,//Int, Face&Card comparison — Type of external hardware. Default 1:
SYNJONES

"recModeldcardFacelntf": 1,//Int, Face&Card comparison — Transmission Interface of card number. Default
1: TTL serial port

"recNoPerComModeContent": "",//String, Insufficient permission — Custom content of serial-port output

"recNoPerComModeType": 2,//Int, Insufficient permission — Type of serial-port output. Default 2: Not output

"recNoPerDisplayText1 Content": "",//String, Insufficient permission — Custom content of screen display text

"recNoPerDisplayText1 Type": 1,//Int, Insufficient permission — Type of screen display text 1. Default 1:
Display name
"recNoPerDisplayText2Content": "",//String, Insufficient permission — Custom content of screen display text

"recNoPerDisplayText2Type": 1,//Int, Insufficient permission — Type of screen display text 2. Default 1: No
permission

"recNoPerRelayType": 2,//Int, Insufficient permission — Type of relay output. Default 2: Not output

"recNoPerTtsModeContent": "",//String, Insufficient permission — Custom content of voice broadcast

"recNoPerTtsModeType": 1,/Int, Insufficient permission — Type of voice broadcast. Default 1: Name + No
permission
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"recNoPerWiegandContent": "",//String, Insufficient permission — Custom content of Wiegand output.
Default is null

"recNoPerWiegandType": 1,//Int, Insufficient permission — Type of Wiegand output. Default 1: Not output

"recRank": 3,//Int, Recognition level. Level 3 by default: Live

"recStrangerTimesThreshold": 3,//Int, Recognition failure — Number of judging times. Default is 3, allow
passing in Integers between 1-20, the larger the value, the more accurate of recognition, but takes longer time

"recStrangerType": 2,//Int, Recognition failure — Switch. Default 2: On

"recSucDisplayText2Content": "",//String, Recognition success — Custom content of screen display text 2

"recSucDisplayText2Type": 1,/Int, Recognition success — Type of screen display text 2. Default 1:
Recognized successfully

"recSucWiegandContent": "",//String, Recognition success — Custom content of Wiegand output. Default is
null

"recSucWiegandType": 1,//Int, Recognition success — Type of Wiegand output. Default 1: Not output

"relaySwitch": 2,//Int, Recognition failure — Type of relay output. Default 2: Not output

"saveldentifyTime": 0,//Int, Time window of recognition records, in second. Os by default, upload each piece
of recognition record

"scrDisplayTextl Content": "",//String, Custom content of screen display text 1

"scrDisplayText1 Type": 1,/Int, Type of screen display text 1. Default 1: Not display

"scrDisplayText2Content": "",//String, Custom content of screen display text 2

"scrDisplayText2Type": 1,//Int, Type of screen display text 1. Default 2: Display device name (company
name)

"serialOutContent": "strangerwarning",//String, Recognition failure — Custom content of serial-port output

"serialOutMode": 3,//Int, Recognition failure — Type of serial-port output. Default 3: Not output

"showDeviceKey": 2,/Int, Screen displays device-device serial number. Default 2: Display

"showlp": 2,//Int, Screen displays device-IP. Default 2: Display

"showPeopleNum": 2,//Int, Screen displays device — number of people. Default 2: Display

"ttsModContent": "{name}",//String, Recognition success — Custom content of voice broadcast

"ttsModStrangerContent": "Hello, stranger ",//String, Recognition failure — Custom content of voice
broadcast

"ttsModStrangerType": 100,//Int, Recognition failure — Type of voice broadcast. Default 1: Recognition
failed

"ttsModType": 100,//Int, Recognition success — Type of voice broadcast. Default 1: Recognized successfully

"wg": "",//String, Recognition failure — Custom content of Wiegand output. This field is not suggested to use,
pass in null content

"whitelist": 1//Int, Face&Card comparison — Whitelist switch. Default 1: Off

"wglnputType": 1, /Int, Set Wiegand input format. Default 1: wg26 format 1

"wglnputContentType": 1/Int, Set Wiegand input content. Default 1: Card number

"isRecogniitonOpen": 1/Int, Switch of Face comparison. Default 2: On

"touchTone":2,//Int, Touch screen tone, 1: Disable, 2: Enable (Default)

"isIDCardPositive":1,//Int, Positive and negative order of card swiping 1: Positive (Default) , 2:
Negative

"voiceType":1,//Int, Male and female voice broadcast switching, 1: Male voice (Default) , 2:
Female voice

}s
"msg": " Set successfully",
"result": 1,

"success": true
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Return specification

Attention: When using GET request, parameter is put in url, “#” has special meaning in url, “#” and character

strings behind are invalid, so, if “#” contained in id parameter content, an anomaly error will be reported.

Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method does not match with url
LAN EXP-1004 Dev1ce_ has been dlsabled,. please | Device is being disabled, rejecting this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again | Device is upgrading, setting network or in
erTors - later. process of other tasks.
LAN EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pas.sv.vord error, please check its pass value is not the device password
- validity
Misspelled parameter name, parameter
Parameter missing, incorrect parameter position in
anomal LAN_EXP-1002 | pass parameter anomaly request, blank or carriage return in
Y parameter name, parameter value
anomaly
Corrept LAN_SUS-0 Queried successfully pass is correct
operation

2.5 Recognition Mode Configuration
Request data

Method URL
http://Device IP:8090/device/setldentifyModel

Header domain

Parameter Description Type | Required | Default Additional explanation
Designate request . L
Content-Type type of media String Y application/x-www-form-urlencoded
Body domain
Parameter Description Type | Required Default Additional explanation
pass Device password String Y
Example of Json:
{
"recModeFaceEnable":2,
"repeatRegEnable":1,
"regInterval":2000,
Configuration "recModeCardEnable":2,
config | collection of Json Y "recModeCardIntf":2,
recognition modes "recModeCardHardware": 1,
"recModeCardFaceEnable": 1,
“recDoubleValue”: 70
"recModeCardFacelntf": 2,
"recModeCardFaceHardware": 1,
"recModeldcardFaceEnable":1,
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“recCardFaceValue”: 30,
"recModeldcardFacelntf": 3,
"recModeldcardFaceHardware": 2,
"recModeDOBEnable":1
“recModePasswordEnable”:2,
“recModeQREnable™:1,
“recDisplaylmageMode”:1

i
Parameter specification
Name of field Meaning and value
Face recognition parameters
recModeFaceEnable ll::a((:)ef;noczl:e (S)V:(ttc)l; default)
R Switch of continuous recognition

1: Off 2: On (by default)
Interval of continuous recognition
regInterval Range of setting: 500~25500ms
Default: 2000ms

Card recognition parameters
Card mode switch
e 1: Off 2: On (by default)

Transmission Interface of card number

* 1. TTL serial port (by default)

* 2. 232 serial port

*3.USB

recModeCardIntf *4,1°C

*The built-in card module of Uface device is TTL serial port

* USB (or TTL or 232 or I?C) Interface can only be used by one kind
of recognition mode, if >1 kinds of mode use USB (or TTL or 232 or
I2C), then an error will be reported.

Type of external hardware

* 1. IC card reader (by default)

*2. SYNJONES

*3. ROUTON

*4. ZKT

The built-in card module of Uface device is IC card reader

recModeCardHardware

Face&Card-in-one
Face&Card-in-one switch

recModeCardFaceEnable * 1. Off (by default)

*2.0n

Face&Card-in-one threshold

* 60 (by default)

Allow all Integers between 0-100.

Tips: Please input Integers between 50-100. The greater the scores, the
higher the recognition accuracy, but the recognition speed will slow
down.

Transmission Interface of card number

* 1. TTL serial port (by default)

* 2. 232 serial port

recModeCardFacelntf * 3. USB

*4,1°C

The built-in card module of Uface device is TTL serial port

USB (or TTL or 232 or I?C) Interface can only be used by one kind of

recDoubleValue
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recognition mode, if >1 kinds of mode use USB (or TTL or 232 or
I2C), then an error will be reported.

Type of external hardware

* 1. IC card reader (by default)

*2. SYNJONES

*3. ROUTON

*4. ZKT

The bulit-in card module of Uface device is IC card reader

recModeCardFaceHardware

Face&Card comparison
Face&Card comparison switch

recModeldcardFaceEnable * 1. Off (by default)

*2.0n

Face&Card comparison threshold

* 50 (by default)

Allow all Integers between 0-100.

Tips: Please input Integers between 50-100. The greater the scores, the
higher the recognition accuracy, but the recognition speed will slow
down.

Transmission Interface of card number

* 1. TTL serial port (by default)

* 2. 232 serial port

*3.USB

*4,1°C

Use 232 serial port to connect external SYNJONES ID reader by
default

*USB (or TTL or 232 or I?C) Interface can only be used by one kind of
recognition mode, if >1 kinds of mode use USB (or TTL or 232 or I*C),
then an error will be reported.

Type of external hardware

1. SYNJONES (by default) *2. ZKT *3. ROUTON *4. CHINA-
recModeldcardFaceHardware VISION

Use 232 serial port to connect external SYNJONES ID reader by
default

Other parameters

Switch of exit button

recCardFaceValue

recModeldcardFacelntf

recModeDOBEnable * 1. Off (by default)

*2.0n

Switch of password opening
recModePasswordEnable *1. Off

* 2. On (by default)

Switch of QR code opening

* 1. Off (by default)

*2.0n

* 3. Enable face recognition + QR code comparison
Display type of on-site photos

* 1. Display on-site photos

* 2. Display registration photos

* 3. Not display photos

Compearison method

1. Compare in third-party platform
recModeQRCodeComparison 2. Compare within database

Attention: parameter will take effect only when recModeQREnable is
set as 2

Switch of card&password opening
recModePwdCardEnable 1: Off (by default)

2: On

recModeQREnable

recDisplaylmageMode
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Example of postman

Example of return

{
"code": "LAN_SUS-0",

"data": {
"recCardFaceValue": 30,
"recDoubleValue": 70,
"recModeCardEnable": 2,
"recModeCardFaceEnable": 1,
"recModeCardFaceHardware": 1,
"recModeCardFacelntf": 2,
"recModeCardHardware": 1,
"recModeCardIntf": 2,
"recModeFaceEnable": 2,
"recModeldcardFaceEnable": 1,
"recModeldcardFaceHardware": 2,
"recModeldcardFacelntf": 3,
"repeatRegEnable": 1,
"reglnterval": 2000,
"recModeDOBEnable": 1
"recModePasswordEnable”:2
"recModeQRable": 1

}s
"msg": "Set successfully"”,
"result": 1,

"success": true}

Return specification

Reason of trigger
LAN EXP-1006 The XX method is not supported. Method does not match with url.
Common | LAN EXP-1004 Dev1ce.has been disabled, please D§v1ce is being disabled, rejecting
oITOrS - enable it first before operating this Interface
. . Device is upgrading, setting
LAN_EXP-1005 Device is busy, please try again later network or in process of other tasks
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LAN EXP-1003 Passyv ord mot set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pas.sv.vord error, please check its pass value is not the device
- validity password
LAN EXP-1002 pass parameter anomaly Misspelled parameter name,
parameter missing, incorrect
Parameter parameter position in request,
anomaly | LAN EXP-2007 config parameter anomaly blank or carriage return in
parameter name, parameter value
anomaly
LAN EXP-2013 config parameter cannot be null Pass in null config value
Illegal LAN EXP-2008 json format error of config class Incorrect json format
¢ -
parameters | - AN_EXP-2009 llegal config parameter Illega.l content that not defined is
contained in parameter value
LAN EXP-2175 TTL Intf conflicts (Card, Face&Card-
- in-one)
LAN EXP-2176 TTL Iqtf conflicts (Card, Face&Card
- comparison)
LAN EXP-2177 TTL Intf conflicts (Face&Card-ln-one,
- Face&Card comparison)
LAN EXP-2178 iii)lmf conflicts (Card, Face&Card-in-
LAN EXP-2179 232 Int.f conflicts (Card, Face&Card
— comparison) When turning on Card recognition
LAN_EXP-2180 232 Intf conflicts (Face&Card-in-one, Face&Card-in-one and Face&Card
Others Face&Card comparlson) comparison, cannot use the same
LAN EXP-2181 .USB Intf conflicts (Card, Face&Card- transmission Interface of card
— gl—scglel) F ficts (Card. Face&Card number at the same time (Intf)
LAN EXP-2182 ntf conflicts (Card, Face&Car
- comparison)
LAN EXP-2183 USB Intf conflicts (_Face&Card—ln—one,
- Face&Card comparison)
LAN_EXP-2184 f)Zn(ej)Intf conflicts (Card, Face&Card-in-
LAN EXP-2185 12C Int.f conflicts (Card, Face&Card
- comparison)
LAN EXP-2186 12C Intf conflicts (Face&Card—ln—one,
— Face&Card comparison)
LAN EXP-2114 Illegal recModeFaceEnable parameter
LAN EXP-2101 Illegal recModeCardEnable parameter
LAN EXP-2102 Illegal recModeCardFaceEnable
- parameter
LAN EXP-2106 Illegal recModeCardHardware
- parameter
LAN EXP-2104 Illegal recModeCardFacelntf Illega_l content that not defined is
Illegal - parameter contained in Json value of config
Config LAN EXP-2103 Illegal recModeCardFaceHardware parameter, including but not
parameters - parameter limited to: parameter value is
LAN EXPo116 | Megal recModeldcardFaceEnable beyond the border, and so on.
- parameter
LAN EXP-2118 Illegal recModeldcardFacelntf
- parameter
LAN EXP-2117 Illegal recModeldcardFaceHardware
- parameter
LAN EXP-2119 Illegal recCardFaceValue parameter
27
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LAN EXP-2105 Illegal recDoubleValue parameter
LAN EXP-2198 Illegal repeatRegEnable parameter
LAN EXP-2199 Illegal regInterval parameter
LAN EXP-2206 Illegal recModeDOBEnable parameter
LAN EXP-2235 Illegal recModePasswordEnable

- parameter
LAN EXP-2237 Illegal recModeQREnable parameter
LAN_EXP-2244 recDisplaylmageMode parameter

anomaly
LAN EXP-2245 Illegal recDisplaylmageMode
- parameter
Correct LAN _SUS-0 Gl cuseesamily data": {Device configures

operation parameters}

2.6 Serial-port & Wiegand Output Control of Strangers

Request data

Method URL
http://Device IP:8090/setStrangerOutInfo

Header domain

Parameter Description Type | Required | Default Additional explanation
Designate the request . application/x-www-form-
Content-Type type of media String Y urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password String Y
. Relay switching o Within custom 0: Close
relaySwitch value Int Y 1 e 1: Open (Open the door with relay)
e 0:Close
serialOutM | Type of serial-port ¢ 1: Open (Open the door with serial
Int Y 1 . . .
ode output port in 1st generation devices)

e 2: Custom.

Custom content of serial-port. Allow
String Y numbers, English, and English characters
only, with the characrters limit of 255.
Custom content of Wiegand. Passed-in
format of custom content:

e Wiegand 26: #26WG+random

serialOutCo | Custom content of
ntent serial-port

numbers#
e Wiegand 34: #34WG+random
weigenCont | Custom content of . numb.e rs#
ent Wiegand String Y e Wiegand 26: #WG+random numbers#.

o Attention: the range of Wiegand 26 is
1-65535, effective range is 5-digit; the
range of Wiegand 34 is 1-4294967295,
effective range is 10-digit. If exceeds the
range, output signal will be converted and
output ineffective signal.

Example of postman
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Example of return

{
"code": "LAN_SUS-0",
"msg": "Set successfully ",
"result": 1,
"success": true

§

Return specification

Type Code msg Reasons of trigger
LAN EXP-1006 | The XX method is not supported. Method does not match with url
LAN EXP-1004 Dewce has been dlsqbled, please enable D(?Vlce is being disabled, rejecting
- it first before operating this Interface
_ . Device is upgrading, setting
C(e)rnrl;lrl;)n LAN_EXP-1005 | Device is busy, please try again later netwark or in process of other tasks
LAN _EXP-1003 Password not set for Interface services, Device has not set password yet
- please set password first
LAN EXP-1001 Pagsvyord error, please check its pass value is not the device
- validity password
LAN EXP-1002 | pass parameter anomaly Misspelled parameter name,
LAN EXP-2014 | relaySwitch parameter anomaly parameter missing, incorrect
Parameter | LAN EXP-2015 | serialOutMode parameter anomaly parameter position in request,
anomaly LAN EXP-2016 | serialOutContent parameter anomaly blank or carriage return in
A 201 ] | parameter name, parameter value
LAN EXP-2017 | weigenContent parameter anomaly anomaly
LAN EXP-2084 | Illegal relaySwitch parameter
Illegal LAN EXP-2085 | Illegal serialOutMode parameter Illegal content not defined is
parameters | LAN EXP-2086 | Illegal serialOutContent parameter contained in parameter value
LAN EXP-2087 | Illegal weigenContent parameter
Corrgct LAN SUS-0 Set successfully Parameter set successfully
operation -

2.7 Hide IP, Device Serial Number and Number of People

Request data
Method URL
http://Device 1P:8090/widgetConfig
29
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Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password String Y
showlp Device IP Int Y 0 - O D¥splay (by default)
o 1:Hide
showDeviceKey Device serial number Int Y 0 : (1) ESI; lay (by default)
showPeopleNum Personnel/Photos Int Y 0 * (1) ESI; lay (by default)
Example of postman
E "
]
-]
|
f : e Tr
Example of return
{
"code": "LAN_ SUS-0",
"msg": "Set successfully ",
"result": 1,
"success": true
H
Return specification
Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method does not match with url
LAN EXP-1004 DeV1ce.has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again Dewce is upgrading, setting network or
- later in process of other tasks
errors Password not set for Interface
LAN _EXP-1003 . Device has not set password yet
services, please set password first
LAN _EXP-1001 Pa;svyord error, please check its pass value is not the device password
- validity
Parameter LAN_EXP-1002 | pass parameter anomaly Misspelled parameter name, parameter
anomaly | LAN_EXP-2018 showlp parameter anomaly missing, incorrect parameter position in
LAN _EXP-2019 | showDeviceKey parameter anomaly request, blank or carriage return in
30
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LAN EXP-2020 showPeopleNum parameter parameter name, parameter value
- anomaly anomaly

LAN EXP-2088 | Illegal showlp parameter i
LAN EXP-2089 | Illegal showDeviceKey parameter lllegal content that not defined is

LAN _EXP-2090 | Illegal showPeopleNum parameter contained in parameter value
Ilegal LAN EXP-2021 | showlp parameter cannot be null Pass in showlp, but content is null

arameters i i i i
p LAN_EXP-2022 ;}éor;):/llaewceKey parameter cannot Elalllsls in showDeviceKe, but content is

LAN_EXP-2023 showPeopleNum parameter cannot | Pass in showPeopleNum, but content is

be null null
oggrr;‘fii)tn LAN_SUS-0 Set successfully Parameter set successfully
2.8 Logo Change
Data Request
Method URL

http://Device IP:8090/changelogo

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description Type | Required Default Additional explanation
pass Device password | String Y
« Without the header, for example: data:
image/jpg; base64,
Base64 code e Passing in -1_ means clearing 1mg2 set
imgBase64 | strings of logo String Y before,_and disp lay the default 1mage
imace o There is no restriction for the image
& size, but it will be zipped to the size of
1:1 at last. Oversized is not suggested.
o Support JPG, PNG and JPEG image
Example of postman
-]
-]
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Example of return

{
"code": "LAN_SUS-0",
"msg": "Image set successfully"”,
"result": 1,
"success": true
}
Return specification
Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method does not match with url
LAN EXP-1004 Dev1ce.has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Device is busy, please try again Device is upgrading, setting network or in
Common | LAN_EXP-1005 later process of other tasks

errors
LAN_EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pagsvyord error, please check its pass value is not the device password
validity
LAN_EXP-1002 | pass parameter anomaly M}sspelle?d parameter name, para_rr.lete.r
Parameter missing, incorrect parameter position in
I request, blank or carriage return in
anomaty LANiEXP -2024 imgBase64 parameter anomaly parameter name, parameter value
anomaly
Image LAN EXP-2025 | imgBase64 analysis anomaly Dev;ce received the image but failed to
anomaly receive the converted code

Failed to set, image storage

Other LAN_EXP-2026 Unknown anomaly in device storage

anomaly
Correct | LAN_SUS-0 Images are cleasd g TSN & Restore image to factory setting
operations default display
P LAN SUS-0 Image set successfully Image is changed
2.9 imgl Change
Data Requst
Method URL

http://Device IP:8090/device/img1

Header domain

Parameter Description Type | Required | Default Additional explanation
Designate the request . .
Content-Type type of media String Y application/x-www-form-urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
ass Device Strin Y
P password &
o Without the header, Such as: data: i
base64 Ba.se64 cgde String Y mag@/Jp & base64, L
string of img1 o Passing in -1 means clearing imgl set
before, and display the default image
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o There is no restriction for the image
size, but it will be zipped to the size of
1:1 at last. Oversized is not suggested.

o Supports JPG, PNG and JPEG image

Example of postman

Example of return

{
"code": "LAN_SUS-0",
"msg": "Image set successfully ",
"result": 1,
"success": true
}
Return specification
Type Code | msg Reason of trigger
LAN_EXP-1006 | The XX method is not supported. Method does not match with url
Device has been disabled, please Device is being disabled, rejecting this

LAN_EXP-1004 enable it first before operating Interface

Device is upgrading, setting network or
in process of other tasks

Common | LAN EXP-1005 | Device is busy, please try again later

errors
LAN _EXP-1003 Pass_w ord not set for Interface Device has not set password yet
services, please set password first
LAN _EXP-1001 Szlsiiivivt;rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Misspelled parameter name, parameter
missing, incorrect parameter position
Parameter . . .
I in request, blank or carriage return in
anomaly | T AN _EXP-2027 | base64 parameter anomaly parameter name, parameter value
anomaly
Image LAN _EXP-2028 | base64 image analysis anomaly DeV1ce. received the image but failed
anomaly to receive the converted code

Other LAN EXP-2026 | Failed to set, image storage anomaly | Unknown anomaly in device storage
Correct | LAN SUS-0 Images are cleared and restore to

operations default display
p LAN SUS-0 Image set successfully Image is changed

Restore image to factory setting
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2.10 Forbidden Interface Image Change (Not supported in Hisilicon series)

Attention: Version above GH-V5.1000 will not support this Interface any more, branches of new

baseline neither.

Data Request

Method

URL

http:/Device IP:8090/device/disableImg

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device String Y
password
o Without header, such as: data:
image/jpg; base64,
Base64 code o Passing in -1 means clearing img2 set
string of device . before, and display the default image
base64 forbi%lden String Y e There is no ré)str?ction for the irr%age
Interface size, but it will be zipped to the size of
1:1 at last. Oversized is not suggested.
o Supports JPG, PNG and JPEG image

Example of postman

a

Example of return

{
"code": "LAN_SUS-0",
"msg": "Image set successfully",
"result": 1,
"success": true
H

Return specification

LAN EXP-1006

Reason of trigger

The XX method is not supported.

Method does not match with url

Common Device has been disabled, please Device is being disabled, rejecting this
errors LAN_EXP-1004 . .
- enable it first before operating Interface
34
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L . Device is upgrading, setting network or
LAN_EXP-1005 | Device is busy, please try again later in process of other tasks
LAN_EXP-1003 Password not set for Interface services, Device has not set password yet
please set password first
LAN EXP-1001 Pagsvyord error, please check its pass value is not the device password
validity
LAN EXP-1002 | pass parameter anomaly Misspelled parameter name, parameter
= missing, incorrect parameter position
Parameter . . .
I in request, blank or carriage return in
anomaty | | AN EXP-2027 | base64 parameter anomaly parameter name, parameter value
anomaly
Image LAN_EXP-2028 | base64 image analysis anomaly Dev1ce_ received the image but failed
anomaly to receive the transfer code
Others | LAN EXP-2026 | Failed to set, image storage anomaly Unknown anomaly in device storage
Correct | LAN_SUS-0 Images are clegiedl @il SR 1 Restore image to factory setting
oberations - default display
P LAN SUS-0 Image set successfully Image is changed

2.11 Screen Direction Change

Data Request

Method

URL

http://Device IP:8090/setScreenOrt

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description Type Required | Default Additional explanation
pass Device password String Y
o Default as Landscape, 1: Landscape,
2: Portrait
e Call the Interface, manually power
orientation | Screen direction String Y 2 off and restart in 3.8 ’ or_call thf.: restqrt
Interface, screen direction setting will
take effect after restarting
e The change of screen direction only
takes effect on Ist generation devices
35
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Example of postman

Example of return

{

"msg": "Device does not support",
"result": 1,
"success": false

}

Return specification

Type Code msg Reason of trigger
LAN_EXP-1006 | The XX method is not supported. | Method does not match with url
LAN EXP-1004 DeV1ce.has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again Device 1sfup§rad1ngi, setting network or in
errors later process ot other tasks
LAN_EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Szﬁz\ﬁ;rd error, please check its pass value is not the device password
LAN _EXP-1002 | pass parameter anomaly M.iss.pellt?d AL S, para.rr.lete.r
missing, icorrect parameter position in
Parameter . .
1 _ _ request, blank or carriage return in
anomatly | | AN EXP-2029 | orientation parameter anomaly parameter name, parameter value
anomaly
Hlegal LAN EXP-2030 | Illegal orientation parameter Pass in orientation value, other than 1 or 2
parameters
Other LAN EXP-2031 | Device does not support Currently no hardware products supported
Corrept LAN_SUS-0 Dlrecqon willl b Gl s Take effect only on 1st generation devices
operation - restarting

2.12 Wired Network Configuration

Data Request
Method URL
http://Device 1P:8090/setNetInfo
36
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Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter | Description | Type | Required | Default Additional explanation
ass Device Strin Y
P password &
Device is in DHCP mode by default, to obtain IP
address automatically
o Pass in 1: Configure device as DHCP mode,
auto obtain dynamic IP, no need to pass in
other parameters.
isDHCPMod Select DHCP Int Y e Pass in 2: Custom network configuration,
mode .
manually set static IP, all parameters except
for subnetMask must be passed in and cannot
be null
e Device network is smooth, then will auto
refresh IP address every minute
. . . Pass in ip field name in lower case, ip cannot be
ip ip address String NY areater than 255
gateway Gateway String NY
subnetMask | Subnet mask | String N
DNS DNS server | String NY

Example of postman

aEa

aEa

Example of return

{

"code": "LAN SUS-0",

"data": {
"dNS1": "8.8.4.4",
"dNS2": "8.8.8.8",
"gateway": "192.168.24.1",
"ip": "192.168.24.51",
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"d

HCPMod": false,

"subnetMask": "255.255.255.0"

2

"msg": "Fixed IP configured successfully, please restart the device in 5s ",
"result": 1,
"success": true

H
Return specification
Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method does not match with url
LAN _EXP-1004 | Device has been disabled, please Device is being disabled, rejecting this
enable it first before operating Interface
Common LAN_EXP-1005 Device is busy, please try again later Dev1ce is upgrading, setting network or
oITOrS in process of other tasks
LAN EXP-1003 | Password not set for Interface | Device has not set password yet
services, please set password first
LAN_EXP-1001 | Password error, please check its pass value is not the device password
validity
LAN EXP-1002 | pass parameter anomaly Misspelled parameter name, parameter
- missing, incorrect parameter position
LAN_EXP-2032 | isDHCPMod parameter anomaly in request, blank or carriage return in
parameter name, parameter value
Parameter .
anomaly LAN_EXP-2033 | ip parameter anomaly anomaly
When isDHCPMod=2, if not pass in
LAN EXP-2034 | gateway parameter anomaly parameter name of ip, gateway,
subnetMask and DNS, then will report
LAN_EXP-2036 | DNS parameter anomaly an error
LAN_EXP-2037 | lllegal sDHCPMod parameter Pass m ISDHC.P Mod Vglue except 1
- and 2, passed-in value is empty
LAN_EXP-2038 | ip format error er};in iSDHCPMode=2, ip format
Illegal LAN_EXP-2039 | gateway format error When isDHCPMode=2, gateway
parameters - format error
LAN EXP-2040 | subnetMask format error When isDHCPMode=2, subnetMask
- format error
LAN EXP-2041 | dns format error When isDHCPMode=2, dns gateway
- format error
LAN SUS-0 Already set as DHCP mode Already set as DHCP mode
Correct - -
operations | LAN SUS-0 Fixed IP configured successfully, | Fixed IP set successfully, please
P - please restart the device in 5s restart the device in 5s

2.13 Wireless Network Configuration

Data Request
Method URL
http://Device IP:8090/setWifi
38
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Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password | String Y
Example of Json:
e Auto obtain IP
{"ssld":"TP-LINK E2.4G","pwd":"test-
Collection of 1234","isDHCPMod":true}
. wireless o Fixed IP
wifiMsg configuration Json Y {"ssId":"TP-LINK_E2.4G","pwd":"test-
information 1234"."isDHCPMod":false,"ip":"192.16
8.20.66","gateway":"192.168.20.1","dns
":"8.8.8.8","subnetMask":"255.255.255.
O"}

Example of postman

Example of return

{
"code": "LAN_SUS-0",
"msg": "Device is connecting Wi-Fi, if password is wrong, connection may fail",
"result": 1,
"success": true
H
Return specification
Type Code | msg Reason of trigger
LAN EXP-1006 The XX method is not supported. Method does not match with url
Device has been disabled, please Device is being disabled, rejecting

LAN_EXP-1004 enable it first before operating this Interface

Device is upgrading, setting network
or in process of other tasks

Common
errors LAN_EXP-1005 Device is busy, please try again later

Password not set for Interface

LAN_EXP-1003 services, please set password first

Device has not set password yet
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LAN_EXP-1001 EZISiSdVi‘;;rd error, please check its pass value is not the device password
LAN EXP-1002 pass parameter anomaly b lsips iedl a re_tmetgr name,
Parameter parameter missing, incorrect
anomaly | LAN_EXP-2042 wifiMsg parameter anomaly parameter position in request, ol
- or carriage return in parameter name,
LAN EXP-2043 pwd parameter anomaly parameter value anomaly
LAN_EXP-2045 wifiMsg json format error Json f(_)rmat is wrong, or netMsg
- value is empty
LAN EXP-2053 ssld parameter cannot be null Not passed in ssld or content is null
L Password only allows numbers
N ! ’
LAN EXP-2055 Illegal characters contained in pwd! letters and English characters
LAN EXP-2044 isSDHCPMod parameter cannot be | Not pass_ed in isDHCPMode or
- null content is null
Pass in isDHCPMode value except
LAN EXP-2037 Illegal isDHCPMod parameter true and false, content is null
(including 0 or 1)
LAN_EXP-2046 ip parameter cannot be null When 1§DHCPM0de=fglse, not
passed in ip or content is null
Illegal LAN_EXP-2038 ip format error When isDHCPMode=false, ip
parameters format error
LAN_EXP-2047 gateway parameter cannot be null When 1§DHCPM0de=false, ngt
passed in gateway or content is null
LAN EXP-2039 gateway format error }Vhen isDHCPMode=fasle, gateway
ormat error
LAN EXP-2040 subnetMask format error When isDHCPMode=false,
- subnetMask format error
LAN EXP-2048 dns parameter cannot be null When 1§DHCPMOde=fal§e, not
- passed in dns or content is null
LAN EXP-2041 dns format error When isDHCPMode=false, dns
- format error
LAN EXP-2093 W1-.F1 list is empty, please request | Wi-Fi list searched by the device is
- again empty
Device starts to connect to Wi-Fi, if
Correct password is wrong, connection may
operation LAN_SUS-0 fail Set successfully
p Currently, device is on Auto obtain IP
mode

2.14 Device Time Setting

Data Request

Method

URL

http://Device IP:8090/setTime

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request . L
Type type of media String Y application/x-www-form-urlencoded
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Body domain
Parameter Description Type Required | Default Additional explanation
Device .
pass password String Y
After successful configuration, device will
refresh its time (refresh every minute) and
apply the configured time
) If device does not connect the public
Unix . . X .
. s . network, the time will be set and increase in
timestamp millisecond String Y
timestamp accordance . .
If device connects the public network, device
has the time-proofing mechanism, that will
proof every 1 minute, device time will keep
in line with network time.

Example of postman

Example of return

{

"code": "LAN_SUS-0",

"msg": "Set successfully. If device does not connect the public network, then the time will take effect; if
device connects the public network, it will use the network time",

"result": 1,

"success': true

}

Return specification

Type Code | msg Reason of trigger

LAN_EXP-1006 The XX method is not supported. | Method does not match with url

LAN EXP-1004 Device has been disabled, please | Device is being disabled, rejecting this

enable it first before operating Interface
Common . . . . . . .
LAN EXP-1005 Device is busy, please try again Dev1ce is upgrading, setting network or
CITors - later in process of other tasks

Password not set for Interface
services, please set password first
Password error, please check its
validity

LAN EXP-1003 Device has not set password yet

LAN EXP-1001 pass value is not the device password

LAN EXP-1002 pass parameter anomaly
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Misspelled parameter name, parameter
Parameter missing, incorrect parameter position in
anomal LAN EXP-2049 timestamp parameter anomaly request, blank or carriage return in
Y parameter name, parameter value
anomaly
Tlegal . . Illegal charact tained i
cea LAN EXP-2050 timestamp time format error  cgal characters con ained in
parameter - timestamp
Set successfully. If device does not
connect to the public network, then . .
Comect | | \N sUS-0 the time will take effect; if device | 3 fimestamp takes effect, time on LAN
operation - . .~ | will increase in accordance
connects to the public network, it
will use the network time

2.15 Standby Time Setting of Screen Protector

Data Request

Method URL
http://Device IP:8090/device/screenSaverTime

Header domain

Parameter Description Type | Required | Default Additional explanation

Designate the request

Content-Type type of media String Y application/x-www-form-urlencoded
Body domain
Parameter | Description Type Required | Default Additional explanation
Device .
pass password String Y
Set the standby time as 3min by default, unit
in minute.
Enter standby Pass in value between 1-60 for time

. parameter, call the Interface, and exit the
. time of screen o
time Int Y screen protector and back to the recognition
protector . . "
.. Interface (if already is recognition Interface,
(unit: minute) .
then the Interface will not change), carry out
the setting of standby time
Upper limit of time is 60min

Example of postman
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Example of return

{
"code": "LAN_SUS-0",
"data": "screenSaverTime:1",
"msg": "Set successfully, device will enter the screen protector after standby for 1min",
"result": 1,
"success": true
H
Return specification
Type Code | msg Reason of trigger
LAN EXP-1006 The XX method is not supported. | Method does not match with url
LAN EXP-1004 DeV1ce.has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Common | AN EXP-1005 Device is busy, please try again Dev1ce is upgrading, setting network or
errors later in process of other tasks
LAN_ EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN _EXP-1001 Pa;svyord error, please check its pass value is not the device password
- validity
LAN EXP-1002 | pass parameter anomaly Misspelled parameter name, parameter
= missing, incorrect parameter position in
Parameter . .
P— . request, blank or carriage return in
LAN EXP-2051 time parameter anomaly parameter name, parameter value
anomaly
llegal LAN EXP-2052 tme requires Intf:gers between 1<time<60 and time is Integer
parameter - [1,60], in unit of minute
Set successfully, if device is on
LAN_ SUS-0 recognition Interface, it will keep | Passed-in time value is 0
Gl the screen protector
operations Set successfully, device will enter
LAN SUS-0 the screen protector after standby | Pass in time value as X
for Xmin

2.16 Device Restarting

Data Request

Method URL
http://Device IP:8090/restartDevice

Header domain

Parameter Description Type Required Default Additional explanation
Content- | Designate the request String Y application/x-www-form-urlencoded
Type type of media
Body domain
Parameter Description Type | Required | Default Additional explanation
pass p]a)sz\\;l/f)tr: d String Y
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Example of postman

Example of return

{
"code": "LAN_SUS-0",
"msg": "Operated successfully, device will restart soon",
"result": 1,
"success": true
H
Return specification
Type Code | msg Reason of trigger
LAN _EXP-1006 | The XX method is not supported. Method does not match with url
LAN EXP-1004 Dev1ce.has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again Dev1ce is upgrading, setting network or
eITOrS - later in process of other tasks
LAN EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN_EXP-1001 Pa;svyord error, please check its pass value is not the device password
validity
Misspelled parameter name, parameter
Parameter missing, incorrect parameter position in
anomal LAN _EXP-1002 | pass parameter anomaly request, blank or carriage return in
y parameter name, parameter value
anomaly
Corrept LAN SUS-0 Operated successfully, device will passlislcorrect
operation - restart soon

2.17 Device Restarting

Data Request
Method URL
/PUT http://Device IP:8090/device/reset
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
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Body domain
Parameter Description Type Required | Default Additional explanation

pass Device password String Y
Delete all recognition records,
registration photos, on-site photos,
personnel information and features on
the device, clear all database
Pass in true, delete all the information
above, and delete all configured device
attributes

delete Choose to delete | Boolean Y

Pass in false, delete all the information
above, but not delete configured device
attributes: device configuration, device
password, img1, img2, forbidden image,
wired/wireless network configuration,
device time, screen protector time, call-
back address, hide system switch icon,
logs

Example of postman

Example of return

{
"code": "LAN_SUS-0",
"msg": "Operated successfully. Device will clear the database and restore to factory settings",
"result": 1,
"success": true
H
Return specification
Reason of trigger
LAN EXP-1006 The XX method is not supported. Method does not match with url
Device has been disabled, please Device is being disabled, rejecting
LAN_EXP-1004 enable it first before operating this Interface

Device is upgrading, setting

Common | LAN EXP-1005 Device is busy, please try again later network or in process of other tasks

€ITorS

Password not set for Interface services,
please set password first
Password error, please check its pass value is not the device
validity password

45
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Misspelled parameter name,
parameter missing, incorrect

LAN _EXP-1002 pass parameter anomaly

Parameter parameter position in request,
anomaly LAN _EXP-2057 delete parameter anomaly blank or carriage return in
- parameter name, parameter value
anomaly
Ileeal Passed in delete value other than
& LAN EXP-2058 [llegal delete parameter true or false, or not pass in any
parameter content

Operated successfully. Device will

LAN_ SUS-0 clear database and restore to factory | delete: pass in true
Correct settings
operations Operated successfully. Device will
LAN_SUS-0 clear database but retain configured | delete: pass in false
attributes

2.18 Device Disabling/Enabling (Not Supported Hisilicon series)

Attention: Version above GD-V5.1000 will not support this Interface any more, branches based on
new baseline neither.

Data Request

Method URL
http://Device IP:8090/device/disable

Header domain

Parameter Description Type | Required Default Additional explanation
Content- | Designate the request . application/x-www-form-
. String Y
Type type of media urlencoded
Body domain
Parameter Description Type Required | Default Additional explanation
pass Device password String Y
true: disable, false: remove disable
isDisable | Whether to disable Boolean Y Image of forbldfien Interface can be
changed according to the Interface of
changing forbidden image

Example of postman
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Example of return

{
"code": "LAN_SUS-0",
"msg": "Device disabled successfully"”,
"result": 1,
"success": true
}
Return specification
Type Code | msg Reason of trigger
LAN EXP-1006 The XX method is not supported. Method does not match with url
LAN EXP-1005 Device is busy, please try again later Device is up grading, setting
Common network or in process of other tasks

Password not set for Interface services,
please set password first
Password error, please check its | pass value is not the device

errors LAN _EXP-1003 Device has not set password yet

LAN_EXP-1001

validity password
Misspelled parameter name,
LAN EXP-1002 pass parameter anomaly parameter missing, incorrect
Parameter parameter position in request,
anomaly blank or carriage return in
LAN EXP-2059 isDisable parameter anomaly parameter name, parameter value
anomaly
Ilegal LAN_EXP-2060 TMlegal isDisable parameter isDisable: pass in values .other than
parameter true of false, or not pass in content
Other LAN EXP-2204 Device has been disabled Device is disabled repeatedly
LAN_SUS-0 Device disabled successfully 1§D1sable: S 1 (0, Glomies
Correct - disabled
operations LAN_SUS-0 Devie sl gesseily isDisable: pass in false, device is
enabled
2.19 Device Upgrade
Data Request
Method URL
http://Device IP:8090/ device/upgrade
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- | Designate the request String Y application/x-www-form-urlencoded
Type type of media
Body domain
Parameter Description Type | Required | Default Additional explanation
Device .
pass password String Y
Access this url when calling the Interface, if
url can be accessed, then device starts to
download the file; if failed to access the url,
URL of then Interface returns “Failed to access url,
url downloading Strin v device is unable to download”
OTA upgrade &
package Device starts to download, but the file may
not be correct, check specific Interface to
confirm whether the installation is successful
or not
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Example of postman

Example of return

{
"code": "LAN_SUS-0",
"msg": "Device is going to download",
"result": 1,
"success': true
§
Return specification
Type \ Code | msg Reason of trigger
LAN_EXP-1006 | The XX method is not supported. Method does not match with url
LAN EXP-1004 Dev1ce_has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Common LAN EXP-1005 Device is busy, please try again Dev1ce is upgrading, setting network or
errors - later in process of other tasks
LAN EXP-1003 Passyv ord mot set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pas.sv.vord error, please check its pass value is not the device password
validity
Misspelled parameter name, parameter
LAN_EXP-1002 | pass parameter anomaly missing, incorrect parameter position in
Parameter . .
P— request, blank or carriage return in
LAN_EXP-2061 | url parameter anomaly parameter name, parameter value
anomaly
Other LAN EXP-2062 Failed to access url, device is unable | url is incorrect or device failed to access
- to download the url
Corrept LAN_SUS-0 Bisoites i ot o dolond Device accesses the url and is trying to
operation download the file

2.20 Recognition Call-back

Data Request

Method

URL

http://Device IP:8090/setldentifyCallBack

Header domain

SEC.RU
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Parameter Description Type | Required | Default Additional explanation
Designate the request . .
Content-Type type of media String Y application/x-www-form-urlencoded
48

Cka4yaHo c sec.ru




RUSGUARD
V.4.0.22

Body domain
Parameter | Description | Type | Required | Default Additional explanation
Device .
pass password String Y

When the device recognizes person
successfully, it will send following fields to
the address in POST method: deviceKey,
time, ip, personld, path, idcardNum, mode,
passTimeType, permissionTimeType,
aliveType, identifyType, data, type:
face/card _0/1/2, refer to Call-back field
specification

Call-back .

callbackUrl address String Y Pass in null content to clear call-back

addresses, then successful recognition will
not execute the call-back
URL call-back requires regular expression:
String check = "((http|ftp|https)://)(([a-zA-
Z0-9\._-1+H\.[a-zA-Z]{2,6})I([0-9]{1,3}\\.[0-
91{1,3}\\.[0-9]{1,3}\.[0-91{1,3}))(:[0-
91{1,5)*(/[a-zA-Z0-N\&% \\./-~-]*)?"

base64

base64Enable SWltC}.l of Int N 1: Off (by default) 2: On
on-site
photos

Example of postman

Example of return

{
"code": "LAN_SUS-0",
"data": "http://192.168.16.250:8888/1an/identifyCallback",
"msg": "Set successfully ",
"result": 1,
"success": true
}

Field specification of recognition call-back parameter

Call-back example of Face Recognition: {"attendance”: {”attendanceStatus”: “lunch”,
“attendanceld”:1}, “aliveType”:”1”, “appld”:””, "base64”:””, "data”:””, "deviceKey” : "84E0F4208933
01FA”, ”idcardNum”:”113840018D871A29”, “identifyType”:”1”, “ip”:”7192. 168. 74. 155”7, "passTimeType”
2737, "path”:"ftp://192. 168. 74. 155:8010/IdentifyRecords/2019-11-
11/9e12e60e45734ec18603bdccedad7824 20191111155842354 rgb. jpg”, “permissionTimeType”:”3”, “per
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sonld”:”9e12e60e45734ec18603bdccedad7824”, “model”:” 1”7, "recModeType”:”1”, "recType”: 1, "time”:”
1573459122354”, “type”:"face 07}

Parameter Type Description Example
deviceKey String | Device serial number "deviceKey":"84EO0F4200CA602FA"
Millisecond timestamp of
time String | recognition record (subject to device | "time":"1537236693823"
time)
ip String | Current device IP address "ip":"192.168.20.66"
1. Person ID

2. Stranger is STRANGERBABY
3. Face&Card comparison:
Enable Face&Card whitelist,
comparison success is Person ID
personld String | Enable Face&Card whitelist, "personld":"STRANGERBABY"
comparison failure is Person ID
Disable Face&Card whitelist,
comparison success is IDCARD
Disable Face&Card whitelist,
comparison failure is IDCARD

Storage path of on-site photos in the
device; to access this url, device
needs to be on LAN, and client
which sends request should be on
the same LAN segment with the
device

path String "path":"ftp://..."

Corresponding idcardNum of

personld "idcardNum":"5678"

idcardNum String

Recognition mode

0 Face recognition;

1 Face&Card double authentication;

2 Face&Card comparison;

3 Card recognition;

4 Exit button

5 Remote opening

model String | 6 Password opening " model ":"1"

7 Face&Password double
authentication

8 Mask detection

9 QR code opening

10 Card&Temperature Measuring

11 QR code recognition

12 Card&Password recognition

Result of live judgement
1: Judgement succeeded
2: Judgement failed

3: Not judged

aliveType String ”aliveType”:”Z”

50

4 .
\ )) SEC.RU KopoTkuit nyTb K MHdopMaLmm CkayaHo c sec.ru




7 \
\ 7

V.4.0.22

RUSGUARD

identify Type

String

Comparison result

1: Comparison succeeded
2: Comparison failed

3: Not compared

lltype":" 1 "

passTimeType

String

Validity judgement

1: Within the period
2: Out of the period
3: Not judged

"passTimeType":"3"

permissionTimeT
ype

String

Expiry date judgement
1: Within the date

2: Out of the date

3: Not judged

"permissionTimeType":"3"

recModeType

String

Recognition mode judgement
1: Correct permission

2: No permission

3: Not judged

" recModeType ":"1"

attendance

Json

attendanceld: attendance status ID
attendanceStatus: attendance status
description information

{"attendanceStatus": "lunch",
"attendanceld": 1}

SEC.RU
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type

String

Recognition method Type of
personnel

Recognition method:
face/faceAndcard/idcard/card

Type of person:

0: Within period

1: Without period

2: Stranger/Recognition failed

face 0 (Face recognition, this
person is within passtime)

face 1 (Face recognition, and this
person is not within passtime)
face 2 (Face recognition/Mask
detection, recognition failed/Mask
detection failed)

card 0 (Card recognition, this
person is within passtime)

card 1 (Card recognition, this
person is not within passtime)
card 2 (Card recognition,
recognition failed)

faceAndcard 0 (Double
authentication, this person is within
passtime)

faceAndcard 1 (Double
authentication, result of Card
recognition is that this person is not
within passtime)

faceAndcard 2 (Double
authentication, recognition failed)
idcard 0 (Face&Card comparison,
this person is within passtime)
idcard 1 (Face&Card comparison,
this person is not within passtime)
idcard 2 (Face&Card comparison,
recognition failed)

password 0 (Password verification,
this user is within passtime)
password_1 (Password verification,
this user is not within passtime)
password 2 (Password verification,
verification failed)
cardAndpassword 0(Card&Passwo
rd verification, this user is within
passtime)

cardAndpassword 1(Card&Passwo
rd verification, the user is not
within the passtime)
cardAndpassword 2(Card&Passwo
rd verification, verification failed)

base64

String

base64 code of on-site photos

"base64":"base64 coded string"

recType

Int

Recognition method
1: Local recognition
2: Cloud recognition

"recType": 1

temperature

String

Measured temperature value (only
supports mask thermometry devices)
Thermometry mode is off, return
null

Thermometry mode is off, mask
detection failed, return null

“temperature”:’37.1”

SEC.RU
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standard

String

Standard of abnormal temperature
(only supports mask thermometry
devices)

Thermometry mode is off, return
null

Thermometry mode is off, mask
detection failed, return null

“standard”:37.3”

temperatureState

String

Temperature state (supports
thermometry devices only)
1: Normal

2: Abnormal

3: Thermometry is off

“temperatureState

’3,771”

tempUnit

String

Temperature unit (only supports
thermometry devices)

1. degree Celsius

2. Fahrenheit

“tempUnit”: 1

MaskState

String

Status of mask detection (only for
mask thermometry series)

1: With a mask

2: Not wear

3: Not detect

"maskState":"1"

Attention:

a) Call-back address

receives the

recognition data and will

return

{"result":1,"success":true} to the device; if the device analyzes {"result":1,"success":true}, it will
mark “successful call-back™ with field state:1 within recognition record; if the device fails to analyze
the returned results, the recognition record will be saved to the local database, and the field state:0
within recognition record will be marked.
b) Device will read the failed call-back (state:0) recognition records from database in every 10 minutes,
and resend request to call-back address; if request is successful, corresponding call-back state (state:1)
in database will be updated.
c) If the device does not set call-back, then it will mark the field state:1 in recognition records by

default.

d) Content-Type of call-back request is application/json

Return specification

Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method does not match with url.
LAN EXP-1004 DeV1ce.has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again Dev1ce is upgrading, setting network or
- later in process of other tasks
errors Password not set for Interface
LAN _EXP-1003 . Device has not set password yet
services, please set password first
LAN _EXP-1001 Szﬁz\ﬁ;rd error, please check its pass value is not the device password
LAN_EXP-1002 | pass parameter anomaly M.iss.pelle.d (PRI ETIE, parqn.lete.r
= missing, incorrect parameter position in
Parameter . .
1 request, blank or carriage return in
anoma’ly LANiEXP -2063 callbackUrl parameter anomaly parameter name, parameter value
anomaly
Illegal LAN EXP-2099 Please input the callbackUrl address | callbackUrl address does not meet the
parameter - in correct format regular expression
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Correct
operation

2.21 Registration Photo Callback

LAN SUS-0 Set successfully Call-back address set successfully

Data Request
Method URL
http://Device IP:8090/setimgRegCallBack

Header domain

Parameter Description Type Required Default Additional explanation
Content- | Designate the request Stri application/x-www-form-
. tring Y
Type type of media urlencoded
Body domain
Parameter | Description | Type | Required | Default Additional explanation
pass Device String Y
password
When photo registered successfully (including
device-taking photo registration), device will send
POST fields: deviceKey, personld, time.
newlImgPath, imgPath, ip, feature, featureKey to
pre-set call-back address, refer to Call-back field
specification
Call-back . Pass in null content to clear call-back addresses,
url String Y .. .
address then successful recognition will not execute the
call-back
URL call-back requires regular expression: String
check = "((http|ftp|https)://)(([a-zA-Z0-
N\._-\.[a-zA-Z]{2,6})|([0-9]{1,3}\\.[0-
91{1,3\\.[0-9]{1,3}\\.[0-9]{ 1,3 }))(:[0-
9{1,5)*(/[a-zA-Z0-9N\&% \\./-~-]*)?"
base64
basc64Ena SWKC}.I of Int N 1: Off (by default) 2: On
ble on-site
photos

Attention: a) Photo-taking registration is that the device first takes a photo for the user, and then calls the photo
registration Interface to set the taken photo as the registration photo. As the photo registration completed, the taken

photo will be conducted the registration photo call-back.

b) Photo update is to delete the original photo first, and then call the photo registration Interface to register the photo.
As the photo updated, it will be conducted the registration photo call-back.

¢) URL port specification: If using the page as the call-back address, port number should be 8090, if using API as the

call-back address, max. port number is 99999, and router is open to this port.
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Example of postman

Example of return

{
"code": "LAN_SUS-0",

"data": "http://192.168.16.250:8888/lan/imgRegCallback",

"msg": "Set successfully",

"SDKVersion":"general 2.0.10.0", /Version number of the algorithm
"result": 1,

"success": true

}

Field specification of registration photo callback parameters

Attention: a) Callback data stored in both url and body, in Json format
b) Photo registration, phtoto update and feature registration will trigger the photo registration callback. Feature
registration is not the original photo registration, so photos cannot be checked. imgPath, newImgPath and path

parameters are null.

Parameter Type Description
deviceKey String | Exclusive ID code of device
personld String | Person id
time String | Timestamp

Photo path (ftp path is incomplete, old-version parameter), for example:

imgPath | String | ;1 path":"/faceRegister/002_adScl 119bd3c473d838de5d80ce389¢9.jpg"

Photo path (ftp path is incomplete, latest-version parameter), for example:
newlmgPath | String | "newImgPath":"ftp://192.168.1.224:8010/faceRegister/002_ad8c1119bd3c473

d838de5d80ce389¢9.jpg"
path String | Keep same with newlmgPath
faceld String | Photo id
ip String | Device IP address
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feature String | Feature code

Feature secret-key, this field is required to verify the validity when registering

featureKey String via feature code

SDKVersion | String | Feature code in device algorithm version

Return specification
Type Code | msg Reason of trigger

LAN EXP-1006 | The XX method is not supported. Method does not match with url
LAN EXP-1004 DeV1ce.has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again Dewce is upgrading, setting network or
- later in process of other tasks
errors Password not set for Interface
LAN _EXP-1003 . Device has not set password yet
services, please set password first
LAN EXP-1001 Szﬁz\ﬁ;rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Misspelled parameter name, parameter
= missing, incorrect parameter position in
Parameter . .
iy request, blank or carriage return in
LAN_EXP-2061 url parameter al’lomaly parameter name, parameter Value
anomaly
Illegal LAN EXP-2064 Please input the url address in | url addr.ess does not meet regular
parameter - correct format expression
Corregt LAN_SUS-0 Set successfully Call-back address set successfully
operation -
2.22 Heartbeat Call-back
Data Request
Method URL
http://Device 1P:8090/setDeviceHeartBeat
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of Stri application/x-www-form-
; tring Y
Type media urlencoded
Body domain
Parameter | Description | Type | Required Default Additional explanation
ass Device Strin, Y
P password &
Device will POST fields: deviceKey, time, ip,
personCount, faceCount, version, freeDiskSpace,
cpuUsageRate, cpuTemperature and
memoryUsageRate to the Interface every 1
minute, refer to Call-back field specification
url Cﬁgg;csk String Y
Passing in null content can clear call-back
addresses, device heartbeat will not execute call-
back after clearing
URL call-back requires regular expression:
String check = "((http|ftp|https)://)(([a-zA-Z0-
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O\, -]+\.[a-zA-Z] 12,6 )I([0-9]{1,3}\\.[0-
9141,31\.[0-9]¢1,31\.[0-9]{1,3}))(:[0-
9]41,50)*(/[a-zA-Z0-9N\&% \\./~~-]%)?"

Heartbeat Not pass in or pass in null, heartbeat Interval will
Interval be 60s by default
Interval (unit in Int N 60 Suggested range: 1~3600s
second) It is suggested to set over 5s

Example of postman

Example of return

{
"code": "LAN_SUS-0",
"data": "http://192.168.16.250:8888/lan/heartBeatCallback",
"msg": "Set successfully"”,
"result": 1,
"success": true
}
Field specification of device heartbeat call-back parameter
Parameter Type Description Example
deviceKey String | Device serial number "deviceKey":"84EOF4200CA602FA"
time String | Millisecond timestamp of device | ou.n1 53736693823
current time
ip String | Current device IP address "ip":"192.168.20.66"
personCount String | Number of people on the device | "personCount":"2"
faceCount String | Number of photos on the device | "faceCount":"3"
version String | Device serial number "version":"3.6203"
freeDiskSpace String | Free space of Disk, unit: M "freeDiskSpace":"4546.56"
cpuUsageRate String | CPU usage rate, unit: % "cpuUsageRate":"46.206898"
cpuTemperature String | CPU temperature, unit: °C "cpuTemperature":"76.0"
memoryUsageRate | String | Memory usage rate, unit: % "memoryUsageRate":"76.206898"
deviceName String | Device name "deviceName":"Real Intelligent"
SDKVersion String Vers1p n number of device "SDKVersion": "102"
algorithm
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Disable: "isDisable:"true"
Enable: "isDisable":"false"

isDisable String | Disable/Enable state

Return specification

Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method does not match with url
Device has been disabled, please Device is being disabled, rejecting this

LAN_EXP-1004 enable it first before operating Interface

Device is upgrading, setting network or
in process of other tasks

Common | LAN EXP-1005 | Device is busy, please try again later

errors Password mot set for Interf
LAN_EXP-1003 assword hot  set for  IMCTACC | 1y yice has not set password yet
- services, please set password first
LAN_EXP-1001 Szﬁz\ﬁ;rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Misspelled parameter name, parameter
missing, incorrect parameter position
Parameter

in request, blank or carriage return in

anomaly | LAN_EXP-2061 | url parameter anomaly parameter name, parameter value

anomaly
LAN EXP-2064 Please input the url address in correct | url addr.ess does not meet regular
Illegal - format expression
parameter LAN_EXP-2295 | Illeagal Interval parameter E:g:al parameter is not within the
Corrept LAN _SUS-0 Set successfully Call-back address set successfully
operation
2.23 Address Query Call-back
Data Request
Method URL
GET http://Device 1P:8090/device/callback
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of Stri application/x-www-form-
; tring Y
Type media urlencoded
Query domain
Parameter Description Type | Required Default Additional explanation
pass Device password | String Y
Example of postman
oo :
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Example of return

{
"code": "LAN_SUS-0",
"data": {
"heartBeatCallback": "http://192.168.16.250:8888/lan/heartBeatCallback",
"identifyCallback": "http://192.168.16.250:8888/lan/identifyCallback",
"imgRegCallback": "http://192.168.16.250:8888/lan/imgRegCallback",
"eventCallback": "http://192.168.16.250:8888/lan/eventCallback"
"QRCodeCallback": "http://192.168.16.250:8888/lan/QRCodeCallback"
|2
"msg": "Queried successfully"”,
"result": 1,
"success": true
b

Return specification

Attention: When using GET request, parameter is put in url, “#” has special meaning in url, “#” and the strings

behind it are all invalid; so, if passing in “#” for id parameter, an error will be reported.

Type | Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method does not match with url
LAN EXP-1004 Dev1ce_has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again Device is upgrading, setting network or in
- later process of other tasks
errors Password not set for Interface
LAN _EXP-1003 . Device has not set password yet
services, please set password first
LAN EXP-1001 Szlsiil\ﬁglrd error, please check its pass value is not the device password
Misspelled parameter name, parameter
Parameter missing, incorrect parameter position in
anomal LAN _EXP-1002 | pass parameter anomaly request, blank or carriage return in
y parameter name, parameter value
anomaly
Correct .
. LAN_SUS-0 Set successfully Call-back address queried successfully
operation

2.24 Remote Control Output

Data Request
Method URL
http://Device IP:8090/device/openDoorControl

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of Stri application/x-www-form-
; tring Y
Type media urlencoded
Body domain
Parameter | Description | Type | Required | Default Additional explanation
Device .
pass password String | 'Y
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1: Open the door 2: Serial port 3: Wiegand 4:

Interaction Custom text pop-up, custom voice broadcast;
type type of Int N 1 default as 1.
device Not required, if not pass in type, then default as

1: Open the door

type=2: serial port, allow numbers, English, and

English characters only, with the characters

limit of 255.

e Serial port supports outputting Wiegand
signal, device needs external serial port ->
Wiegand signal conversion plate, which is
customized by our company. Passing format
of custom content:

e Wiegand 26: #26WG random numbers #,
Wiegand 34: #34WG# random numbers

type=3: Wiegand, allow numbers only.

e Wiegand 26: #26WG random numbers #,

Wiegand 34: #34WG random numbers#
Output

content String N

content

type=4: Custom pop-up, voice broadcast

e content={"ttsModContent":"Custom voice
" "displayModContent":"Custom text "},
display 800ms in total on LAN devices,

general devices set displayTime as 1s

e Not pass in "ttsModContent", not broadcast

e Not pass in "displayModContent", display
content after the pop-up is empty

e Attention: the range of Wiegand 26 is 1-
65535, effective range is 5-digit; the range
of Wiegand 34 is 1-4294967295, effective
range is 10-digit. If exceeds the range,
output signal will be converted and output
ineffective signal.

Example of postman
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Example of return type=1

{
"code": "LAN_SUS-0",
"msg": "Door opened successfully”,
"result": 1,
"success": true
}
Example of return type=2
{
"code": "LAN_SUS-0",
"msg": "232 serial-port output successfully"”,
"result": 1,
"success": true
}
Example of return type=3
{
"code": "LAN_SUS-0",
"msg": "Wiegand 34 output successfully",
"result": 1,
"success": true
}
Example of return type=4
{
"code": "LAN_SUS-0",
"msg": "Operated successfully, device will pop-up window or voice broadcast according to settings",
"result": 1,
"success": true
}
Return specification
Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method does not match with url
LAN EXP-1004 DeV1ce.has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again Device is upgrading, setting network or in
- later process of other tasks
errors Password not set for Interface
LAN_EXP-1003 . Device has not set password yet
services, please set password first
LAN_EXP-1001 Szlsi?ivt;rd error, please check its pass value is not the device password
Misspelled parameter name, parameter
Parameter missing, incorrect parameter position in
anomal LAN _EXP-1002 | pass parameter anomaly request, blank or carriage return in
Y parameter name, parameter value
anomaly
Passin 1, 2, 3, 4 for type; error may
LAN_EXP-2065 | Illegal type parameter oceur if pass in other values
type=2, content cannot be null.
Ilegal LAN EXP-2066 content allows numbers, letters, type=2, content is null, or pass in special
parameters - and English characterss only, with | characters
the characters limit of 255
i type=3, content cannot be null. type=3, content is null, or format of
LAN_EXP-2067 Format of Wiegand is #26WG passed in Wiegand is incorrect. “Random
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random numbers# or #34WG number” must be numbers, cannot be
random numbers# null
type=4, content cannot be null. type=4, content is null, or json format is
LAN_EXP-2068 | Please input the correct json incorrect. "ttsModContent" and
format according to requirements | "displayModContent" are not required
LAN EXP-2069 Length of ttsModContent exceeds Lquth of ttsModContent exceeds the
- 255-character limit
LAN EXP-2070 Length of displayModContent Leng.th.of displayModContent exceeds
- exceeds 255-character the limit
LAN_EXP-2094 Zfrl:)tfm analysis in json format json format is incorrect
A I LAN EXP-2095 | 232 serial-port output failed Failed to open serial port
o 122:?03]1 LAN EXP-2278 | Wiegand 26 output error Wiegand 26 output error
p LAN EXP-2279 | Wiegand 34 output error Wiegand 34 output error
type=1, door opening signal output
successfully (serial port outputs opening
LAN_SUS-0 Door opened successfully signal in 1st generation devices, relay
outputs digital signal in 2nd generation
devices)
LAN_SUS-0 232 serial-port output successfully (571552 GTUATiE 2 SR ET S el
Correct successfully
operations LAN_SUS-0 Wiegand 26 output successfully 1165 @I O 20 GEE
successfully
LAN_SUS-0 Wiegand 34 output successfully (795 Eh QUBIE VEEiG S5 S e
successfully
Operies -successfully., Couise Tl type=4, voice broadcast and window
LAN_SUS-0 pop-up window or voice broadcast
. . poped-up successfully
according to settings

2.25 System Switch (Not supported in Hisilicon series)

Attention: Version above GD-V5.1000 will not support this Interface any more, nor do branches of new baseline.

Data Request

Method

URL

http://Device IP:8090/device/systemMode

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
Safety
verification .
pass secret key of the String YN
Interface
¢ 1 means online mode (WO), 2 means
Type of system . LAN mode (LAN); if the device is under
systemMode to switch String Y WO mode and is bound, then this
Interface will be unavailable;
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e Ifnot set device password, then pass is not
required for calling this Interface

e Attention: After system switched, all
personnel and photo data stored in device
will be cleared, only device password
(pass), wired/wireless network
configuration and device logs will be
retained

Example of postman

]

e WO LA

Example of return

{
"code": "LAN_SUS-0",
"msg": "Set successfully, system switched successfully after the device restarts",
"result": 1,
"success": true
H
Return specification
Type Code | msg | Reason of trigger
LAN_EXP-1006 | The XX method is not supported. Method does not match with url
Device has been disabled, please Device is being disabled, rejecting
LAN_EXP-1004 enable it first before operating this Interface

Common | 1 AN EXP-1005 | Device is busy, please try again later Device is upgrading, setting network
errors or in process of other tasks

Password not set for Interface services,
please set password first

Password error, please check its
validity

LAN_EXP-1003 Device has not set password yet

LAN EXP-1001 pass value is not the device password

Misspelled parameter name,

LAN_EXP-1002 | pass parameter anomaly NN
parameter missing, incorrect

Parameter o2
— parameter position in request, blank
LAN_EXP-2074 | systemMode parameter anomaly or carriage return in parameter name,
parameter value anomaly
Hlegal LAN _EXP-2075 | Illegal systemMode parameter Passed in value of system Mode other
parameter than 1 or 2, or not pass in content
Set successfully, device mode not | Incoming value of systemMode
LAN SUS-0 :
C - changed matches that of current device
orrect
operations LAN SUS-0 Set successfully, system switched | Incoming value of systemMode not
- successfully after the device restarts matches that of current device
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2.26 Whether to Allow Switching Mode via Interface Only (Not supported in

Hisilicon series)

Attention: Set as “Not allow”, then device web and device local will not display the button of system switch.
Version above GD-V5.1000 will not support this Interface any more, as branches of new baseline neither.

Data Request

Method URL

http://Device IP:8090/device/systemModelcon

Header domain

Parameter Description Type | Required | Default Additional explanation
Content-Type Designate the request String v application/x-www-form-
type of media urlencoded
Body domain
Parameter Description Type | Required | Default | Additional explanation
pass Device password String Y
isShow Whether display system switch icon | String Y true: Display, false: Hide

Example of postman

[4 ]

a

Example of return

{
"code": "LAN_SUS-0",
"msg": "Set successfully, icon is displayed",
"result": 1,
"success": true
j
Return specification
Type Code | msg Reason of trigger
LAN EXP-1006 The XX method is not supported. Method does not match with url
LAN EXP-1004 Device is dlsabled_, please enable it D§V1ce is being disabled, rejecting
Common - first before operating this Interface
e . Device is upgrading, setting
errors LAN_EXP-1005 Device is busy, please try again later network or in process of other tasks
LAN EXP-1003 Password not set for Interface services, Device has not set password yet
please set password first
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LAN EXP-1001 Pas.sv.vord error, please check its pass value is not the device
- validity password
LAN_EXP-2091 isShow parameter anomaly Misspelled parameter name,

parameter missing, incorrect
parameter position in request, blank
anomaly LAN_EXP—] 002 pass parameter anomaly or carriage return in parameter
name, parameter value anomaly
Passed in value of isShow other

Parameter

llegal LAN EXP-2076 Illegal isShow parameter than true or false, or not passed in
parameter content

Correct | LAN SUS-0 Set successfully, icon is displayed Icon set successfully
operations | LAN SUS-0 Set successfully, icon is hidden Icon hidden successfully

2.27 Data Readout

Data Request
Method URL
http://Device IP:8090/device/readSecretKey

Header domain

Parameter Description Type | Required | Default Additional explanation
Designate the request type application/x-www-form-
of media urlencoded

Example of postman

Content-Type String Y

Example of return

{
"code": "LAN_SUS-0",
"data": "123456789",
"msg": "Data read out successfully",
"result": 1,
"success": true
H

Return specification

Attention: Data storage path in Android devices is /sdcard/local.txt; data storage path in Hisilicon devices
is /data/userdata.txt.

Type Code | msg Reason of trigger
LAN EXP-1006 The XX method is not supported. | Method does not match with url
Common | LAN EXP-1004 Dev1ce.has been disabled, please Device is being disabled, rejecting this
CITOLS - enable it first before operating Interface
Device is busy, please try again Device is upgrading, setting network or in
LAN_EXP-1005
- later process of other tasks
Others | LAN EXP-2077 Content is null! File content is null
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File not exists. Attention: file path will be
LAN EXP-2078 Local file not exists generated once the written Interface is
used, and error will not be reported

Correct

: LAN_SUS-0 Data read out successfully Data read out successfully
operation

2.28 Data Write
Data Request

Method URL
http://Device IP:8090/device/writeSecretKey

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate request type of . application/x-www-form-
; String Y
Type media urlencoded
Body domain
Parameter Description | Type | Required | Default Additional explanation

e Write in the data, allow the other part stores
data to designated region of the device,
with max. data of 2M

String Y ¢ Data in this region will not be cleared even
device restarts or resets

e Passing in null parameter content can clear
file content

Data to write

writeSecretKey i

Example of postman

Example of return

{
"code": "LAN_SUS-0",
"msg": "Data written successfully!",
"result": 1,
"success': true
H
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Return specification

Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method does not match with url
Common | LAN EXP-1004 DeV1ce.has been disabled, please Device is being disabled, reject this
errors - enable it first before operating Interface
L . Device is upgrading, setting network or
LAN _EXP-1005 | Device is busy, please try again later in process of other tasks
Misspelled parameter name, parameter
Parameter missing, incorrect parameter position
anomal LAN _EXP-2079 | writeSecretKey parameter anomaly in request, blank or carriage return in
Y parameter name, parameter value
anomaly
Corrept LAN_SUS-0 Data written successfully! DL LU A
operation - successfully

2.29 Card Number Registration Call-back Setting

Data Request
Method URL
http://Device 1P:8090/setCardRegCallBack

Header domain

Parameter Description Type | Required | Default Additional explanation
Designate the request type . application/x-www-form-
Content-Type | ¢ edia String Y urlencoded
Body domain
Parameter | Description | Type | Required | Default Additional explanation
Device .
pass password String Y
When card number registration is successful
(including device enrolls card number), device will
POST field: deviceKey, personld, time, idcardNum
to pre-set call-back Interface, refer to Call-back field
specification
Pass in null content to clear call-back addresses, then
Call-back . . . .
url String Y successful card number registration will not call
address back
URL call-back requires regular expression: String
check = "((http|ftp|https)://)(([a-zA-Z0-9\\. _-]+\\.[a-
zA-Z1{2,6))|([0-9]{ 1,3 }\\.[0-9]{ 1,3 }\\.[0-
91{1,3}\\.[0-9]1{1,3}))(:[0-9]{1,5})*(/[a-zA-Z0-
MN&Y% \\/—~-]*)?"
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Example of postman

Example of return

{
"code": "LAN_SUS-0",
"data": "http://192.168.24.4:8888/xcy/test",
"msg": "Set successfully"”,
"result": 1,
"success': true
¥

Field specification of card number registration call-back parameter
® Requirements: call-back data stored in url and body, data in url is key-value, as data in body is of Json format

Parameter Type Description Example
deviceKey String Device serial number "deviceKey":"84EQ0F4200CA602FA"
Device time of successful photo registration

time String o . "time":"1537236693823"
(millisecond timestamp)
ip String Current device IP address "ip":"192.168.20.66"
personld String Corresp ondmgrg ;irssggégr?f card number "personld":"abcd"
idcardNum String Registered card number "idcardNum":"360080"

Return specification
Type Code | msg Reason of trigger

LAN EXP-1006 The XX method is not supported. Method does not match with url
LAN EXP-1004 DeV1ce.has been disabled, please Device is being disabled, reject this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again Dewce is upgrading, setting network or
- later in process of other tasks
errors Password not set for Interface
LAN EXP-1003 . Device has not set password yet
services, please set password first
LAN EXP-1001 Szlsisd\ﬁ;rd error, please check its pass value is not the device password
LAN EXP-1002 pass parameter anomaly Misspelled parameter name, parameter
missing, incorrect parameter position
Parameter in request, blank or carriage return in
anomaly | LAN EXP-2061 url parameter anomaly quest, £
parameter name, parameter value
anomaly
Correct .
. LAN_SUS-0 Data written successfully! Call-back address set successfully
operation
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2.30 Algorithm Version Number Obtaining

Data Request
Method URL
GET http://Device IP:8090/getSDKVersion
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
Type media String Y urlencoded

Query domain

Parameter Description Type | Required Default Additional explanation

pass Device password String Y

Example of postman

Example of return

{
"code": "LAN_SUS-0",
"data": "102",
"msg": "search successful",
"result": 1,
"success": true,
“timestamp””: 1611640539510
}
Return specification
Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method does not match with url
LAN EXP-1004 Device.has been disabled, please Device is being disabled, rejecting this
- enable it first before operating Interface
Device is busy, please try again Device is upgrading, setting network or
Common | LAN_EXP-1005 later P v in process ofgother ilsks y
errors
LAN EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN_EXP-1001 Pas.sv.vord error, please check its pass value is not the device password
validity
Misspelled parameter name, parameter
Parameter missing, incorrect parameter pos@tion in
- LAN EXP-1002 | pass parameter anomaly request, blank or carriage return in
parameter name, parameter value
anomaly
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Corrgct LAN_SUS-0 Ol srasesilly Vers-lon number of device algorithm
operation queried successfully

2.31 ftp Account Password Setting

Data Request
Method URL
POST http://Device IP:8090/setF TP
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Query domain
Parameter Description Type | Required Additional explanation
pass Device password | String Y
username FTP user name | String Y Username can be null, "username":""
password FTP password | String Y Password can be null, "password":""

Example of postman

A _SUS-B" "mag T

2 Attention: if ftp account password has not been set yet, access directly via ftp path by default
3 After ftp password is set, to access photos stored in device via URL, password is needed, otherwise, access may
fail. Photo query, recognition call-back and register call-back Interface are involved.
Example of return

{
"code": "LAN_SUS-0",
"msg": "Set successfully",
"result": 1,
"success': true
§

Return specification

Type Code | msg Reason of trigger
LAN EXP-1006 The XX method is not supported. | Method does not match with url

Device has been disabled, please | Device is being disabled, rejecting this

LAN EXP-1004

Common enable it first before operating Interface
erTors LAN EXP-1005 Device is busy, please try again Dewce is upgrading, setting network or
- later in process of other tasks

Password not set for Interface
services, please set password first

LAN _EXP-1003 Device has not set password yet
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LAN_EXP-1001 Szlsiiivivt(})/rd error, please check its pass value is not the device password
LAN EXP-1002 pass parameter anomaly Misspelled parameter name, parameter
Parameter | LAN_EXP-2080 | username parameter anomaly missing, mcorrect parameter position in
anomaly request, blank or carriage return in
LAN_EXP-2081 password parameter anomaly parameter name, parameter value
anomaly
LAN EXP-2082 Illegal username parameter username et
Illeeal 16-digit numbers and letters only
ararriters password allows the combination of 1-
p LAN_EXP-2083 Illegal password parameter 16-digit numbers and letters only or
remains empty
Correct
spemiion LAN_SUS-0 Set successfully FTP account password set successfully

2.32 Language Switch

Data Request

Method URL

http://Device IP:8090/device/setLanguage

Header domain

Parameter

Description

Type | Required Additional explanation

Content-Type

Designate the request type of media

String Y application/x-www-form-urlencoded

Body domain

Parameter

Description Type

Required

Additional explanation

pass

Password

String Y

languageType

Type of
language

String Y

Type of language:
“en”: English

Example of postman

F flanguage

POST -

m o 3

KEY WL UE DESCRIFTION

Example of return

{
"code": "LAN_SUS-0",
"msg": "Set successfully"”,
"result": 1,
"success": true
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Attention: When the device is reset, it will restore the default language as Chinese.

Return specification
Type Code | msg Reason of trigger

LAN EXP-1006 The XX method is not supported. Method does not match with url
LAN EXP-1004 Device has been disabled, please enable | Device is being disabled, rejecting
- it first before operating this Interface
Common | LAN EXP-1005 Device is busy, please try again later Deylce is upgrading, setting network
erTors : or in process of other tasks
LAN _EXP-1003 ;1 S;;ZOsre(i E:Sts‘i]tzrgof{lri?terface SEIVICES, | Device has not set password yet
LAN_EXP-1001 Password error, please check its validity pass value is not the device
- password
LAN _EXP-1002 pass parameter anomaly iisgzllied pa rqmetgr name,
B, parameter missing, incorrect
anomal parameter position in request, blank
Y LAN EXP-2188 languageType parameter anomaly or carriage return in parameter
name, parameter value anomaly
Illegal
parameter LAN_EXP-2189 Not supported type of language
Correct LAN-SUS-0 Set successfully Language set successfully
operation | . AN-SUS-0 Language set successfully, device will
restart
2.33 Timezone Setting
Data Request
Method URL

http://Device IP:8090/device/setTimeZone

Header domain

Parameter Description Type | Required Additional explanation
§ . . . application/x-www-form-
Content-Type | Designate request type of media | String Y urlencoded
Body domain
Parameter Description Type | Required Additional explanation
pass Device password | String Y Device password
“Asia/Shanghai” Chinese standard time (by default)
timeZone | Time zone String Y Refer to Appendix 2 for other time zones
Query: via device configuration Interface
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Example of postman

i device st Timelone

=Y VALUE DESCRIFTION
pas
thmaed Az i
Bosdy
Pratty - B

“codeT:

L
“pasult™: 1,
"LUCCREET! LPUS

Example of return

{
"code": "LAN_SUS-0",

"msg": "Set successfully. If device does not connect public network, then this time will take effect; if device
connects public network, then will use public time",

"result": 1,

"success": true

j
Return specification
Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method does not match with url
LAN EXP-1004 Dev1ce_has been disabled, please Device is being disabled, reject this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again De_Vlce is upgrading, setting network
- later or in process of other tasks
errors Password not set for Interface
LAN _EXP-1003 . Device has not set password yet
- services, please set password first
LAN_EXP-1001 szlsiiivi‘;;rd error, please check its pass value is not the device password
LAN_EXP-1002 | pass parameter anomaly Misspelled parqmetgr name,
Parameter parameter missing, incorrect
anomal LAN_EXP-2200 | Illegal timezone parameter parameter position in request, blank
Y - or carriage return in parameter name,
LAN_EXP-2201 | timezone parameter anomaly parameter value anomaly
Corrept LAN-SUS-0 Set successfully Time zone set successfully
operation
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2.34 Device Information Query

Data Request
Method URL
GET http://Device IP:8090/device/information

Header domain

Parameter Description Type Required Additional explanation

Designate the request . o
Content-Type type of media String Y application/x-www-form-urlencoded

Body domain

Parameter Description Type Required Additional explanation

pass Device password String Y Device password

Example of postman

GET * fdevicefinformationTpasss “ Save v

KEY WALLE DESCRIFTION

"pode™: "LAN_SUS-87,

“data™; {
“memorylisogeRate™: “Z1.9Q8%",
“SDVersion®: "v.13.11.4f8ed-1190724 _2%6-20191108-donguin. 3.18.5.08°,
“freeliskipace™: "3.71M°,
“time®; 1STMTETIGITD,
“personount™: 8,
“wersion™: "6.0104%,
“cpullsogeflate™: “2.877608X",
“ip®: "192.168.73.27",
“deviceley™: "HHEBF4IZ5CCRAIFE",
“foceCount™: @,
"longuageType™: “zh (N",
“cpuTemperature”: 76,
“timeZone™: “Asia/Shanghai™

B

“msg":

“result™: 1,

"success”; trug
*

Example of return

{
"code": "LAN_SUS-0",

"data": {
"memoryUsageRate": "21.908%",
"SDKVersion": "v0.13.11.4f8ed-1190724.256-20191108-dongxin.3.18.5.0",
"freeDiskSpace": "3.71M",
"time": 1573478736773,
"personCount": 0,
"version": "6.0104",
"cpuUsageRate": "2.877698%",
"ip": "192.168.73.27",
"deviceKey": "84E0F42025CCO02F8",
"faceCount": 0,
"languageType": "zh CN",
74

4 .
\ )) SEC.RU KopoTkuit nyTb K MHdopMaLmm CkayaHo c sec.ru




RUSGUARD
V.4.0.22

"cpuTemperature": 76,
"timeZone": "Asia/Shanghai"

}s
"msg": "Operated successfully",

"result": 1,
"success": true

}

Return specification

Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method does not match with url
LAN EXP-1004 Device has been disabled, please | Device is being disabled, reject this

enable it first before operating Interface
Common LAN EXP-1005 Device is busy, please try again Device 1s upgradmg, setting
- later network or in process of other tasks

errors
Password not set for Interface

services, please set password first
Password error, please check its pass value is not the device
validity password

Misspelled parameter name,
parameter missing, incorrect

Parameter LAN EXP-1002 | pass parameter anomaly parameter position 1n request,

LAN EXP-1003 Device has not set password yet

LAN_EXP-1001

anomaly blank or carriage return in
parameter name, parameter value
anomaly
Correct . . .
. LAN_EXP-0 Queried successfully Device info queried successfully
operation —
2.35 Device Recognition Mode Query
Data Request
Method URL
GET http://Device IP:8090/device/getldentifyModel
Header domain
Parameter Description Type | Required Additional explanation
Content-Type Demgnqte the request type String Y application/x-www-form-urlencoded
of media
Body domain
Parameter Description Type Required Additional explanation
pass Device password String Y Device password
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Example of postman

Example of return

{
"code": "LAN_SUS-0",

"data": {
"identifyRecordUploadObject": 2,
"recCardFaceTimeout": 5000,
"recCardFaceValue": 50,
"recDisplaylmageMode": 0,
"recDoubleValue": 60,
"recFaceCardValue": 30,
"recModeCardEnable": 2,
"recModeCardFaceEnable": 1,
"recModeCardFaceHardware": 1,
"recModeCardFacelntf": 1,
"recModeCardHardware": 1,
"recModeCardIntf": 1,
"recModeDOBEnable": 1,
"recModeFaceEnable": 2,
"recModeFacePasswordEnable": 2,
"recModeldcardFaceEnable": 1,
"recModeldcardFaceHardware": 1,
"recModeldcardFacelntf": 2,
"recModePasswordEnable": 2,
"recModeQREnable": 1,
"recType": 1
"reglnterval": 2000,
"repeatRegEnable": 1
"recModeQRCodeComparison": 1

b

"msg": "Queried successfully”,
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"result": 1,
"success": true

H
Return specification
Type Code | msg Reason of trigger
LAN _EXP-1006 | The XX method is not supported. Method does not match with url
Device has been disabled, please Device is being disabled, rejecting
LAN_EXP-1004 enable it first before operating this Interface
Common | LAN EXP-1005 Device is busy, please try again Device 1s upgradmg, setting
later network or in process of other tasks

€1rors

Password not set for Interface

LAN_EXP-1003 services, please set password first

Device has not set password yet

Password error, please check its pass value is not the device

LAN_EXP-1001 | _ .. dity password

Misspelled parameter name,
parameter missing, incorrect

Parameter LAN_EXP-1002 | pass parameter anomaly parameter position 1n request,

anomaly blank or carriage return in
parameter name, parameter value
anomaly
Correct . L .
. LAN_SUS-0 Queried successfully Device info queried successfully
operation
2.36 Hardware Interfaces Setting
Data Request
Method URL
http://Device IP:8090/device/ setHardWarelnterface
Header domain
Parameter Description Type | Required Additional explanation
Content-Type Des1gngte the request type String Y application/x-www-form-urlencoded
of media
Body domain
Parameter Description Type Required Additional explanation
pass Device password String Y Device password
Example of Json:
Configuration ‘{‘ . .
. antitamper”: 2,
config collection of Json Y o . .
hardware Interfaces qudlon lumn”: 50
“lightBrightness”: 70
}
Parameter description
Field Meaning & Value
antiTamper Enable tamper switch
P 1. Off 2.0On (by default)
audioVolume Volume 1~100
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| lightBrightness | Brightness of white light 1~100 |

Attention: Volume and brightness can be set as 0 in Baseline 2.0 and above version. (Totally shut down)

Example of postman

Example of return

{
"code": "LAN_SUS-0",
"data": {
"antiTamper": 2,
"audioVolume":50,
"lightBrightness":70
}s
"msg": "Set successfully",
"result": 1,
"success": true
H
Return specification
Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method does not match with url
LAN EXP-1004 Device.has been disabled, please Device is being disabled, reject this
- enable it first before operating Interface
Common | LAN EXP-1005 Device is busy, please try again Device is upgrading, setting
errors later network or in process of other tasks
LAN_EXP-1003 Pass_w ord not st for Interface Device has not set password yet
- services, please set password first
LAN EXP-1001 Pas.sv.vord error, please check its pass value is not the device
- validity password
Misspelled parameter name,
LAN_EXP-1002 | pass parameter anomaly parameter missing, incorrect
Parameter parameter position in request,
anomaly blank or carriage return in
LANiEXP—2007 COl’lﬁg parameter anomaly parameter name, parameter Va]ue
anomaly
LAN SUS-2013 | config parameter cannot be null Passed-in value of config is null
Mlegal Format of Json of config class
parameters | LAN SUS-2008 ertor & Incorrect Json format
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Passed-in value is undefined and
illegal

LAN_SUS-2207 | Illegal antiTamper parameter Json value of config parameter is

Illegal ) . .
Config LAN_SUS-2233 | Illegal audioVolume parameter undgﬁped an.d illegal, 1nclud1ng but
= no limited to: parameter value is

parameters LAN_SUS-2234 | Illegal lightBrightness parameter | beyond the border.

Corrgct LAN SUS-0 St remesRilly data”: {Device configuration
operation - parameters}

LAN_SUS-2009 | Illegal config parameter

2.37 Hardware Interface Setting Query

Data Request

Method URL
http://Device IP:8090/device/ getHardWarelnterface

Header domain

Parameter Description Type | Required Additional explanation
Content-Type Des1gnf1te the request type String Y application/x-www-form-urlencoded
of media
Body domain
Parameter Description Type Required Additional explanation
pass Device password String Y Device password

Example of postman

|
Example of return

{
"code": "LAN_SUS-0",

"data": {
"antiTamper": 2,
"audioVolume":50,
"lightBrightness":70

|2

"msg": "Queried successfully”,

"result": 1,
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"success": true

Return specification

Type Code | msg Reason of trigger
LAN _EXP-1006 | The XX method is not supported. | Method does not match with url
Device has been disabled, please | Device is being disabled, rejecting
LAN_EXP-1004 enable it first before operating this Interface
Common Device is busy, please try again Device is upgrading, setting
errors LAN_EXP-1005 later network or in process of other tasks
LAN_EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pas.sv.vord error, please check its pass value is not the device
- validity password
Misspelled parameter name,
parameter missing, incorrect
Parameter LAN EXP-1002 | pass parameter anomaly parameter po.s1t10n n request,
anomaly blank or carriage return in
parameter name, parameter value
anomaly
Correct . « - .
. LAN_SUS-0 Queried successfully data”: {Configuration parameters}
operation
2.38 Signal Input Setting
Data Request
Method URL
http://Device IP:8090/device/ setSignallnput
Header domain
Parameter Description Type | Required Additional explanation
Content-Type Demgngte the request type String Y application/x-www-form-urlencoded
of media
Body domain
Parameter Description Type Required Additional explanation
pass Device password String Y Device password
Example of Json:
Configuration ,‘:. "
. inputNo":1,
config collection of Json Y - "
isEnable":false,
hardware Interfaces " "
type":1,
"name":"Fire alarm"}
Config parameter description
Field Type Required Meaning & Value
Signal SN
inputNo Int Y 1: Sifnal input 1 (Default type: 2 Door sensor input)
2: Signal input 2 (Default type: 3 Exit button input)
Whether to enable
isEnable Boolean Y true: On
false: Off
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1: Fire alarm input
tvpe Int v 2: Door sensor input
P 3: Exit button input
100: Custom
name String N Available when type is customized, with the limitation of 32-bit

Example of postman

Example of return

{
"code": "LAN SUS-0",
"data": [
{
"isEnable": false,
"name": "Fire alarm",
"type": 1
},
{
"isEnable": false,
"name": "alarm2",
"type": 3
h
],
"msg": "Set successfully",
"result": 1,
"success": true
H
Return specification
Reason of trigger
LAN_EXP-1006 The XX method is not Method does not match with url
- supported.
LAN EXP-1004 Device.has been disabled, please Dt.:vice is being disabled, rejecting
Common - enable 1j[ first before operatlng this ‘Inte'rface . .
erTors LAN EXP-1005 Device is busy, please try again Deylce is upgrading, setting network
- later or in process of other tasks
Password not set for Interface
LAN_EXP-1003 | services, please set password Device has not set password yet
first
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LAN_EXP-1001 Szlsiiivivt(})/rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Misspelled parameter name,
Parameter parameter missing, incorrect
parameter position in request, blank
anomaly LAN EXP-2007 | config parameter anomaly or carriage return in parameter name,
parameter value anomaly
LAN SUS-2013 | config parameter cannot be null | Passed-in value of config is null
Illegal LAN _SUS-2008 | Json format error of config class | Incorrect Json format
parameters ~ -
LAN _SUS-2009 | Illegal config parameter E?:;Zij in value is undefined and
LAN SUS-2208 | inputNo parameter anomaly
LAN SUS-2209 | Illegal inputNo parameter . .
Nlegal LAN SUS-2210 | isEnable parameter anomaly les SZ(};? :;lr?g ﬁnzcria?;lgtélrlei%?cl] Jilci)rrll
Config LAN SUS-2211 | Illegal isEnable parameter vaue for contig p » Including
but not limited to: parameter value is
parameters | LAN SUS-2212 | type parameter anomaly bevond the border
LAN SUS-2213 | Illegal type parameter 4 '
LAN SUS-2214 | Illegal name parameter
o(;ggz(zn LAN SUS-0 Queried successfully “data”: {configuration parameters}

2.39 Signal Input Setting Query

Data Request
Method URL
GET http://Device 1P:8090/device/getSignallnput

Header domain

Parameter Description Type | Required Additional explanation
Content-Type Demgnqte the request type String Y application/x-www-form-urlencoded
of media
Body domain
Parameter Description Type Required Additional explanation
pass Device password String Y Device password
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Example of postman

Example of return

{

"code": "LAN_SUS-0",

"data": [

I,

n

alarm1",

alarm2",

{
"isEnable": false,
Hnameﬂ: n
"type": 1

o

{
"isEnable": false,
"nameﬂ: "
"type": 3

}

"result": 1,
"success": true

}

Return specification

Type

Common
errors

Code
LAN_EXP-1006

msg": "Queried successfully",

msg
The XX method is not supported.

Reason of trigger

Method does not match with url

LAN_EXP-1004

Device has been disabled, please
enable it first before operating

Device is being disabled, rejecting
this Interface

LAN_EXP-1005

Device is busy, please try again
later

Device is upgrading, setting
network or in process of other tasks

LAN_EXP-1003

Password not set for Interface
services, please set password first

Device has not set password yet

LAN_EXP-1001

Password error, please check its
validity

pass value is not the device
password
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Misspelled parameter name,
parameter missing, incorrect
Parameter LAN RG0S | o ppaeeter snwmmsily parameter position in request,
anomaly blank or carriage return in
parameter name, parameter value
anomaly
Corrept LAN_SUS-0 Qrrted) ceserdily data”: {Device configuration
operation parameters}
2.40 Alarm Cancelling
Data Request
Method URL
http://Device IP:8090/device/alarmCancel
Header domain
Parameter Description Type | Required Additional explanation
Content-Type Des1gngte the request type String Y application/x-www-form-urlencoded
of media
Body domain
Parameter Description Type Required Additional explanation
pass Device password String Y Device password

Example of postman

Example of return

{
"code": "LAN_SUS-0",

"msg": "Cancelled",
"result": 1,
"success': true
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Return specification

Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method does not match with url
LAN_EXP-1004 Device has been disabled, please | Device is being disabled, rejecting

enable it first before operating this Interface
Common LAN EXP-1005 Device is busy, please try again Device 1s upgradlng, setting
- later network or in process of other tasks

errors
Password not set for Interface

services, please set password first
Password error, please check its pass value is not the device
validity password

Misspelled parameter name,
parameter missing, incorrect

Parameter TAN DRG0 | pess parmimeier fawmsiy parameter position in request,

LAN _EXP-1003 Device has not set password yet

LAN_EXP-1001

anomaly blank or carriage return in
parameter name, parameter value
anomaly
Corrept LAN SUS-0 Queried successfully The alarm cancelled
operation -
2.41 Temperature Measuring Parameters Setting
Interface Specification:
Attention: Supports Thermometry series only
Data Request
Method URL
http://Device 1P:8090/setTemperatureConfig
Header domain
Parameter Description Type | Required Additional explanation
Content-Type Demgngte the request type String Y application/x-www-form-urlencoded
of media
Body domain
Parameter Description Type | Required Additional explanation
1: On (by default)
isTempeturcO Whether to enable 2: Off
p P | the Thermometry Int Y Measure body temperature first, then
en .
mode recognize faces and compare face&ID, as
Thermometry mode enabled
Whether to )
isVoiceOpen | broadcast abnormal Int Y 1:On (by default)
2: Off
temperature
The device will broadcast
Broadcast content of Abnormal+temperature value” by
. . default.
voiceContext | abnormal String Y »
temperature Custom content, such as “Temperature
P alarm”, to broadcast temperature value,
use {temperature} as the placeholder, for
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example: “Temperature abnormal,
{temperature} degree”

If pass in null content for voiceContext,
deem as broadcast default content
“Abnormal+temperature value”

errorTemperatu
re

Judgement value of
abnormal
temperature

String

Judgement value of abnormal
temperature, default value is 37.3°C
(99.1°F), temperature higher than this
value will be judged as abnormal.
Allow numbers only, accurate to one
decimal place

Range 30~50°C (86~122°F))

isSucVoiceOpe
n

Switch of voice
broadcast for normal
temperature

nt

1: On (by default)
2: Off

sucVoiceConte
xt

Content of voice
broadcast for normal
temperature

String

Content of voice broadcast for normal
temperature, device will broadcast
“Normal+temperature value” by default
Can custom other content, for example:
Normal temperature alarm”. To broadcast
the value, please use {temperature} as the
placeholder, for example: “Normal,
{temperature} degree}

Pass in null content for sucVoiceContext
will broadcast default content as
“Normal”

normalDisplay
Context

Custom display
content of normal
temperature

String

Content of voice broadcast for normal
temperature, device will broadcast
“Normal+temperature value” by default
Can custom other content, for example:
Normal temperature alarm”. To broadcast
the value, please use {temperature} as the
placeholder, for example: “Normal,
{temperature} degree}

Pass in null content for
normalDisplayContext will broadcast
default content as “Normal+temperature
value”

readTemperatu
reType

Type of reading
temperature

String

“27”: MLX232 serial port (by default)

isRecognitionO
pen

Whether to compare

Int

1: Off
2: On (by default)

temperatureMe
asurePlace

Position

Int

1: Forehead (by default)
2: Wrist

temperatureMe
asureMin

Mininum value of
effective
temperature

String

Temperature lower than this value will not
be recorded, remind user to try again
Default value is 34.0°C (93.2°F)

Allow numbers only, accurate to one
decimal place

Range 0~100°C (32~212°F)

temperatureMe
asureMax

Maximum value of
effective
temperature

String

Temperature higher than this value will
not be recorded, remind user to try again
Default value is 43.0°C (109.4°F)

Allow numbers only, accurate to one
decimal place

Range 0~100°C (32~212°F)
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The switch of algorithm compesnsation is
temperatureCo | Switch of low-temp Int N based on the environment temperature;
mpensation mapping 1: On
2: Off (by default)
Mapped temperature will not be lower
. than this value
Minimum value of
lowTempMapS . . Allow numbers only, accurate to one
. low-temp mapping String N .
ourceMin source decimal place
Range (0~100°C (32~212°F))
Default value is 30°C (86°F)
Mapped temperature will not be higher
. than this value
Maxinum value of
lowTempMapS . . Allow numbers only, accurate to one
low-temp mapping String N X
ourceMax source decimal place
Range (0~100°C (32~212°F))
Default value is 34°C (93.2°F)
Mapped temperature will not be lower
- than this value
Minimum value of
lowTempMapT . . Allow numbers only, accurate to one
. low-temp mapping String N X
argetMin tareet decimal place
& Range (0~100°C (32~212°F))
Default value is 36°C (96.8°F)
Mapped temperature will not be higher
Maximum value of than this value
lowTempMapT . . Allow numbers only, accurate to one
low-temp mapping String N .
argetMax tareet decimal place
& Range (0~100°C (32~212°F))
Default value is 36.5°C (97.7°F)
Debug switch of the temp-mapping
function, only for debugging algorithm
. . — compensation. Measured temperature may
temp Mﬁp Swite ISnV:tci}LOf high-temp Int N have deviation with actual temperature as
pping it enabled.
1: On
2: Off (by default)
Temperature lower than this value will not
. Minimum value of be mapped to the high-temp mapping area
highTempMap hieh-temn manpin Strin N Allow numbers only, accurate to one
SourceMin so%l ree P mapping & decimal place
Range (0~100°C (32~212°F))
Default value is 37.3°C (99.1°F)
Temperature higher than this value will
not be mapped to the high-temp mapping
hiehTempMa Maximum value of area
& piiap high-temp mapping String N Allow numbers only, accurate to one
SourceMax -
source decimal place
Range (0~100°C (32~212°F))
Default value is 40°C (104°F)
Mapped temperature will not be lower
Minimum value of than this value
highTempMa . um vaie | . Allow numbers only, accurate to one
h high-temp mapping String N .
pTargetMin tareet decimal place
& Range (0~100°C (32~212°F))
Default value is 36.8°C (98.2°F)
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Mapped temperature will not be higher
Maximum value of than this value
highTempMap hich-temp manbin Strin Allow numbers only, accurate to one
TargetMax targ ot P mapping & decimal place
& Range (0~100°C (32~212°F))
Default value is 37.3°C (99.1°F)
. Configure the unit of output temperature
tempUnit PEt Orfai)u;p ut Int 1: degree Celsius (by default)
emperature 2: Fahrenheit
The contact ratio of face and frame; begin
overlapEnable Swﬁch of overlap String the temp measuring as the contact ratio is
ratio equal to or larger than the preset value
True: on, False: off
overlapValue | Overlap value Int Th.r ?Soh()ld of overlap ratio is 0~100,
unit: %
. Switch of Relay Take effect only when temp is abnormal,
relaySwitchOn | output when
TempFail temperature is Int control whether to output relay
1. On 2. Off (by default)
abnormal
. Switch of Wiegand Take effect only when temp is abnormal,
wgSwitchOnTe | output when | wheth . d
moFail temperature is Int control whether to output Wiegan
P 1. On 2. Off (by default)
abnormal
. . Switch of serial-port Take effect only when temp is abnormal,
serialSwitchOn | output when .
TempFail temperature is Int control whether to output serial output
1. On (by default) 2. Off
abnormal
KT ¢ Fast temperature
quick? emperat | easurement Int 1. On 2. OFF (Default)
ureMode
field
The voice broadcast content of abnormal
temperature is empty by default. The
broadcast content can be customized, such
. Custom display as “abnormal temperature alarm”. If the
abnormalDispl .
avContext content of normal String degree needs to be broadcast, please use
Y temperature {temperature} as the placeholder, such as
“abnormal temperature {temperature}
degrees”.
Example of return
{
"code": "LAN_SUS-0",
"msg": "Set successfully"”,
"result": 1,
"success": true
H
Return specification
Reason of trigger

Method does not match with url
Device is being disabled, rejecting

LAN EXP-1006 | The XX method is not supported.

Device has been disabled, please

Czrr?;rrl;)n LAN_EXP-1004 enable it first before operating this Interface
Device is busy, please try again Device is upgrading, setting network
LAN_EXP-1005 :
- later or in process of other tasks
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LAN_EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN _EXP-1001 SZISiil‘ivt;rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly
LAN EXP-2219 isTemperatureOpen parameter
- anomaly
LAN EXP-2220 isTemperatureOpen parameter
- anomaly
LAN EXP-2221 | isVoiceOpen parameter anomaly
LAN EXP-2222 | Illegal isVoiceOpen parameter
LAN EXP-2223 | voiceContext parameter anomaly
LAN EXP-2224 | lllegal voiceContext parameter
LAN EXP-2225 errorTemperature parameter
- anomaly
LAN EXP-2226 Illegal errorTemperature
- parameter
LAN EXP-2219 isTemperatureOpen parameter
- anomaly
LAN EXP-2229 readTemperatureType parameter
- anomaly
LAN EXP-2230 Illegal readTemperatureType
- parameter
LAN EXP-2231 | Illegal deviceStyle parameter
LAN EXP-2232 | lllegal overlapValue parameter
LAN EXP-2256 Illegal highTempMapSourceMax
- parameter
LAN EXP-2257 | lllegal tempUnit parameter Misspelled parameter name,
Parameter | AN EXP-2258 | Tllegal overlapEnable parameter parameter missing, incorrect
Illegal temperatureErrorPass parameter position in request, blank
anomaly | LAN_EXP-2259 parameter or carriage return in parameter name,
LAN EXP-2260 Illegal temperatureMeasurePlace | parameter value anomaly
- parameter
LAN EXP-2261 Illegal temperatureMeasureMin
- parameter
LAN EXP-2262 Illegal temperatureMeasureMax
- parameter
Min. value of effective
LAN_EXP-2263 | temperature range is larger than
the max. value
LAN EXP-2264 Illegal temperatureCompensation
- parameter
LAN EXP-2265 Illegal LowTempMapSourceMin
- parameter
LAN EXP-2266 Illegal LowTempMapSourceMax
- parameter
LAN EXP-2267 Illegal LowTempMapTargetMin
- parameter
LAN EXP-2268 Illegal LowTempMapTargetMax
- parameter
LAN EXP-2269 | Illegal tempMapSwitch parameter
LAN EXP-2270 Illegal highTempMapSourceMin
- parameter
LAN EXP-2271 Illegal highTempMapTargetMin
- parameter
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LAN_EXP-2272

Illegal highTempMapTargetMax
parameter

LAN_EXP-2273

Min. value of mapping source
cannot be larger or equal to the
max. value

LAN_EXP-2274

Min. value of mapping target
cannot be larger or equal to the
max. value

LAN_EXP-2275

Low-temp mapping source cannot
overlap with High-temp mapping
source

Correct
operation

LAN_SUS-0

Cancelled successfully

Alarm cancelled

2.42 Mask Parameters Setting

Interface Specification:

Attention: Supports Thermometry series only

Data Request

Method

URL

http://Device 1P:8090/setMaskConfig

Header domain

Parameter Description Type | Required | Default Additional explanation
Designate the request type . application/x-www-form-
Content-Type of media String Y urlencoded
Body domain
Parameter Description Type | Required Default Additional explanation
1: On (by default)
2: Off
It is necessary to wear the mask
isMaskOpen Whether to enable Int Y 1 before face recognition, as Mask
Mask mode . :
detection mode is enabled
Mask detection still can be done
as the mode disabled
Whether broadcast )
isVoiceOpen | abnormal mask Int Y 1 1:On (by default)
. 2: Off
detection
Device will broadcast “Please
wear the mask” by default as the
detection is abnrormal.
Broadcast content Strin Cutom content, such as “Mask
voiceContext | of abnormal mask Y alarm”
detection & Pass in null content for
voiceContext, then will broadcast
default content as “Please wear
the mask”
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When enable mandatory mask
detection, if the user does not
wear a mask, temperature will not
be measured. As the function is

isMaskForce cther to do the disabled, the device will remind
mandatory mask Int N 2 .
Open detection the user to wear the mask, and it

will not influence the temperature
measurement.

1: Force to detect

2: Not to force (by default)

Example of return

{
"code": "LAN_SUS-0",

"msg": "Set successfully",
"result": 1,
"success": true

b
Return specification
Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method does not match with url
Device has been disabled, please | Device is being disabled, rejecting
LAN_EXP-1004 enable it first before operating this Interface
Common | LAN EXP-1005 Device is busy, please try again De_Vlce is upgrading, setting network
- later or in process of other tasks
errors Password not set for Interface
LAN EXP-1003 . Device has not set password yet
services, please set password first
LAN_EXP-1001 Szlsiiivi‘;;rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly
LAN EXP-2227 | isMaskOpen parameter anomaly
LAN EXP-2228 | Illegal isMaskOpen parameter
LAN EXP-2221 | isVoiceOpen parameter anomaly | Misspelled parameter name,
LAN EXP-2222 | Illegal isVoiceOpen parameter parameter missing, incorrect
Parameter - o2
anomaly LAN EXP-2223 | voiceContext parameter anomaly paramt.:ter posmoq in request, blank
LAN EXP-2224 | Illegal voiceContext parameter or carriage return in parameter name,
LAN EXP-2254 | isMaskForceOpen parameter parameter value anomaly
anomaly
LAN _EXP-2255 | Illegal isMaskForceOpen
parameter
Corrept LAN SUS-0 Cancelled successfully Alarm cancelled
operation

2.43 Event Call-back
Data Request

Method URL
http://Device IP:8090/eventCallBack
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Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of Stri application/x-www-form-
; tring Y
Type media urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password | String Y

Send POST fields to the address as alarm
occurs, refer to Callback field specification
Pass in null content can clear call-back
addresses, device heartbeat will not execute
Call-back Strin v call-back after it cleared

address & URL call-back requires regular expression:
String check = "((http|ftp|https)://)(([a-zA-Z0-
O\, -1+H\.[a-zA-Z]{2,6})|([0-9]{1,3}\\.[0-
91{1,3}\\.[0-91{1,3}\\.]0-9]1{1,3}))(:[O-
91{1,5H)*(/[a-zA-Z0-N\\&% \\./-~-]%)?"

url

Example of postman

ao

Example of return

{
"code": "LAN_SUS-0",
"data": "http://192.168.124.7:8080/event",
"msg": "Set successfully"”,

"result": 1,
"success": true
}
Field specification of Call-back parameters
Parameter Type Description Example
deviceKey String | Device serial number "deviceKey":"84EOF4200CA602FA"

Millisecond timestamp of device |, time™"1537236693823"

time String current time
ip String | Current device IP address "ip":"192.168.20.66"
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Example of Json:

{
event json | Collection of events "eventType":1,
"signalSource":1
}
event parameters:
Parameter Description Type Specification
1 Fire alarm

2 Door sensor opened
3 Door sensor closed

eventType Type of event Int 4 Tamper alarm

5 Recognition event

100 Custom alarm

When event type is fire alarm, door sensor
signalSource Source of input signal | Int or custom, this parameter will appear

1 Signal input 1
2 Signal input 2

Specific fields of recognition event

Parameter Description Type Specification
personld PersonlD String Recognize ID of corresponding person
idcardNum Card number of the String Card number of the person
person
Recognition result
.. 1. Recognition success

result Recognition result Int 2. Recognition failure
3. No permission

data ID info of the person | String ID card info of the person

{

@ Attention: a) Call-back address will return the recognition event data to the device after
receiving them.

” 7

“ttsModContent”:” Custom voice output 7,

”displayModContent”:” Interface custom display 7,

”isOpenRelay”:1 // Whether the relay opens the door, 1 is open, others are
not open

The device analyzes the corresponding parameters, which are used to customize voice broadcast,

display and whether to open the door by relay.

Return specification

Reason of trigger
Common LAN EXP-1006 | The XX method is not supported. Method does not match with url
LAN _EXP-1004 | Device has been disabled, please Device is being disabled, rejecting this
errors . .
enable it first before operating Interface
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LAN_EXP-1005 _ . Device is upgrading, setting network or
Device is busy, please try again later in process of other tasks
LAN EXP-1003 | Password not set for Interface Device has not set password yet
services, please set password first
LAN _EXP-1001 | Password error, please check its pass value is not the device password
validity
LAN EXP-1002 | pass parameter anomaly Misspelled parameter name, parameter
missing, incorrect parameter position
Parameter in request, blank or carriage return in
anomaly | LAN EXP-2063 | callbackUrl parameter anomaly PETAITSIET A, PEFGor vl
anomaly
Illegal LAN EXP-2099 Please input the callbackUrl address | callbackUrl address does not meet
parameter - in correct format regular expression
Corrept LAN _SUS-0 Set successfully Call-back address set successfully
operation

2.44 QR Code Call-back

Data Request

Method

URL

http://Device 1P:8090/device/setQRCodeCallback

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
; String Y
Type media urlencoded
Query domain
Parameter Description Type | Required Default Additional explanation

pass Device password | String Y
Passing in null content can clear
callback address, then the device
will not do the callback anymore
URL callback should meet the

. regular expression:  String check

url Callback url String Y = "((httplfip|https)://)(([a-zA-Z0-
ON\._-1+H\[a-zA-Z]{2,6})|([0-
91{1,31\\.[0-9]{1,3}\\.[O-
9J{1,3}\.[0-9]{1,3}))(:[0-
9{1,5})*(/[a-zA-Z0-9N\N\&% \\./-
]9y
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Example of postman

Example of return

{
"code": "LAN_SUS-0",
"data": "http://192.168.16.250:8888/lan/QRCodeCallback",
"msg": "Set successfully"”,

"result": 1,
"success": true
b
Description of parameter fields
Parameter Type Description Example
deviceKey String | Device serial number "deviceKey":"84EOF4200CA602FA"
time String Eﬁlgs‘“’cond timestamp of current | .} 537236693823
ip String | Current IP address "ip":"192.168.20.66"
QRdata String | QR code info "QRdata":"123456"

Attention: a) Call-back address will return {“ttsModContent”:”’Custom voice
output”,”displayModContent”:”Custom Interface display”,”’isOpenRelay”:1//Whether open the door
via Relay 1: Open, other: Not open} to the device as it receives data, which can be used for custom
voice broadcast, custom display and Relay opening.

Return specification
Code |

Type |

msg Reason of trigger

LAN_EXP-1006 | The XX method is not supported. | Method does not match with url
LAN EXP-1004 Dev1ce_has been disabled, please Device is being disabled, rejecting this

- enable it first before operating Interface

Common Device is busy, please try again Device is upgrading, setting network or in
errors | LAN_EXP-1005 Y. P & peracing, Seting

- later process of other tasks

LAN_EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
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LAN_EXP-1001 Pas.sv.vord error, please check its pass value is not the device password
validity
Wrong spelling of parameter name,
Parameter LAN_EXP-1002 | pass parameter anomaly parameter missing, incorrect parameter
P— position in request, blank or carriage
LAN EXP-2061 | url parameter anomaly return in parameter name, parameter
value anomaly
Illegal LAN EXP-2064 Please input url address in correct | url addr.ess does not meet regular
parameter - format expression
Correct .
: LAN SUS-0 Set successfully Call-back address queried successfully
operation =

2.45 Screensaver Image Setting

Request data

Method URL
http://Device IP:8090/device/setScreenlmg

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of application/x-www-form-
Type media urlencoded

String Y

Body domain

Parameter Description Type | Required Default Additional explanation

pass Device password | String Y

e Without the header, for
example: data: image/jpg;
base64,

e Pass in -1 means to clear img2
set before, and display no
image by default

e There is no limitation for the
image size, but it will be zipped
to the size of 1:1 at last.
Oversize is not suggested.

¢ Supports JPG, PNG and JPEG

Screensaver . image

image String Y o Current restrictions:

Static image: 1. Size: Smaller

than 2M; 2. Resolution: Under

1920 * 1080.

Dynamic image: 1. Size:

Smaller  than 2M; 2.

Resolution: Follow the system.

Notice: Dynamic image cannot

be stretched, the image

resolution will be displayed as
it is (provided it follows the
specification).

url
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Example of postman

o

Example of return

{
"code": "LAN_SUS-0",

"msg": "Image set successfully",
"result": 1,

"success': true

"timestamp": 1618913373248

}

Return specification

Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN_EXP-1004 | Device is disabled, please enable it
first before operating

Device is disabled, reject this Interface

LAN EXP-1005 Device is upgrading, setting network or

C(e)rr;l;;l;)n Device is busy, please try again later in process of other tasks
LAN_EXP-1003 | Password not set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 | Password error, please check its pass value is not the device password
validity
LAN EXP-2024 | imgBase64 parameter anomaly Illegal imgBase64 parameters.
Parameter | LAN _EXP-2025 | imgBase64 analysis anomaly Parameters are misplaced, with blank
anomaly or carriage return within name or

LAN EXP-2026 | Failed to set, image storage anomaly
parameter value anomaly

Hlegal LAN_EXP-2241 | Image resolution is above 1080p callbackUrl address does not meet

parameter regular expression
Correct
. LAN _SUS-0 Set successfully Screensaver set successfully
operation
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2.46 Printer Configuration Setting

Request data
Method URL
http://Device IP:8090/device/setPrinterConfig

Header domain

Parameter Description Type | Required Additional explanation
Content-Type | Designate the request type of media | String Y application/x-www-form-urlencoded
Body domain
Parameter Description Type | Required Additional explanation
pass Device password | String Y

Example of Json:

{

"contentl": "There's two",

"content2": "And then there's four",

"content3": "And two plus four is six",
"content4": "Then two and two plus four is eight",
"content5": "We're done.",

"content6": "Good Morning",

"printerEnable": 2

}

Collection of
config printing Json Y
information

Parameter Specification

Field Name Meaning and Value
Custom parameters of printing content

Custom line 1 From top to bottom, customize the line 1 text content, not required
Custom line 2 From top to bottom, customize the line 2 text content, not required
Custom line 3 From top to bottom, customize the line 3 text content, not required
Custom line 4 From top to bottom, customize the line 4 text content, not required
Custom line 5 From top to bottom, customize the line 5 text content, not required
Custom line 6 From top to bottom, customize the line 6 text content, not required
. Switch of Printing
printerEnable 1.0ff (by default)  2.0pen
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Example of postman

Example of return

{
“code”: “LAN SUS-07,
“data”: {
“contentl”: “There’s two”,
“content2”: “And then there’s four”
“content3”: “And two plus four is six”,
“content4”: “Then two and two plus four 1is eight”,
“contentb”: “We’re done.”,
“content6”: “Good Morning”
“printerEnable”: 2
1
"msg”: “Set up successfully”
“result”: 1,
“success”: true,
“timestamp”: 1622024844176
1

Return Specification
Type Code | msg Reason of trigger

LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Device is dlsableq, please enable it
- first before operating

Device is disabled, reject this Interface

Common

errors LAN _EXP-1005 | Device is busy, please try again later Device is upgrading, setting network or

in process of other tasks

Password not set for Interface
services, please set password first

LAN_EXP-1003 Device has not set password yet
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LAN_EXP-1001 EZISiSdVi‘;;rd error, please check its pass value is not the device password
LAN_EXP-1002 | pass parameter anomaly Wrong sp elli_ng_ of parameter nhame,
Parameter parameter missing, incorrect
anomal parameter position in request, blank or
Y | LAN_EXP-2007 | config parameter anomaly carriage return in parameter name,
parameter value anomaly
LAN _EXP-2013 | config parameters cannot be null the passed value of config is null
Illegal
parameters | LAN_EXP-2008 | json format error of config class Incorrect json format
LAN_EXP-2009 | Illegal config parameter Illega_l content that not defined is
contained in parameter value
Illegal content that not defined is
Ilegal contained in Json value of config
Config [LAN_EXP-2007 Illegal config parameter parameter, including but not limited
parameter to: parameter value is beyond the
border, and so on.
Corre{ct LAN_SUS-0 St sl data": {Device Configuration
operation Parameter}

2.47 Printer Configuration Obtaining

Request data

Method

URL

http://Device IP:8090/ device/getPrinterConfig

Header domain

Parameter Description Type | Required Additional explanation
Content-Type | Designate the request type of media | String Y application/x-www-form-urlencoded
Body domain
Parameter Description Type | Required | Additional explanation
pass Device password | String Y

SEC.RU
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Example of Postman

Example of Return

{
“code”: ”“LAN SUS-07,
“data”: {
“contentl”: “There’s two”,
“content2”: “And then there’s four”
“content3”: “And two plus four is six”,
“content4”: “Then two and two plus four is eight”,
“contentb”: “We’re done.”,
“content6”: “Good Morning”
“printerEnable”: 2
1
“msg”: “Search successful”,
“result”: 1,
“success”: true,
“timestamp”: 1622024844176
1
Return Specification
Reason of trigger

LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Device is dlsabled_, please enable it
- first before operating

Device is disabled, reject this Interface

Device is upgrading, setting network or

Common | LAN_EXP-1005 | Device is busy, please try again later in process of other tasks

CITorS P d not set for Interf:
LAN_EXP-1003 asswor@ - not. -set - ot MHCHACe | peyice has not set password yet
- services, please set password first
LAN_EXP-1001 EZISiSdVi‘;;rd error, please check its pass value is not the device password
Corre.ct LAN SUS-0 St sl data": {Device Configuration
operation - Parameter}
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2.48 Attendance Status Setting

Method URL
http://Device IP:8090/device/setAttendanceStatus

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Parameter | Description Type | Required Additional explanation
Device .
pass password String Y
e Example of Json:
Collection of [{"id ':' 1, "s't.atnt%s ':' On V‘fgrk +,{"id":2,"status":"Off
config personnel Json v Work"},{"id":3,"status":"Start of
information rest"},{"id":4,"status":"End of
work"},{"id":5,"status":"Work

overtime"},{"id":6,"status":"End overtime"} ]

1 Manual, 2 automatic

method Attendance Int Y (Note: Method parameter must be passed when enable: 2;
mode . .
otherwise not required)
enable Switch Int Y Attendance mode switch, 1 Off, 2 On

Config parameter

Parameter Description Type | Required Additional explanation
id Attendance Int N Attendance status value
status value
Attendance Strin
status status N String description information
description g
For example: "12:00:00, 13:00:00, 18:00:00,
Automatic . 19:00:00", up to 12 time points (6 groups)
. Strin
period attendance N
cycle & Enabled only when the attendance mode is
automatic
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Example of postman

POST

oooaQ

2.49 Attendance Status Obtaining

Data Requ

est

Method URL

http://Device 1P:8090/device/getAttendanceStatus

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description Type | Required | Default | Additional explanation
pass Device password | String Y
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Example of postman

- AN A1 I

2.50 Remote Pop-up Prompt

Data request
Method URL
http://Device IP:8090device/remotePrompt

Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of application/x-www-form-

Type media String Y urlencoded
Body domain
Parameter Description Type | Required | Default | Additional explanation
pass Device password | String Y
Text 1 Text 1 String N
Text 2 Text 2 String N
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Example of postman

PO

BEoQ

III. Human Resource Management Interface

3.1 Personnel registration

Request data

Method

URL

http://Device 1P:8090/person/create

Header domain

Parameter

Description

Type

Required

Default

Additional explanation

Content-
Type

Designate the request type of
media

String

Y

application/x-www-form-
urlencoded

Body domain

Parameter

Description

Type

Required

Default

Additional explanation

pass

Device password

String

Y

person

Collection of personnel
information

Json

e Example of Json:
{
”id”:7001”,
“name”:”1117,
”idcardNum”:””,
”iDNumber”:””,
”facePermission”:2,

”idCardPermission”:1,

”faceAndCardPermission”:

”iDPermission”:1,

v o

tag ",

” P

phone”: """,
“password”:”123456”,
” .
passwordPermission” : 1,
“role”:0,

“type”:1,

” o
qrCodePermit”:1,

i

”qrCode”:

}

SEC.RU
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Person parameter

Parameter Description Type | Required | Default Additional explanation
Can pass in null content. Content allows
numbers and English letters only, case
i sensitive, with the length limitation of 255
Person Id String N characters, if personld is not pass in or is
empty, then system will generate the 32-
bit personld
name parameter is required and content
name Name String Y cannot be null. With no length and
content limitation.
Can be null when register, with no length
and content limitation. If card number is
idcardNum ) filled in when register, can recognize the
Card number String N corresponding card directly, screen will
display the name of person.
{DNumber ID number String N Can be null vyhc?n r.egister, with no length
and content limitation.
facePermiss | Face recognition | N 2 | 1: Off 2: On (by default)
ion permission
idCardPerm | Card recognition | N 2 | 1: Off 2: On (by default)
ission permission
faceAndCar | - Face&Card-in- | | N 2 | 1: Off 2: On (by default)
dPermission | one permission
iDPermissio Face&Card 1: Off 2 On (by default)
n comparison Int N 2 Note: Hisilicon device does not support
permission this field configuration
Remarks (users Can be null when register, with the length
tag String N limitation of 255 characters, no limit for
can custom)
content.
Phone number Can be null when register, with the length
phone (users can String N limitation of 255 characters, no limit for
custom) content.
6-bit, allows numbers only, symmetric
password User password String N password is not allowed, for example
(123321)
passwordPe Permission of . .
o Int N 1 1: Off (by default) 2: On
rmission user password
0: Regular employee (by default)
role Person properties Int N 1: Administrators
Switch of QR code permission
qrCodePer QR code 1 Off
mit comparison Int N 2:On .
3: Enable Face recognition + QR code
comparison
qrCode QR code content | String N Content contained in QR code
wordperm | Cordpassword ||
ssion permission 1: Off, 2: On, 1 (by default)
0: temporary personnel
type E:trrsigﬁgesl Int N 1: Regular personnel (default)
2: Blacklist (not supported temporarily)
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Example of postman

Example of return

Attention: Name and card number registered successfully, means write in personnel information into
the device database. If use device reads card number to register, device reads card number first, then writes

it into database, which is the same as directly fill in card number when register the person.

"code": "LAN_SUS-0",

"data": {
"createTime": 1569502161133,
"faceAndCardPermission": 2,
"facePermission": 2,
"iDNumber": "210726199510296924",
"iDPermission": 1,
"id": "lec791add2a84cdead0ad3cacOfb3cl2",
"idCardPermission": 2,
"idcardNum": "0541795575",
"name": "Jack",
"password": "432564",
"passwordPermission": 2,
"phone": "",
"cardAndPasswordPermission": 1,
"tag": ""

o

"msg": "Person info added successfully",

"result": 1,

"success": true

"timestamp": 1611805012843

}

Return specification

Reason of trigger

LAN EXP-1006 | The XX method is not supported. Method not matches with url
Common Device is disabled, please enable it
errors LAN_EXP-1004 - P Device is disabled, reject this Interface
- first before operating
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L . Device is upgrading, setting network or
LAN_EXP-1005 | Device is busy, please try again later in process of other tasks
LAN_EXP-1003 Passyv ord mot set for Interface Device has not set password yet
- services, please set password first
LAN_EXP-1001 5:%2‘;‘;?(1 error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
Parameter parameter missing, incorrect
anomal parameter position in request, blank or
Y | LAN_EXP-3001 | person parameter anomaly carriage return in parameter name,
parameter value anomaly
LAN EXP-3002 | Format of json of config class error Incorrectj'son format, or passing value
- of config is null
Person ID (id) allows numbers 0~9 Illegal characters contained in
LAN_EXP-3003 | and English letters only, with the ersgonI q
llecal limitation of 255 P
arafngeiers LAN EXP-3004 | name parameter cannot be null Not pass in name or content is null
P Person ID already exists, please call This id already exists in personnel
LAN_EXP-3005 | the Interface of deleting or updating libra Y P
personnel Y
LAN _EXP-3006 glzt;l;a:gnanomaly, failed to register Unknown anomaly in database
facePermission: allow passing in 1
LAN EXP-3011 Illegal facePermission parameter and 2, remain the preview value if not
pass in
idCardPermission: allow passing in 1
LAN EXP-3012 Illegal idCardPermission parameter and 2, remain the preview value if not
pass in
. faceAndCardPermission: allow
LAN_EXP-3013 H;ifi}e ter faceAndCardPermission passing in 1 and 2, remain the preview
p value if not pass in
Others
iDPermission: allow passing in 1 and
LAN EXP-3014 Illegal iDPermission parameter 2, remain the preview value if not pass
in
Length of password is 6-bit, allows
LAN_EXP-3041 Illegal password parameter numbers onlu, systemetric password
is not allowed, such as (123321)
Illegal passwordPermission Allows 1 and 2 fqr ) .
LAN EXP-3042 arameter passwordPermission; not pass in,
p retain the previous value
Corrept LAN_SUS-0 BT ikt sresesgtily Person info written into database
operation successfully

3.2 Personnel Deletion (in Batch)

Request data
Method URL
http://Device IP:8090/person/delete
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Body domain

Parameter | Description Type | Required | Default Additional explanation
Device
password

pass String | Y

If delete multiple personnel, joins their id with
English comma
Pass in -1 to delete all personnel
e Following data will be deleted, will not
store in local:
ID and information of this person
Corresponding recognition records and on-site
captured photos of this person
Corresponding registration photos of this person
e Person ID (id) allows numbers -1, 0~9 and
English letters only, with the limitation of
255

id Person ID String | Y

Example of postman

Example 1 of return: pass in -1 for personld

{
"code": "LAN_SUS-0",
"msg": "Database is cleared, related image files have been deleted",
"result": 1,
"success": true
}
Example 2 of return: pass in multiple people for personld
{

"code": "LAN_SUS-0",
"data": {
"effective": "b59¢c8e7¢113946929597a698ae19ac4a",
"invalid": "111"
}s
"msg": "Content in “effective” means valid ID is deleted; content in “invalid” means ineffective or non-
existent ID",
"result": 1,
"success": true

109

4 .
\ )) SEC.RU KopoTkuit nyTb K MHdopMaLmm CkayaHo c sec.ru




7 \
\ 7

V.4.0.22

RUSGUARD

Example 3 of return: pass in single person for personld

{

"code": "LAN_SUS-0",

"data": {

"effective: "64342729",

"invalid": ""

2

"msg": " Content in “effective” means valid ID is deleted; content in “invalid” means ineffective or non-

existent ID”,
"result":
""success

}

1,

": true

Return specification

Type Code msg Reason of trigger
LAN EXP-1006 The XX method is not supported. Method not matches with url
LAN EXP-1004 Device is dlsabled_, please enable it Device is disabled, reject this
- first before operating Interface
e . Device is upgrading, setting
Czrr?;rrl;)n LAN_EXP-1005 Device is busy, please try again later netwark or in process of other tasks
LAN_EXP-1003 Password not set for Interface services, Device has not set password yet
please set password first
LAN EXP-1001 Pas_sv_vord error, please check its pass value is not the device
- validity password
LAN_EXP-1002 pass parameter anomaly Wrong spelling of parameter name,
parameter missing, incorrect
Parameter parameter position in request,
anomaly LAN EXP-3007 id parameter anomaly blank or carriage return in
parameter name, parameter value
anomaly
LAN_EXP-3008 id parameter cannot be null Not pass in id or content is null
agzl%;lers Person ID (id) allows numbers -1, 0~9
P LAN EXP-3003 and English letters only, with the Illegal characters contained in id
length limitation of 255
Person ID not exists, please call the
LAN_EXP-3009 Interface of personnel registration This id is not in personnel library
Others first
LAN EXP-3010 Database anomaly, failed to delete the Database unknown anomaly
- person
Database is cleared, related image id=-1, all personnel deleted
(N0 files have been deleted successfully
Correct
operations Content in “effective” means valid ID
LAN_SUS-0 is deleted; content in “invalid” means Operation results of all incoming id
ineffective or non-existent ID
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LAN_SUS-0 Deleted successfully Delete designated id successfully

3.3 Personnel Update

Request data
Method URL
POST http://Device IP:8090/person/update
Header domain
Parameter Description Type Required | Default Additional explanation
Content- Designate the request . application/x-www-form-
. String Y
Type type of media urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password String Y
{
"id":"ool",
"name":""’
"idcardNum":"",
"iDNumber":"",

"facePermission":2,
"idCardPermission":2,
"faceAndCardPermission":2,
"iDPermission":2,
”tag" : ""’

"phone" : ""’
"password":"",
"passwordPermission":2,
"role":0,

"type": 1 ,
"qrCodePermit":1,

"qrCode":

person Collection of personnel information | Json Y

Person parameters

Parameter Description Type | Required | Default Additional explanation

id Person Id String Y id Of. target person is
required.

name parameter is required

and content cannot be null.

With no length and content

limitation.

If pass in null, then update

idcardNum Card number String N is null, if not pass in, use the

previous value.

If pass in null or not pass in,

use the previous value.

Int N 2 1: Off 2: On (by default)

name Name String Y

iDNumber ID number String N

Face recognition
permission

facePermission
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idCardPermission Card recoen ition Int 1: Off 2: On (by default)
permission
faceAndCardPermission Face&Ca.rd-.m- Int 1: Off 2: On (by default)
one permission
Face&Card
iDPermission comparison Int 1: Off 2: On (by default)
permission
If pass in null, then update
is null, if not pass in, use the
ta Remarks (users Strin previous value, with the
& can custom) & length limitation of 255
characters, no limit for
content.
If pass in null, then update
Phone number is null, if not pass in, use the
previous value, with the
(users can . s
phone String length limitation of 255
custom) e
characters, no limit for
content.
6-bit, allows numbers only,
User password . symmetric password is not
password String allowed, such as (123321)
Permission of . .
passwordPermission user password Int 1 Off 2: On (by default)
0: Regular employee (by
role Personnel Int default)
category 1: Administrators
0: temporary personnel
Personnel 1: Regular personnel
type attributes Int (default)
2: Blacklist (not supported
temporarily)
Switch of QR code
permission
gqrCodePermit QR co‘de Int 1 Off
comparison 2: On
3: Enable Face recognition
+ QR code comparison
qrCode QR code content | String CC(;)(;gent contained in QR
cardAndPasswordPermission Card&pg sgword Int 1: Off, 2: On, 1 (by default)
permission

KopoTkui nyTb k MHbopmaLum
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Example of postman

Example of return

{
"code": "LAN_SUS-0",
"data": {
"createTime": 1569502161133,
"faceAndCardPermission": 2,
"facePermission": 2,
"iDNumber": "210726199510296924",
"iDPermission": 1,
"id": "lec791add2a84cdead40ad3cac0fb3c12",
"idCardPermission": 2,
"idcardNum": "0541795575",
"name": "Jack",
"phone": "13112345678",
"password": "432564",
"passwordPermission":2
"cardAndPasswordPermission": 1,
"tag": "Remarks"

"msg": "Person information updated successfully",
"result": 1,
"success": true
"timestamp":1611805202436
}

Return specification

Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method not matches with url

Device is disabled, please enable

LAN_EXP-1004 it first before operating

Device is disabled, reject this Interface

Common

errors LAN EXP-1005 Device is busy, please try again Device is upgrading, setting network or in
- later process of other tasks

Password not set for Interface

LAN_EXP-1003 services, please set password first

Device has not set password yet
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LAN _EXP-1001 Pa;svyord error, please check its pass value is not the device password
validity
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
Parameter parameter missing, incorrect parameter
anomal position in request, blank or carriage
y LAN EXP-3001 | person parameter anomaly return in parameter name, parameter
value anomaly
LAN EXP-3002 Format of json of config class Incorre_ct json format, or passing value of
- error config is null
Person ID (id) allows numbers
LAN EXP-3003 | 0~9 and English letters only, Illegal characters contained in id
with the limitation of 255
Tllegal LAN_EXP-3008 | id parameter cannot be null Not pass in id or content is null
parameters LAN _EXP-3004 | name parameter cannot be null Not pass in name or content is null
Person ID not exists, please call
LAN _EXP-3009 | the Interface of personnel This id is not in personnel library
registration first
LAN_EXP-3006 Dat_abase anomaly, failed to Database unknown anomaly
register the person
o facePermission: allow passing in 1 and
LAN _EXP-3011 | Illegal facePermission parameter . . . .
2, remain the preview value if not pass in
. . idCardPermission: allow passing in 1
LAN EXP-3012 lllegal idCardPermission and 2, remain the preview value if not
parameter .
pass in
o faceAndCardPermission: allow passing
LAN EXP-3013 llegal faceAndCardPermission in 1 and 2, remain the preview value if
parameter )
Others not pass in
LAN EXP-3014 | Illegal iDPermission parameter 1Dqu1ss10n: a.llow passing im ! and. 2,
remain the preview value if not pass in
Length of password is 6-bit, allows
LAN EXP-3041 | Illegal password parameter numbers onlu, systemetric password is
not allowed, such as (123321)
LAN EXP-3042 Illegal passwordPermission Allows 1. and 2 _for passwo_rdPerrnlsswn;
- parameter not pass in, retain the previous value
Correct Person information updated Person information written into database
. LAN_SUS-0
operation - successfully successfully

3.4 Personnel Query

Request data
Method URL
GET http://Device 1P:8090/person/find
114
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Query domain

Parameter Description Type Required | Default Additional explanation
pass Device password String Y

e Query person information of

id Person ID String Y demgna?ed id -

e Id pass in -1 means not limit to query
one personnel id

Example of postman

Explanation for different conditions

Attention: when use postman, parameter of GET request is put in url, tap “Params” to add parameters.
o Condition 1: pass in id of designated person for personld.

Example of return

{
"code": "LAN_SUS-0",
"data": [
{

"createTime": 1611805012811,
"faceAndCardPermission": 2,
"faceAndPasswordPermission":1,
"facePermission": 2,
"iDNumber": "330821199602132033",
"id": "2ff9a24dbfe44c26803a4704fd04722¢",
"idCardPermission": 2,
"idcardNum": "0541795575",
"name": "Update 0017,
"password": "",
"passwordPermission":1
"phone": "13112345678",
"qrCode": ""
"role": 0
"qrCodePermit": 1,
"tag": "456"

3],

n.n

"msg": "search successful",
115
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"result": 1,
"success": true
"timestamp": 1611805293258

}

e Condition 2: pass in -1 for personld

Example of return

{

"data": [{
"createTime": 1597197135960,
"faceAndCardPermission": 2,
"faceAndPasswordPermission": 1,
"facePermission": 2,
"iDNumber": "1",
"id": "1",
"idCardPermission": 2,
"idcardNum": "1",
"name": "1",
"password": """,
"passwordPermission": 1,
"phone": "",
"qrcode": ""’
"qrCodePermit": 1,
"role": 0,
"tag": ""

o i
"createTime": 1597212399670,
"faceAndCardPermission": 2,
"faceAndPasswordPermission": 1,
"facePermission": 2,
"iDNumber": "2",
"id": "2"’
"idCardPermission": 2,
"idcardNum": "2",
"name": "2”’
"password": "",
"passwordPermission": 1,
"phone": "",
"qrcode": ""’
"qrCodePermit": 1,
"role": 0,
"tag”: nn

1]

o

"msg":"Queried successfully,
"result": 1,//Interface called
"success": true//Return queried person info successfully

}

Return specification

Attention: when use GET and DELETE request, parameters are put in url, “#” has special meaning in url,
“#”and the characters behind it are all invalid; if pass in “#” for personld parameter content, error will be
reported
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Type Code msg | Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Device is dlsableq, please enable it Device is disabled, reject this
- first before operating Interface
Common | LAN EXP-1005 | Device is busy, please try again later Deylce is upgrading, setting network
erTOrS . or in process of other tasks
LAN EXP-1003 Password not set for Interface services, Device has not set password yet
please set password first
LAN EXP-1001 EZISiSdVi‘;;rd error, please check its pass value is not the device password
Wrong spelling of parameter name,
LAN_EXP-1002 | pass parameter anomaly parameter missing, incorrect
Parameter L2
P— parameter position in request, blank
LAN_EXP-3007 | id parameter anomaly or carriage return In parameter name,
- parameter value anomaly
LAN_EXP-3008 | id parameter cannot be null Incoming id content is null
Illegal X
parameters Person id allows numbers -1, 0~9 and
LAN_EXP-3003 | English letters only, with the length Illegal characters contained in id
limitation of 255
LAN EXP-3009 LGOI LID) s LR plea§e cal.l i This id is not in personnel library
Others Interface of personnel registration first
Too many personnel, please query in Number or queried personnel
LAN_ EXP-3040 )
page exceeds 10000 pieces
. . No recognition records meet the
C orrect LAN_SUS-0 Number of personnel in database is 0 s el
operation LAN_SUS-0 Queried successfully This id has 0 registration photos

3.5 Personnel Query in Page

Request data
Method URL
GET http://Device IP:8090/person/findByPage
Query domain
Parameter Description Type | Required | Default Additional explanation
ass Device Strin Y
P password &
¢ Query person information of designated id
personld Person ID String Y e id pass in -1 means not limited to query one
personnel id
e Pass in value of length requires positive
Max. number in Integers between (0,1000]
length each page Int N 1000 e If not pass in length, default value is 1000,
return the recently-added 1000 people
Page starts from 0. Pass in value of index must
index Page Int N 0 be smaller than total pages, for example: if total
page is 1, index can be 0 only
117
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Example of postman

Example 1 of return: pass in -1 for personld

{
"code": "LAN_SUS-0",

"data": {
"pagelnfo": {
"index": 0,
"length": 13,
"size": 1,//Total number of pages
"total": 2//Total pieces of records

}

n

ersonInfos": [{
"createTime": 1597197135960,
"faceAndCardPermission": 2,
"faceAndPasswordPermission": 1,
"facePermission": 2,
"iDNumber": "1",
"id": "1"’
"idCardPermission": 2,
"idcardNum": "1",
"name": "1",
"password": "",
"passwordPermission": 1,
"phone": "",
"role": 0,
"tag": ""

3 {

"createTime": 1597212399670,
"faceAndCardPermission": 2,
"faceAndPasswordPermission": 1,
"facePermission": 2,
"iDNumber": "2",
"id": "2",
"idCardPermission": 2,
"idcardNum": "2",
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"name". "2"

. b
"password": """,
"passwordPermission": 1,
" n, mm
phone':
"qrcode". "’"

. b

"qrCodePermit": 1,
"role": 0,

"tag":

]
}s
"msg": "Queried successfully",
"result": 1,
"success": true

H
Example 2 of return: pass in single person for personld

{
"code": "LAN_SUS-0",
"data": [
{
"createTime": 1597197135960,
"faceAndCardPermission": 2,
"faceAndPasswordPermission": 1,
"facePermission": 2,
"iDNumber": "1",
"id": "1"’
"idCardPermission": 2,
"idcardNum": "1",
"name": "1”’
"password": "",
"passwordPermission": 1,
"phone": ""’
"qrcode": ""’
"qrCodePermit": 1,
"role": 0,
"tag”: nn
}

]’

"msg": "Queried successfully",

"result": 1,

"success": true

}

Return specification

Attention: when use GET request, parameters are put in url, “#” has special meaning in url, “#”and characters
behind are all invalid; if pass in “#” for personld parameter content, error will be reported

Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
Common
errors LAN EXP-1004 Device is dlsableq, please enable it | Device is disabled, reject this
= first before operating Interface
119
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Device is busy, please try again Device is upgrading, setting network
later or in process of other tasks

LAN_EXP-1005

Password not set for Interface

LAN_EXP-1003 services, please set password first

Device has not set password yet

Password error, please check its

LAN _EXP-1001 validity pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
parameter missing, incorrect
Parameter o2
anomaly parameter position in request, blank
LAN EXP-3015 | personld parameter anomaly or carriage return in parameter name,
parameter value anomaly
LAN _EXP-3016 | personld parameter cannot be null Pass in content of personld is null
Person ID (personld) allows
numbers -1, 0~9 and English Illegal characters contained in
LAN_EXP-3017 letters only, with the length personld
limitation of 255
Parameter
anomaly length of display quantities in each

LAN EXP-3018 | page is required as the positive 0<<Iength<1000 and length is Integer
Integers among (0, 1000)

Page index is the Integer starts
LAN EXP-3019 | from 0 and must be smaller than
the total page. Total pages: X

Total page is 1 at least, then first page
is 0; index=0, it is the first page

Person ID not exists, please call

Other LAN _EXP-3009 | the Interface of personnel This personld is not in personnel

registration first library
LAN SUS-0 Number of personnel in database No recognition records meet the
Correct = is0 query condition
operations
LAN_SUS-0 Queried successfully Query operation is successful
3.6 Card Number Registratiom
Request data
Method URL
POST http://Device IP:8090/face/icCardRegist
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter | Description Type Required | Default Additional explanation
Device .
pass password String Y
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e Register card number for designated person
D
e Person ID must exist; if ID not exists, then
personld | Person ID String Y cannot enter Card number registration mode

e After successful registration, can call the
query Interface of personnel information to
query the card number

Example of Postman

Example of return

{

"code": "LAN_SUS-0",
"msg": "Enabling IC card registration mode, enrolled card number can be queried according to personld after

successful registration. Please complete the registration with guidance",
"result": 1,

"success": true

}

Return specification

Type Code msg Reason of trigger
LAN_EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Device is dlsableq, please enable it Device is disabled, reject this Interface
first before operating
Common |LAN EXP-1005 Device is busy, please try again Dev1ce is upgrading, setting network or
- later in process of other tasks
errors
LAN_EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pa;svyord error, please check its pass value is not the device password
- validity
LAN_EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
parameter missing, incorrect parameter
Parameter o .
anomaly position in request, blank or carriage
LAN EXP-3015 | personld parameter anomaly return in parameter name, parameter
value anomaly
LAN EXP-3016 | personld parameter cannot be null | Pass in content of personld is null
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Person ID (personld) allows
numbers 0~9 and English letters
only, with the length limitation of
255

Illegal

LAN_EXP-4005
parameters -

Illegal characters contained in personld

Person ID not exists, please call

Other LAN EXP-3009 | the Interface of personnel This personld is not in personnel

registration first library
Enabling IC card registration
mode, enrolled card number can
Correct be queried according to personld Device starts execute the command of
: LAN_SUS-0 = .
operation - after successful registration. enrolling card number
Please complete the registration
with guidance
3.7 Passtime Permission Setting
Request data
Method URL
POST http://Device IP:8090/person/createPasstime
Header domain
Parameter Description Type Required | Default Additional explanation
Designate the request . application/x-www-form-
Content-Type type %)f media String Y urlencoded
Body domain
Parameter | Description Type Required | Default Additional explanation
pass Device String Y
password
« Example of Json:
{"personld":"9eecc839cd7941c5a4d316
5202dd3¢32","passtime":"09:00:00,10:0
0:00,17:00:00,17:30:00,18:30:00,20:25:
00"}
Allowed o Range i§ [00:00:00,23:59:59], subject to
: device time
passtime passtime of String Y Format of time period (startTime,
some person . . .
everyday endTime, separated with English
comma): 09:00:00, 11:00:00, 13:00:00,
15:00:00, 17:00:00, 19:00:00
« At most 6 pastime segments can be set,
if only 1 segment is set, then do not pass
in the latter segments, for example:
09:00:00, 11:00:00
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Example of postman

Example of return

{
"code": "LAN_SUS-0",
"msg": "passtime set successfully",
"result": 1,
"success": true
§

Return specification

Type Code msg Reason of trigger
LAN EXP-1006 The XX method is not supported. Method not matches with url

LAN_EXP-1004 Device is disabled, please enable it | Device 1is disabled, reject this

first before operating Interface
Common ILAN EXP-1005 Device is busy, please try again Deylce is upgrading, setting network
- later or in process of other tasks
errors
LAN_EXP-1003 Pass_w ord not set for Interface Device has not set password yet
- services, please set password first
LAN EXP-1001 Pas.sv.vord error, please check its pass value is not the device password
validity
LAN EXP-1002 pass parameter anomaly Wrong spelling of parameter name,
Parameter parameter missing, incorrect
anomal LAN_EXP-3015 personld parameter anomaly parameter position in request, blank
y or carriage return in parameter name,
LAN EXP-3020 passtime parameter anomaly parameter value anomaly

json format is incorrect or incoming

LAN EXP-3021 passtime parameter cannot be null . .
passtime value is null

Tllegal LAN EXP-3022 The number of time framg is Number of time frame is odd or more
parameters - incorrect or exceeds the limit of 6 than 12
LAN EXP-3037 passtime time format error Verify the format of each time
LAN EXP-3024 Time exceeds the limit Time range: [00:00:00,23:59:59]
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Parameter of time frame, the latter
LAN_EXP-3025 frame is earlier than the former
frame

For all, the latter time must be greater
than the former time

Not pass in personld or incoming

LAN _EXP-3016 personld parameter cannot be null .
content is null

Person ID (personld) allows

numbers 0~9 and English letters Illegal characters contained in
LAN_EXP-4005 only, with the length limitation of personld
255

Person ID not exists, please call
LAN_EXP-3009 the Interface of personnel
Others registration first

This personld is not in personnel
library

Database anomaly, passtime set

LAN EXP-3026 Database unknown anomaly

successfully
Corre;ct LAN_SUS-0 i e L Set passtime for designated personld
operations successfully
3.8 Passtime Permission Setting in Batch
Request data
Method URL
PUT http://Device IP:8090/person/passtime
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate request type of . application/x-www-form-
; String Y
Type media urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password | String Y
o Example of Json:
o {"passtime":"09:00:00,10:00:00,17:00:0
0,17:30:00,18:30:00,20:25:00"}
o Range is [00:00:00,23:59:59], subject to
the device time
Allowed Format of time period (startTime,
passtime passtime of some | String Y endTime, separated with English
person everyday comma): 09:00:00, 11:00:00, 13:00:00,
15:00:00, 17:00:00, 19:00:00
e Atmost 6 pastime segments can be set,
if only 1 segment is set, then do not pass
in the latter segments, for example:
09:00:00, 11:00:00
o If set the passtime for multi-personnel,
ersonld Person Id Strin % personld is joined by English comma
P & o Ifpassin -1, select to set passtime for all
personnel
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Example of Postman

aoQ

Example 1 of return: pass in -1 for personld

{

"code": "LAN_SUS-0",
passtime of all personnel set successfully",

n.n

"msg":
"result":

1,

"success": true

}

Example 2 of return: pass in multiple personnel for personld

{

"code": "LAN_SUS-0",

"data":

{

"effective": "004",
"invalid": "73d0eceelc5edce89d1ece7b082b203d,1130"

}s
"msg": "Content in “effective” means valid ID is deleted; content in “invalid” means ineffective or non-
existent ID",
"result": 1,
"success": true
H
Example 3 of return: pass in single person for personld
{
"code": "LAN_SUS-0",
"msg": "passtime set successfully",
"result": 1,
"success": true
H
Return specification
Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
Common |LAN_ EXP-1004 Device is dlsableq, please enable it Device is disabled, reject this Interface
- first before operating
errors
LAN EXP-1005 Device is busy, please try again Dev1ce is upgrading, setting network or
= later in process of other tasks
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LAN_EXP-1003 Pass_w ord not set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pagsvyord error, please check its pass value is not the device password
validity
LAN _EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
Parameter parameter missing, incorrect parameter
anomal LAN _EXP-3015 | personld parameter anomaly position in request, blank or carriage
Y return in parameter name, parameter
LAN_EXP-3020 | passtime parameter anomaly value anomaly
LAN EXP-3021 | passtime parameter cannot be null Pass in content of passtime is null
The number of time frame is Number of time frame is odd or more
LAN_EXP-3022 incorrect or exceeds the limit of 6 than 12
LAN EXP-3037 passtime format error Verify the format of each time
LAN _EXP-3024 | Time exceeds the limit Time range: [00:00:00,23:59:59]
Illegal
parameters Parameter of time frame, the latter .
LAN EXP-3025 | frame is earlier than the former Forall, the latter.‘ume must be larger
than the former time
frame
LAN EXP-3016 | personld parameter cannot be null Pass in content of personld is null
Person ID (personld) allows
LAN EXP-3017 | numbers -1, 0~9 and English L
letters only, with the length Illegal characters contained in personld
limitation of 255
Person ID not exists, please call This personld is not in personnel
LAN EXP-3009 | the Interface of personnel librarr; p
Others registration first
LAN EXP-3026 Datal?ase anomaly, failed to set Database unknown anomaly
passtime
LAN SUS-0 passtime of all personnel set Whep personld=-1, set the same
- successfully passtime for all personnel
Content in “effective” means valid
Correct ID is deleted; content in “invalid” Operation results of all incoming
. LAN_SUS-0 : . .
operations - means ineffective or non-existent personld
ID
LAN_SUS-0 it i musesEslly Set passtime for designated personld
successfully
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3.9 Passtime Permission Deletion in Batch

Request data
Method URL
POST http://Device IP:8090/person/deletePasstime
Header domain
Parameter Description Type | Required | Default Additional explanation
Content-Type g/;il%rgfetjhiz request String Y application/x-www-form-urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password String Y
o Delete the passtime permission
settings for this person, this person
will no longer have the passtime
permission
o To delete the passtime of multiple
personld Person Id String Y personnel, joins personld with English
comma
o Pass in -1 can clear the passtime of all
personnel
« LAN version devices support passing
in single personld

Example of Postman

Example 1 of return: pass in -1 for personld

{
"code": "LAN SUS-0",
"msg": " passtime of all personnel deleted successfully",
"result": 1,
"success": true
H
Example 2 of return: pass in multiple personnel for personld
{

"code": "LAN_SUS-0",

"data": {
"effective": "df6242d810674d42b79actf6b94106048",
"invalid": "123"
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2

"msg": " Content in “effective” means valid ID is deleted; content in “invalid” means ineffective or non-

existent ID",

Example 2 of return: pass in single person for personld

1,

"code": "LAN_SUS-0",
passtime deleted successfully",

I,
": true

"result":
"success": true
Hmsg": "
"result":
""'success

Return specification

Type Code msg Reason of trigger
LAN_EXP-1006| 1he XX method is 0ot | npeioq not matches with url
supported.
LAN EXP-1004 DCVICC.IS disabled, please . Device is disabled, reject this Interface
- enable it first before operating
Device is busy, please try again | Device is upgrading, setting network or in
Common {LAN_EXP-1005 later process of other tasks
errors
Password not set for Interface
LAN_EXP-1003| services, please set password | Device has not set password yet
first
LAN _EXP-1001 Passwp r.d error, please check pass value is not the device password
its validity
LAN EXP-1002| pass parameter anomaly Wrong spelling of parameter name,
Parameter parameter missing, incorrect parameter
anomal position in request, blank or carriage return
y LAN _EXP-3015| personld parameter anomaly in parameter name, parameter value
anomaly
LAN EXP-3016 f:ﬁls onld parameter cannot be Not pass in personld or content is null
agzl%;lers Person ID (personld) allows
b LAN EXP-3017 numbers -1, 0~9 and English Illegal characters contained in personld
- letters only, with the length & p
limitation of 255
Person ID not exists, please
LAN EXP-3009| call the Interface of personnel This personld is not in personnel library
Others registration first
LAN EXP-3027 Database anomgly, failed to Database unknown anomaly
delete the passtime
Correct LAN SUS-0 passtime of all personnel personld=-1, passTime of all personnel has
operations - deleted successfully been deleted successfully
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Content in “effective” means
valid ID is deleted; content in
“invalid” means ineffective or
non-existent ID

LAN SUS-0 Operation results of all incoming personld

LAN_SUS-0 rsane deleiad smsesss Tl passtime of designated personld has been

deleted
3.10 Expiry Date Setting
Request data
Method URL
POST http://Device IP:8090/person/permissionsCreate
Header domain
Parameter Description Type | Required | Default Additional explanation
Designate the request . .
Content-Type type of media String Y application/x-www-form-urlencoded
Body domain
Parameter Description Type Required | Default Additional explanation
Device .
pass password String Y
e  Subject to device system time,
when temporary personnel permission
expires, this person will be deleted in
Time of expiry 5s; when regular personnel permission
time date, delete this | String | Y expires, the recognition result will
person on time prompt permission denied.
o  Format of incoming time is (Year-
Month-Day Hour: Minute: Second):
2017-07-15 12:05:00
personld Person Id String |Y e  Support single person only

Example of Postman

[ L]

Example of return

{
"code": "LAN_SUS-0",
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"msg": "permissionTime set successfully”,
"result": 1,
"success": true

H
Return specification
Type Code msg Reason of trigger

LAN _EXP-1006 | The XX method is not supported. Method not matches with url

Device is disabled, please enable it first | Device is disabled, reject this

LAN_EXP-1004 |y fore operating Interface

Device is upgrading, setting

Common [LAN _EXP-1005 | Device is busy, please try again later network or in process of other tasks

errors
LAN EXP-1003 Password not set for Interface services, Device has not set password yet
- please set password first
LAN EXP-1001 Pas_sv_vord error, please check its pass value is not the device
- validity password
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
Parameter parameter missing, incorrect
LAN EXP-3015 | personld parameter anomaly parameter position in request, blank
anomaly . .
or carriage return in parameter
LAN EXP-2051 | time parameter anomaly name, parameter value anomaly

time is null or time format is

LAN EXP-3029 | time format error .
- correct

Illegal |LAN EXP-3016 | personld parameter cannot be null Incoming content of personld is

null
parameters
Person ID (personld) allows numbers Illeeal characters contained in
LAN EXP-4005 | 0~9 and English letters only, with the rg nld
length limitation of 255 Perso
LAN EXP-3009 Person ID not exists, pleage cal.l the Thls personld is not in personnel
- Interface of personnel registration first library
Others
LAN_EXP-3030 Datal?asF: anqmaly, failed to set Database unknown anomaly
- permissionTime
Corrept LAN_SUS-0 permissionTime set successfully R e STt SR 2
operation personld successfully

3.11 Expiry Date Setting in Batch

Request data
Method URL
PUT http://Device IP:8090/person/permissionTime

Header domain

Parameter Description Type | Required | Default Additional explanation
Designate the request application/x-www-form-
type of media urlencoded

Content-Type String Y
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Body domain
Parameter | Description | Type | Required | Default Additional explanation
Device .
pass password String | Y

o If set passtime for multiple personnel, joins
personld with English comma

o Ifpassin -1, select to set passtime permission
for all personnel

o Format of passed-in time is (Year-Month-Day
Hour:Minute-Second): 2017-07-15 12:05:00

startTime Start time String | Y o Subject to device system time, when person
permission is expired, this person will be
deleted in 5s

o Format of pass-in time is (Year-Month-Day

endTime End time String | Y Hour:Minute-Second): 2017-07-15 12:05:00

personld Person Id String | Y

Example of Postman

ao@@

Example 1 of return: pass in -1 for personld

{
"code": "LAN_SUS-0",
"msg": "permissionTime of all personnel set successfully",
"result": 1,
"success": true
}
Example 2 of return: pass in multiple personnel for personld
{

"code": "LAN_SUS-0",
"data": {
"effective": "df6242d810674d42b79acf6b94106048",
"invalid": "123"
}s
"msg": "Content in "effective" means valid ID is deleted; content in "invalid" means ineffective or non-
existent ID",
"result": 1,
"success": true
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Example 3 of return: pass in single person for personld

{
"code": "LAN_SUS-0",
"msg": "permissionTime set successfully"”,
"result": 1,
"success": true
}
Return specification
Type Code msg Reason of trigger
LAN_EXP-1006 The = XX method s not Method not matches with url
- supported.
Device is disabled, please
LAN_ EXP-1004| enable it first before Device is disabled, reject this Interface
operating
Common LAN EXP-1005 De\{lce is busy, please try Device is upgrading, setting network or in
errors - again later process of other tasks
Password not set for Interface
LAN_EXP-1003| services, please set password | Device has not set password yet
first
LAN EXP-1001 Passwp r.d error, please check pass value is not the device password
its validity
LAN EXP-1002| pass parameter anomaly
Wrong spelling of parameter name,
P LAN_ EXP-3015| personld parameter anomaly parameter missing, incorrect parameter
arameter — e .
anomaly _ position in request, blank or carriage return
LAN EXP-3031| startTime parameter anomaly | in parameter name, parameter value
anomaly
LAN EXP-3032| endTime parameter anomaly
LAN EXP-3033| startTime format error startTime is null or time format is incorrect
LAN EXP-3034| endTime format error endTime is null or time format is incorrect
LAN EXP-3035 endTime should be larger Requires endTime > startTime, cannot be
- than startTime equal
Illegal
parameters LAN EXP-3016 fl iils onld parameter cannot be Incoming content of personld is null
Person ID (personld) allows
numbers -1, 0~9 and English L
LAN EXP-3017 letters only, with the length Illegal characters contained in personld
limitation of 255
Person ID not exists, please
LAN_EXP-3009| call the Interface of personnel | This personld is not in personnel library
Others registration first
LAN EXP-3030 Databasej apomqu, failed to Database unknown anomaly
- set permissionTime
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LAN SUS-0 permissionTime of all When personld=-1, set the same
- personnel set successfully permissionTime for all personnel
"Content in "effective"
Correct means valid ID is deleted;
operations LAN _SUS-0 content in "invalid" means Operation results for all incoming personld
p ineffective or non-existent
ID”
LAN SUS-0 permissionTime set Set permissionTime for designated personld
- successfully successfully

3.12 Expiry Date Deletion in Batch

Request data
Method URL
POST http://Device IP:8090/person/permissionsDelete

Header domain

Parameter Description Type Required | Default Additional explanation
Designate the request . application/x-www-form-
Content-Type type of media String Y urlencoded
Body domain
Parameter | Description Type Required | Default | Additional explanation
pass Device password String | Y
o To delete permission time of multiple
personnel, joins personld with English
comma
o Pass in -1 to clear passtime permission
. of all personnel
personld Person Id String Y o Delete the passtime permission setting
of this person, then this person will not
be deleted on time
« Old LAN devices support passing in
single personld
Example of postman
o
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Example 1 of return: pass in -1 for personld

"code": "LAN_SUS-0",
permissionTime of all personnel deleted successfully",

"msg": "
"result":
""success

Example 2 of return: pass in multiple personnel for personld

{

1,
" true

"code": "LAN_SUS-0",

"data":

{

"effective": "004",
"invalid": "73d0eceelc5e4ce89d1ece7b082b203d,1130"

2

"msg": "Content in "effective" means valid ID is deleted; content in "invalid" means ineffective or non-

existent ID",

"result": 1,
"success": true
H
Example 3 of return: pass in single person for personld
{
"code": "LAN_SUS-0",
"msg": "permissionTime deleted successfully",
"result": 1,
"success": true
H
Return specification
Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN _EXP-1004 Device is dlsableq, please enable it Device is disabled, reject this Interface
first before operating
Common |[LAN_EXP-1005 | Device is busy, please try again later Dey ice is upgrading, setting network
- or in process of other tasks
errors
LAN_EXP-1003 Pass_w ord not set for Interface Device has not set password yet
services, please set password first
LAN_EXP-1001 Pagsvyord error, please check its pass value is not the device password
validity
LAN _EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
parameter missing, incorrect
Parameter o2
anomaly parameter position in request, blank or
LAN _EXP-3015 | personld parameter anomaly carriage return in parameter name,
parameter value anomaly
LAN _EXP-3016 | personld parameter cannot be null Not pass in personld or content is null
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Person ID (personld) allows numbers . .
ag;%irs LAN_EXP-3017 | -1, 0~9 and English letters only, with Héff;lﬂc;aracm contained in
p the length limitation of 255 p
Person ID not exists, please call the This personld is not in personnel
LAN_EXP-3009 | Interface of personnel registration libra rI;/ P
Others first
LAN EXP-3036 Datat_)as_e an(_)maly, failed to set Database unknown anomaly
permissionTime
LAN SUS-0 permissionTime of all personnel personld=-1, permissionTime of all
- deleted successfully personnel is deleted successfully
Correct Cloiienttiin s e el Operation results of all incomin,
. LAN_ SUS-0 ID is deleted; content in "invalid" p &
operations . . . personld
means ineffective or non-existent ID
LAN_SUS-0 permissionTime deleted successfully DB S N o e i
personld successfully

3.13 Personnel Permission Query

Request data
Method URL
GET http://Device IP:8090/person/permissionInfo
Header domain
Parameter Description Type | Required | Default Additional explanation
Designate the request . application/x-www-form-
Content-Type type of media String Y urlencoded
Body domain
Parameter Description Type | Required Default
pass Device password String Y
« Query person info of designated id
personld Person Id String Y e Pass in -1 for id, means query personnel not limited
to personld
« Incoming value of length requires positive Integer
leneth Max. numbers in each Int N between (0,1000],
£ page « If not pass in length, default number is 1000, return
the recently-added 1000 people
« Page starts from 0, incoming value of index must
index Page Int N be smaller than total number of pages, for example:
total page is 1, index can be 0 only
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Example of postman

Example 1 of return: pass in -1 for personld
{
"code": "LAN_SUS-0",
"data": {
"pagelnfo": {
"index": 0,
"length": 1000,
"size": 1,
"total": 1
h

"

2
ersonlnfos": [{
"endTime": ""’
"faceAndCardPermission": 2,
"facePermission": 2,
"iDPermission": 1,
"idCardPermission": 2,
"passtime": ""’
"passwordPermission": 1,
"personld": "1",
"StartTime”. nn
3 {
" 1 n,mm
endTime": "",
"faceAndCardPermission": 2,
"facePermission": 2,
"iDPermission": 1,
"idCardPermission": 2,
"passtime": ""’
"passwordPermission": 1,
"personld": "2",
"StartTime”. nn

H
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"msg": "Queried successfully",

"result": 1,
"success": true
H
Example 2 of return: pass in single person for personld
{
"code": "LAN_SUS-0",
"data": {
”endTime": ""’
"faceAndCardPermission": 2,
"facePermission": 2,
"iDPermission": 1,
"idCardPermission": 2,
"paSStime": "H’
"passwordPermission": 1,
"personld": "1",
"startTime": ""
}s
"msg": " Queried successfully",
"result": 1,
"success": true
H
Return specification
Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Device is disabled, please enable it Device is disabled, reject this
- first before operating Interface
Common |[LAN_EXP-1005 | Device is busy, please try again later Dey ice is upgrading, setting network
erTOrs or in process of other tasks
LAN EXP-1003 Passyv ord not set for Interface Device has not set password yet
- services, please set password first
LAN_EXP-1001 szlsiilvivt;rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
Parameter parameter missing, incorrect
anomal parameter position in request, blank
y LAN EXP-3015 | personld parameter anomaly or carriage return in parameter name,
parameter value anomaly
LAN _EXP-3016 | personld parameter cannot be null Irjfﬁ pass in personld or content is
Illegal
parameters Person ID (personld) allows numbers Illeeal characters contained in
LAN EXP-3017 | -1, 0~9 and English letters only, with ersgonI q
the length limitation of 255 P
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length of display quantities in each

LAN EXP-3018 | page is required as the positive 0<<Iength<1000 and length is Integer
Integers among (0, 1000]
Page index is the Integer starts from 0 | Total page number is at least 1, and

LAN _EXP-3019 | and must be smaller than the total the first page is 0; index=0 means the
page. Total pages: first page
Person ID not exists, please call the This personld is not in personnel

Other LAN_EXP-3009 | Interface of personnel registration ISP p
library

first

LAN_SUS-0 Number of personnel in database is 0 L pqsonnel TSI RS 1S

Correct condition
operations
LAN_SUS-0 Queried successfully Query operation is successful

IV. Photo Management Interface
4.1 Photo Registration (base64) (Not Recommended)

Request data
Method URL
http://Device IP:8090/face/create
Header domain
Parameter Description Type | Required Additional explanation
Content- | Designate the request type String Y application/x-www-form-urlencoded
Type of media
Body domain
Parameter Description Type | Required Additional explanation
pass Device password String Y
o Used to mark that this photo belongs to a person
personld Person ID String Y id
o Must register person first, then can add photos
o Ifpass in null content for faceld, system will
generate a 32-bit faceld which will be returned
faceld Photo ID Strin % after successful photo registration
& « Content of faceld allows numbers and English
letters only, case sensitive, with the length
limitation of 255 characters
. « Without the header, for example:
. base64 coding . . .
imgBase64 . String Y data:image/jpg;base64,
strings of photo L
« Image format supports png, jpg, jpeg
Select loose or strict . . .
isEasyWay | photo registration | Boolean N o No_t requlreq, default as false?. test photo quality
strictly; true: test photo quality loosely
method
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Example of postman

aooon

Example of return

"data": "123", //The filling in faceld when call the Interface

{
"code": "LAN_SUS-0",
"msg": "Photo added successfully",
"result": 1,
"success": true
}

Return specification

Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method not matches with url
LAN_ EXP-1004 DeV1ce.1s disabled, please . Device is disabled, reject this Interface
- enable it first before operating
Device is busy, please try again | Device is upgrading, setting network or
Common LAN_EXP-1005 later in process of other tasks
CITOrS Password not set for Interface
LAN _EXP-1003 | services, please set password | Device has not set password yet
first
LAN _EXP-1001 Pas_sv_vord error, please check its pass value is not the device password
validity
LAN_EXP-1002 | pass parameter anomaly Wrong Spelli.ng. of parameter name,
Parameter parameter missing, incorrect
are | LAN_EXP-3015 | personld parameter anomaly parameter position in request, blank or
anomaly LAN_EXP-4002 faceld parameter anomaly carriage return in parameter name,
LAN EXP-2024 | imgBase64 parameter anomaly | parameter value anomaly
LAN_EXP-3016 E:ils onld parameter cannot be Incoming content of personld is null
Person ID (personld) allows
numbers 0~9 and English letters | Illegal characters contained in
Illegal LAN_EXP-4005 only, with the length limitation | personld
parameters of 255
Photo ID (faceld) allows
LAN_EXP-4006 number§ 0~9 and Enghs}.l le.tters Illegal characters contained in faceld
only, with the length limitation
of 255
139
SEC.RU KopoTkuit nyTb K MHopMaLum

Cka4yaHo c sec.ru




7 \
\ 7

RUSGUARD

V.4.0.22
Photo ID already exists, please . S
LAN_EXP-4007 | call the deletion or update Thls faceld already exists in photo
. library
interface first
LAN EXP-4008 | imgBase64 cannot be null Incoming content of imgBase64 is null
. Allow passing in true or false for
LAN EXP-4009 | Illegal isEasyWay parameter isEasyWay only
Provided image file is .
LAN_EXP-4035 | incomplete or format is Falled to trapsfer Basc64 code or file
- . is damaged in the progress
Image incorrect
ge LAN EXP-2218 | Image format supports Image format supports
anomaly/Failed Device received the image but
to obtain LAN EXP-4011 | Image analysis anomaly vice recelve ge bu
transcoding failed
LAN _EXP-4032 | imgBase64 cannot be gif gcglfce received the image but format
Registration photos already . .
LAN EXP-4012 | reach the max. number limit (3 Ulies s el 3 TRl on Pl
(or features) for this personld
photos)
Person ID not exists, please call . . .
Others LAN_EXP-3009 | the Interface of personnel ”ljh1s el im0 1 e
. . library
registration first
LAN EXP-4030 | Device storage space is full
Database anomaly, failed to
LAN _EXP-4013 . Database unknown anomaly
register photos
LAN EXP-8006 | No faces detected No faces detected on the photo
LAN EXP-8007 | Multiple faces detected Multiple faces detected on the photo
LAN EXP-8010 | Face is too small Face is too small, and it shall cover
- over 1/3 of the photo
Face is too laree or is not Face is too large or position deviates
LAN_EXP-8013 & (causing the face incomplete), exceeds
complete
the photo range
) FaceSDK failed to extract Insufficient feature polnts extracting
Algorithm LAN_EXP-8011 features from the photo from the face
error : : : :
LAN EXP-8012 FaceSDK anomaly in extracting | Insufficient feature polnts extracting
- features from the photo from the face
LAN EXP-8014 | Face reflection angle is too large Side face or leaning head, face angle is
- too large
LAN EXP-8015 nght on face is too dark or too | Face on the photo is exposure or is too
- bright dark
LAN_EXP-8016 | Face resolution is too low Eace 18 bh_lrred caused by movement,
- light, or pixel
LAN EXP-8017 | Light on face is uneven Light Intensity on the face is not even
Corre.ct LAN_SUS-0 o eilite] suesesslly Photo information is written into
operation database successfully

4.2 Photo Registration (url) (Not Recommended)

Request data
Method URL
http://Device 1P:8090/ face/createByUrl
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Header domain

Parameter Description Type | Required Additional explanation

Designate the request

Content-Type type of media String Y application/x-www-form-urlencoded
Body domain
Parameter Description Type | Required Additional explanation
pass Device password String Y
o Used to mark that this photo belongs to a
. person id
personld Person ID String Y o Register the person first, before adding
photos
 If pass in content faceld, the system will
generate a 32-bit faceld which will be
faceld Photo ID String % returned after successful registration

o Content of faceld allows numbers and
English letters, case sensitive, with the length
of 255 characters

o Download image to the local via url, extract
features from the image

imgUrl Photo url String Y o Supports image in the position with http
protocol, not supports local path

o Image format supports png, jpg, jpeg

Select loose or strict o Not required, default as fault: test photo
isEasyWay photo registration Boolean N quality strictly; true: test photo quality
method loosely

Example of postman

ag@@o

Example of return

{
"code": "LAN_SUS-0",
"data": "4e268a87099d46dfa59cd33a75863a03", // Auto-generated 32-bit faceld
"msg": "Photo added successfully",
"result": 1,
"success": true
H
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Return specification
Type Code | msg

Reason of trigger

LAN _EXP-1006 | The XX method is not supported. | Method not matches with url
LAN EXP-1004 Dewce is disabled, please enable | Device is disabled, reject this
- it first before operating Interface
Common LAN EXP-1005 Device is busy, please try again Deyice is upgrading, setting network
errors - later or in process of other tasks
LAN EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN _EXP-1001 5:%2;‘;?(1 error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
Parameter LAN EXP-3015 | personld parameter anomaly parameter missing, incorrect
anomal LAN EXP-4002 | faceld parameter anomaly parameter position in request, blank
Y . or carriage return in parameter name,
LAN EXP-2092 | imgUrl parameter anomaly parameter value anomaly
LAN _EXP-3016 | personld parameter cannot be null | Incoming content of personld is null
Person ID (personld) allows
numbers 0~9 and English letters Illegal characters contained in
LAN_EXP-4005 only, with the length limitation of | personld
255
Photo ID (faceld) allows numbers
Illegal LAN_EXP-4006 | 0~9 and English letters only, with | Illegal characters contained in faceld
parameters the length limitation of 255
Photo ID already exists, please . o
LAN _EXP-4007 | call the deletion or update Thls faceld already exists in photo
. library
interface first
LAN EXP-4014 | imgUrl cannot be null Incoming content of imgUrl is null
. Allow passing in true or false for
LAN EXP-4009 | Illegal isEasyWay parameter isEasyWay only
LAN_EXP-4015 | url access failed Device failed to access the url
. Device received the image but
Image LAN EXP-4011 | Image analysis anomaly transcoding failed
anomaly/Failed i i i in oi
to ot})]tain LAN EXP-4036 | imgUrl cannot be gif ]t%:rgf received the image in gif
LAN EXP-2218 | Image format not supported Image format not supported
LAN EXP-4012 Registration photo_s a_lready reach | There are already 3 registration
- the max. number limit (3 photos) | photos (or features) for this personld
Person ID not exists, please call . . .
Others LAN _EXP-3009 | the Interface of personnel Thls pEEEl(E s 1o} i e persemie]
S library
registration first
LAN EXP-4013 Dat.abase COEL 7, MG Database unknown anomaly
register photos
LAN EXP-8006 | No faces detected No faces detected on the photo
LAN _EXP-8007 | Multiple faces detected Multiple faces detected on the photo
Algorithm LAN_EXP-8010 | Face is too small Face is too small, and it shall cover
oITOrS over 1/3 of the photo
Face is 100 laree or is not Face is too large or position deviates
LAN _EXP-8013 & (causing the face incomplete),
complete
exceeds the photo range
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LAN EXP-8011 FaceSDK failed to extract Insufficient feature polnts extracting
- features from the photo from the face
FaceSDK anomaly in extracting Insufficient feature polnts extracting
LAN_EXP-8012 features from the photo from the face
LAN EXP-8014 | Face reflection angle is too large .Slde face or leaning head, face angle
— is too large
LAN EXP-8015 nght on face is too dark or too Face on the photo is exposure or is
= bright too dark
LAN_EXP-8016 | Face resolution is too low Eace 18 blgrred caused by movement,
- light, or pixel
LAN _EXP-8017 | Light on face is uneven E\lgrit Intensity on the face is not
Corre.ct LAN SUS-0 Photo added successfully Photo information is written into
operation database successfully

4.3 Photo Registration (base64+url)

Request data

Method

URL

http://Device IP:8090/face

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password String Y
o Used to mark that this photo belongs to
. a person id
personld Person ID String Y o Register the person first, before adding
photos
o Ifpass in content faceld, the system
will generate a 32-bit faceld which will
. be returned after successful registration
faceld Photo ID String Y o Content of faceld allows numbers and
English letters, case sensitive, with the
length of 255 characters
o Ifpass in both base64 and url, url first.
If pass in url parameter, will verify url
and its content only, but not verify
base64
url Photo url String N o If register with base64, please do not
pass in url parameter
o Ifnot pass in base64 or url, error will
be reported
o Supports image in the position with
http protocol, not supports local path
base64 coding . Without the header, for example:
base64 strings of photo String N data:image/jpg;base64,
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Loose or strict Not required, default as false: strictly
isEasyWay registration method Boolean N detect the photo quality; if pass in true:
& loosely detect the photo quality;

For example: {“bottom”: 206, “empty”:

Position of face false, “left”: 100, “right”: 407, “top™:95}
frame, used for When extract features: if pass in this field
bbox extracting features Json N in correct format, this field will be used; if
from original not pass in bbox or bbox format is
photos incorrect, then device will extract features

with its own frame;

Example of postman (base64)

144
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Example of postman (url)

Body @ . . Cookies Code Comments (0
nene form-data @ xowww arm r bina GraphQL BEF™
KEY VALUE DESCRIPTION
personld
V|
pa
lody 5 Stalus: 200 OK  Time: 2.81s Size: 58KB  Save Response v
Prety BEA  Tex v [ e
1 {"data":{"faceld":"84bbd2¥5117a4551997508d79968d7e2b", "feature™ qr‘(lAAAAAAA\AAQAAHHv\ v]e2FDleiBa+bzptvD3VajtawEodyQsQDEL CHT4Epasateul: 7Tn43PadYa72qdr1s

d17PBACALLY \ﬂTOQVXQEPhV/DrZFHLZBKqF] PAZORT:

10TB0q709AT2IPC418rKamUASX1Z9ySC1AZAPIK 29P+52Pe 2u lljl\etuBFGUL'\eWQLtqld) 7G01dvLicuyL 3N6hg831/
rO6AMNrXSCYMBYQegP FOPErZbEtS8n0CePbgcreHXIooH]z! EPGA\.szNudVECGUNPVem7wlIlkBgQ FPUFEQD3 lwal9 ZKEMP Yk xRL1ATKMBNhWYPR3MEr Bk eX B2 BYG VB g I THi aB7HWOBPTL/1T 4y
1BnPFE+YLpM1SySndsuPRINML2CkdGS FcSpuAgmDIRA0LS/ 1 2tVBoNELBLNBHTF 2utvavGz T28IngB30PEPVasfLxdxT cPomkPE

+DNTpLQZASdcIOPaBNE715HARALbrOPNC LrzyXhec 7WZpkvedAg j2 TBdeBt@0xPadAgb3F ArUSwWAPLPOS ZT78 1 Tdnd LE6HQUPAr227187d1 cvPoBGK j@MEGATn1CP PGI2XrB5CL28Uw/ WyHISOLIDHVCS/ B/ FPZBPGreBaKIBQhmxPESUb3+b5+00P41PYBIX 7275542 10/
VXE7171LbyUSq 2FDveFalr2HSh+BUerVy Ok IMT2n1009w2SHPAT 30b20VIT86+ULYmL SbwlJx++HOmt POFXT Jvos: 12201 358M8z1vBncDbS L’ 3172t YeBAd7EVUCDETAVTUBCHErPIY1

+JusviMIet9cPITXe710n2¢IrexL PRSTATVONIKSY Bt VS 1DZ4UFRMIVYSaPN1ET0WVF ZM9 A5 YPdcly s 721 wOSVH1QPABUDT 3BUEHIKWEF v FiGbxy CZWBZ0DaVNGUCTy TAGWEr NELYEYEF T352109BXanPHy 6k 20G4AS06HFYVE 1PD11ULCO, PRFPCAHKE3GIEYE AT /

70gLevC43NT2vUp09g10gvtzyqiInz4Qa/

PCXRFTYVERASHNg1vYSkaTy AKKOSTgHXVPKLBI2 71l Rkb23e! t L 3ycfg8aimbycIEWT: TohLbaLfc TPZTh2tVBABINE YvbALIZ3CyL19X0T0PYPhy Lx3MBACHEBPQAAAAARAEZ DAAMAARA
] B62gLRI QUAATEGIOM=SAACIQWAAZDBAAALARALALRARALRAATA S
APXARBADT Y GEARARAADARARANACAF KGAAKRC TKE 1€ TTgZ 2adNLBDGR2080XYFATUS01ANET1QF oHVET E BAAAAARATRC TAAMARAADCQE:
OWAALAAAAT 662mC T 1 AACLO! A
APKARBADT AbK62A A3 K TAAORDAAC KQAAPRS 1/
g 12/ g A, 15C 1 TAABZEAADOQE! 1A/
SETARAAAAAC 14, 0Qg! i hC I 1A/
IxC g g e £SAAABADKE2CEAMFBST rYDAAAALGY Ut gHAAAARAAAAA TBZRAANFKQAZHZEAQ) g
A/
F1 g g Bt IDAADHQL hBUGyutgl AAG EAQAARACAZUMAGGAEAEA
RRABADUQS Af
ARARRAC Bsrr 18/
1DAEBt 14/ A7
AARAHNS TTYH yutgsAMBO! Birr 18srr kVMKR(MEBQKBAZkQMCRDAI JnBAABIRAAATUMAEH A/
g TAABL 1A/ GETAQGZEAAAKQHCACKQBAARAAACYOQAAYKQAAELDAT) A/
/Y AARYKQARAAALAC 14,

AEBmRAAAJEHAgH JEAABNQAC I/

Example of return

{
"code": "LAN_ SUS-0",
"data": {

"faceld": "84bbd2{5117a4591997a0d79968d7e2b",
"feature": "qrC1IAAAAAAAAA==", //Characteristic value of base64, there is omission here
"SDKVersion":"general 2.0.10.0", //Version number of algorithm
"d": 3’
"imgPath":"ftp://192.168.19.73:8010/RegisterPhoto/170ed42886c14a4589a017637d0ff4a9 84bbd2f5117
a4591997a0d79968d7e2b.jpg",
"personld": "170ed42886¢14a4589a017637d0ff4a9"

}s

"msg": "Photo added successfully",

"result": 1,

"success": true

}

Return specification

Code |
LAN EXP-1006

Type msg

The XX method is not supported.

Reason of trigger
Method not matches with url

7 \
\ 7

LAN EXP-1004

Device is disabled, please
enable it first before operating

Device is disabled, reject this Interface

Common

LAN_EXP-1005

Device is busy, please try again
later

Device is upgrading, setting network or
in process of other tasks

€ITorS

LAN_EXP-1003

Password not set for Interface
services, please set password
first

Device has not set password yet

LAN EXP-1001

Password error, please check its
validity

pass value is not the device password
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Wrong spelling of parameter name,
LAN _EXP-1002 | pass parameter anomaly parameter missing, incorrect
Parameter parameter position in request, blank or
il LAN_EXP-3015 | personld parameter anomaly carriage return in parameter name,
y parameter value anomaly
LAN EXP-4002 | faceld parameter anomaly
LAN EXP-2092 | imgUrl parameter anomaly
LAN_EXP-3016 Ei{ls onld parameter cannot be Incoming content of personld is null
Person ID (personld) allows
numbers 0~9 and English letters | Illegal characters contained in
LAN_EXP-4005 only, with the length limitation | personld
of 255
Photo ID (faceld) allows
Nllegal LAN_EXP-4006 number§ 0~9 and Enghs}_l le.tters Illegal characters contained in faceld
only, with the length limitation
parameters
of 255
Photo ID already exists, please . S
LAN _EXP-4007 | call the deletion or update Thls faceld already exists in photo
. library
interface first
LAN EXP-4019 One of base64 or url must be | Incoming content of base64 and url is
- non-nullable and illegal value null
. Allow passing in true or false for
LAN EXP-4009 | Illegal isEasyWay parameter isEasyWay only
LAN EXP-4015 | url access failed Device failed to access this url
LAN EXP-4011 | Image analysis anomaly Egggggéfggléiighe image but
Image ; - -
anomaly/Failed | LAN _EXP-4038 | imgBase64 cannot be gif De\{lce received the image but format
to obtain 15 gl.f - -
LAN_EXP-4037 | url cannot be gif geg\?fce received the image but format
LAN EXP-2218 | Image format not supported Image format not supported
Registration photos already S
LAN _EXP-4012 | reach the max. number limit (3 ;l;};efr:aziezl)r?gf?[]h?;egzgggm pheies
photos) P
Person ID not exists, please call . . .
Others LAN_EXP-3009 | the Interface of personnel ’I:hlS personld is not in the personnel
S library
registration first
LAN EXP-4013 Dat.abase COEL 7, MG Database unknown anomaly
register photos
LAN _EXP-8006 | No faces detected No faces detected on the photo
LAN _EXP-8007 | Multiple faces detected Multiple faces detected on the photo
LAN_EXP-8010 | Face is too small Face is too small, and it shall cover
over 1/3 of the photo
Face is too laree or is not Face is too large or position deviates
: LAN _EXP-8013 & (causing the face incomplete), exceeds
EITOrS the photo range
FaceSDK failed to extract Insufficient feature polnts extracting
LAN_EXP-8011 features from the photo from the face
FaceSDK anomaly in extracting | Insufficient feature polnts extracting
LAN_EXP-8012 features from the photo from the face
LAN _EXP-8014 | Face reflection angle is too large tsc:giafrzjgc: or leaning head, face angle is
146
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Light on face is too dark or too | Face on the photo is exposure or is too

LAN_EXP-8015

bright dark
LAN EXP-8016 | Face resolution is too low Ez;: ésr ];lligf d caused by movement,
LAN _EXP-8017 | Light on face is uneven Light Intensity on the face is not even
Correct Photo information is written into

LAN _SUS-0 Photo added successfully

operation database successfully

4.4 Photos Deletion
Request data

Method URL
http://Device 1P:8090/ face/delete

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of Stri application/x-www-form-
; tring Y
Type media urlencoded
Body domain
Parameter | Description Type | Required | Default Additional explanation
Device .
pass password String Y
faceld Photo ID String v Delete registration photos of this faceld, which
are nonrecoverable

Example of postman

Example of return

{
"code": "LAN SUS-0",
"msg": "Photo deleted successfully",
"result": 1,
"success": true
H
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Return specification

Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN_EXP-1004 Device is dlsableq, please enable it Device is disabled, reject this Interface
first before operating
Common | LAN EXP-1005 | Device is busy, please try again later Deylce is upgrading, seting network
- or in process of other tasks
errors Password not set for Interface services
LAN_EXP-1003 > | Device has not set password yet
please set password first
LAN _EXP-1001 Szﬁz\ﬁ;rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
- parameter missing, incorrect
Parameter o2
— parameter position in request, blank
LAN _EXP-4002 | faceld parameter anomaly or carriage return in parameter name,
parameter value anomaly
LAN_EXP-4016 | faceld parameter cannot be null Incoming content of faceld is null
llegal Photo ID (faceld) allows numbers 0~9
parameters | [ AN EXP-4006 | and English letters only, with the Illegal characters contained in faceld
length limitation of 255
LAN EXP-4017 Photo ID doe_s not_ex1st, please call No corresponding faceld with this
- the photo registration Interface first personld
Others Datab ly, failed to delete th
LAN _EXP-4018 pl?(iilo ase anomaly, failed to delete the Database unknown anomaly
Corre.ct LAN_SUS-0 Photo deleted successfully All photo information of this personid
operation returned successfully

4.5 Photos Update (base64)

Request data
Method URL
http://Device 1P:8090/ face/update
Header domain
Parameter Description Type | Required Additional explanation
Content-Type | Designate request type of media | String Y application/x-www-form-urlencoded
Body domain
Parameter Description Type | Required Additional explanation
pass Device password String Y
o Used to mark that this photo belongs to a
personld Person ID String Y person id
o Register the person first, before adding photos
o Content of faceld allows numbers and English
faceld Photo ID String Y letters, case sensitive, with the length of 255
characters
' base64 coding strings . . Wlt}.l.out the. hejcldel‘, for example:
imgBase64 String Y data:image/jpg;base64,
of photo . .
« Image format supports png, jpg and jpeg
148
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Select loose or strict

isEasyWay | photo registration

method

Not required, default as fault: test photo quality

Boolean | N strictly; true: test photo quality loosely

Example of postman

< <

Example of return

{
"code": "LAN_SUS-0",
"msg": "Photo updated successfully",
"result": 1,
"success": true
b
Return specification
Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Device is dlsableq, please enable it | Device is disabled, reject this
- first before operating Interface
Common LAN EXP-1005 Device is busy, please try again Deylce is upgrading, setting network
- later or in process of other tasks
errors Password not set for Interface
LAN EXP-1003 . Device has not set password yet
services, please set password first
LAN EXP-1001 Pas.sv.vord error, please check its pass value is not the device
- validity password
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
P LAN EXP-3015 | personld parameter anomaly parameter missing, incorrect
arameter Lo
anomaly LAN EXP-4002 | faceld parameter anomaly parameter position in request, blank
. or carriage return in parameter
LAN EXP-2024 | imgBase64 parameter anomaly name, parameter value anomaly
LAN EXP-3016 | personld parameter cannot be null | Incoming content of personld is null
LAN EXP-4016 | faceld parameter cannot be null Incoming content of faceld is null
Person ID (personld) allows
Tllegal LAN EXP-4005 number§ 0~9 and Enghs}.l le.tters Illegal characters contained in
- only, with the length limitation of | personld
parameters 255
Photo ID (faceld) allows numbers Illegal characters contained in
LAN _EXP-4006 | 0~9 and English letters only, with facegI d
the length limitation of 255
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This photo ID does not belong to . . .
LAN EXP-4031 | this person, please call the photo No corresponding faceld with this
. . personld
registration Interface first
LAN EXP-4008 | imgBase64 cannot be null Lrlllcli)mlng content of imgBase64 is
. Allow passing in true or false for
LAN _EXP-4009 | Illegal isEasyWay parameter isEasyWay only
LAN EXP-4010 Provided image file is incomplete Fa11§d to transfe.r Base64 code or
fmage - or format is incorrect file is damaged in the progress
anomaly/Failed | LAN _EXP-4011 | Image analysis anomaly Device r§ce1V§d the image but
. transcoding failed
to obtain Devi ived the image but
LAN _EXP-4032 | imgBase64 cannot be gif evice receive £ o
format is gif
Person ID not exists, please call the . . .
LAN _EXP-3009 | Interface of personnel registration E‘t})lrlz IO L el ) O A
Others first Y
LAN EXP-4020 I]))}?;?::SC COTELY, EHCE D Eptis Database unknown anomaly
LAN EXP-8006 | No faces detected No faces detected on the photo
LAN_EXP-8007 | Multiple faces detected Multiple faces detected on the photo
LAN EXP-8010 | Face is too small Face is too small, and it shall cover
- over 1/3 of the photo
Face is too large or position deviates
LAN_EXP-8013 | Face is too large or is not complete | (causing the face incomplete),
exceeds the photo range
FaceSDK failed to extract features | Insufficient feature polnts extracting
In;al/gFe od LAN_EXP-8011 from the photo from the face
anomaly/I'alle FaceSDK anomaly in extracting Insufficient feature polnts extracting
to obtain LAN_EXP-8012 features from the photo from the face
LAN EXP-8014 | Face reflection angle is too large .Slde face or leaning head, face angle
- is too large
LAN EXP-8015 nght on face is too dark or too Face on the photo is exposure or is
- bright too dark
LAN _EXP-8016 | Face resolution is too low Face is blurrgd causeq by
- movement, light, or pixel
LAN EXP-8017 | Light on face is uneven {;iﬁt Intensity on the face is not
Corre{ct LAN_SUS-0 Shvetio eiled] greseseily Photo information is written into
operation database successfully

4.6 Update Photos (base64+url)

Request data

Method

URL

http://Device IP:8090/face/

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of Stri application/x-www-form-
: tring Y
Type media urlencoded

Body domain

| Parameter | Description | Type | Required | Additional explanation
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pass Device password | String Y
. o Used to mark that this photo belongs to a person id
personld Person ID String Y o Register the person first, before adding photos
o Content of faceld allows numbers and English
faceld Photo ID String Y letters, case sensitive, with the length of 255
characters
o Ifpass in both base64 and url, url first. If pass in url
parameter, will verify url and its content only, but
not verify base64
url Photo url String N o Ifregister with base64, please do not pass in url
parameter
o Ifnot pass in base64 or url, error will be reported
o Supports image in the position with http protocol,
not supports local path
base64  coding . . ) r .
base64 strings of photo String N Without the header, for example: data:image/jpg;base64,
. Loc?se or strict Boole Not required, default as false: strictly detect the photo
1sEasyWay | registration N Lo . ) o
method an quality; if pass in true: loosely detect the photo quality;
Position of face For e‘)fqmp},e: { boc‘fton,l’ : 2006, “empty”: false, “left”:
100, “right”: 407, “top™:95}
frame, used for o . . .
bbox extracting Json N When extract features: if pass in this field in correct
format, this field will be used; if not pass in bbox or bbox
features  from o . . .
.. format is incorrect, then device will extract features with
original photos . ]
its own frame;

Example of postman

o ’ e “ e

WALUE DESCRIPTION

T37LEHA0TTAPIROCT Zbe Qk
ka0

Er1ETRO13RIF
S c

AEvkDWGERT

Example of return
{
"code": "LAN_SUS-0",
"data": {
"faceld": "4e268a87099d46dfa59cd33a75863a03",
"feature": "qrC1IAAAAAAAAAQAASu=="//Characteristic value of base64, with omission here
"SDKVersion":"general 2.0.10.0", //Version number of the algorithm
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"id": 2,

"imgPath":
"ftp://192.168.19.73:8010/RegisterPhoto/170ed42886c14a4589a017637d0ff4a9 4e268a87099d46dfa59cd33a7586

3a03.jpg",

"personld": "170ed42886c14a4589a017637d0ff4a9"

2

"msg": "Photo updated successfully",

"result": 1,

"success": true

}

Return specification
Type Code | msg

Reason of trigger
LAN EXP-1006 | The method is not supported. Method not matches with url
LAN EXP-1004 Dev1ce is disabled, please enable | Device is disabled, reject this
- it first before operating Interface
LAN EXP-1005 Device is busy, please try again Deylce is upgrading, setting network
Common errors - later or in process of other tasks
LAN_EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN_EXP-1001 S:fiz\ﬁ;rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
Parameter LAN EXP-3015 | personld parameter anomaly parameter missing, incorrect
anomaly LAN EXP-4002 | faceld parameter anomaly parameter position in request, blank
LAN_EXP-2024 | imgBase64 parameter anomaly or carriage return in parameter name,
= parameter value anomaly
LAN EXP-3016 | personld parameter cannot be null | Incoming content of personld is null
Person ID (personld) allows
numbers 0~9 and English letters Illegal characters contained in
LAN_EXP-4005 only, with the length limitation of | personld
255
Photo ID (faceld) allows numbers
LAN_EXP-4006 | 0~9 and English letters only, with | Illegal characters contained in faceld
Illegal o
parameters the length limitation of 255
This photo ID does not belong to . . .
LAN_EXP-4031 | this person, please call the photo No corresponding faceld with this
. . personld
registration Interface first
LAN EXP-4019 There must be one legal and Incoming content of imgBase64 is
- nonblank value in base64 or url null
. Allow passing in true or false for
LAN _EXP-4009 | Illegal isEasyWay parameter isEasyWay only
LAN EXP-4010 Provided image file is incomplete Falled to trapsfer Base64 code or file
- or format is incorrect is damaged in the progress
. Device received the image but
Image LAN_EXP-4011 | Image analysis anomaly transcoding failed
anomaly/E ailed LAN_EXP-4038 | imgBase64 cannot be gif Device .recchelved the image but
to obtain format is gif
LAN_EXP-4037 | url cannot be gif Device received the image but
- format is gif
LAN EXP-2218 | Image format not supported Image format not supported
Person ID not exists, please call Thi Id is not in th I
LAN_EXP-3009 | the Interface of personnel lib;; PEISONIE 1S NOt 1 the personne
Others registration first Yy
LAN EXP-4020 DE(ELEED EemElg R Database unknown anomaly
- update photos
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LAN EXP-8006 | No faces detected No faces detected on the photo
LAN EXP-8007 | Multiple faces detected Multiple faces detected on the photo
LAN EXP-8010 | Face is too small Face is too small, and it shall cover
- over 1/3 of the photo
Face is 100 laree or is not Face is too large or position deviates
LAN _EXP-8013 & (causing the face incomplete),
complete
exceeds the photo range
FaceSDK failed to extract Insufficient feature polnts extracting
Image LAN_EXP-8011 features from the photo from the face
anomaly/Failed FaceSDK anomaly in extracting Insufficient feature polnts extracting
to obtain LAN_EXP-8012 features from the photo from the face
LAN _EXP-8014 | Face reflection angle is too large $1de face or leaning head, face angle
is too large
LAN EXP-8015 nght on face is too dark or too Face on the photo is exposure or is
- bright too dark
LAN_EXP-8016 | Face resolution is too low Eace 18 blgrred caused by movement,
- light, or pixel
LAN_EXP-8017 | Light on face is uneven i‘\liﬁt Intensity on the face is not
Corre.ct LAN SUS-0 o eilite] suesesslly Photo information is written into
operation - database successfully

4.7 Photos Query

Request data
Method URL
http://Device 1P:8090/face/find
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description | Type | Required | Default Additional explanation
pass Device String | Y
password
personld Photo ID String | Y Query all registration photos of this person
base64 switch
Base64Enable | of on-site int N 1: Off (by default) 2: On
photos
153
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Example of postman
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Example of return

{
"code": "LAN SUS-0",
"data": [
{
"croplmgPath":
"ftp://192.168.19.73:8010/RegisterPhoto/170ed42886¢14a4589a017637d0ff4a9 123 crop.jpg", //Path of sectional
drawing
"faceld": "123",
"feature": "qrC1AAAAAAAAA ==",//Characteristic value of base64, with omission here
"SDKVersion":"general 2.0.10.0", //Version number of the algorithm
"featureKey": """,
"path": "ftp://192.168.19.73:8010/RegisterPhoto/170ed42886c14a4589a017637d0ff4a9 123.jpg",
//Photo path
"personld": "170ed42886¢14a4589a017637d0ff4a9", // id of photo belonging person
"rect”": "{\"bottom\":696,\"empty\":false,\"left\":241,\"right\":706,\"top\":231}" //Coordinate of face
frame
1
{

"cropIlmgPath":
"ftp://192.168.19.73:8010/RegisterPhoto/170ed42886c14a4589a017637d0ff4a9 4e268a87099d46dfa59cd33a7586
3a03 crop.jpg",

"faceld": "4e268a87099d46dfa59cd33a75863a03",

"feature": "qrC1AAAAAAAAAQAASu+ Uug==",

"featureKey": "",
"path":
"ftp://192.168.19.73:8010/RegisterPhoto/170ed42886¢14a4589a017637d0ff4a9 4e268a87099d46dfa59cd33a7586
3a03.jpg",
"personld": "170ed42886¢14a4589a017637d0ff4a9",
"rect": " {\"bottom\":696,\"empty\":false,\"left\":241,\"right\":706,\"top\":231}"
h
1
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"msg": "Photo queried successfully",

"result": 1,

"success": true

}

Return specification

Attention: When use GET request, parameter is put in url, “#” has special meaning in url, “#” and the character

strings behind it are invalid, so, if “#” contained in id parameter content, will report anomaly error

Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN _EXP-1004 Device is dlsableq, please enable it Device is disabled, reject this Interface
- first before operating
Common | LAN EXP-1005 Device is busy, please try again Dev1ce is upgrading, setting network or
- later in process of other tasks
errors Password not set for Interface
LAN _EXP-1003 . Device has not set password yet
- services, please set password first
LAN _EXP-1001 SZISijiViY[(})/rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
parameter missing, incorrect
Parameter arameter position in request, blank or
anomaly LAN _EXP-3015 | personld parameter anomaly para posth quest,
carriage return in parameter name,
parameter value anomaly
LAN EXP-3016 | personld parameter cannot be null Incoming content of personld is null
Ilegal Person ID (personld) allows
ararrllgeters LAN_EXP-4005 | numbers 0~9 and English letters Illegal characters contained in personld
p only, with the length limitation of & P
255
Iteiisom 10D) it Groisish lleiey ealll i This personld is not in the personnel
Other LAN _EXP-3009 | Interface of personnel registration | ;. P P
library
first
. All photo information of this personld
Correct LAN_SUS-0 Photo queried successfully returned successfully
operations LAN_SUS-0 g}lll(l)iosperson RS 0 iR This personld has 0 registration photo

4.8 Photo-taking Registration

Request data

Method

URL

http://Device 1P:8090/face/takelmg

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password | String | Y
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o Take photos for designated person ID
o Person ID must exist; if person ID not
exists, cannot enter auto-capture mode
personld Person ID String | Y o Passin -1 for personld, then will collect

and upload captured photos only but
will not add photos to corresponding
person

Example of postman

Example of return

{

"code": "LAN_SUS-0",
"msg": "Enabling photo-taking registration mode, captured photos can be queried according to personld after

successful registration. Please complete the registration under guidance",
"result": 1,

"success": true

Return specification

Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Device is dlsableq, please enable it Device is disabled, reject this Interface
- first before operating
Common | LAN EXP-1005 Device is busy, please try again Dewce is upgrading, setting network or
— later in process of other tasks
errors Password not set for Interface
LAN_EXP-1003 . Device has not set password yet
services, please set password first
LAN_EXP-1001 Szlsi?ivt;rd error, please check its pass value is not the device password
Wrong spelling of parameter name,
Parameter LAN_EXP-1002 | pass parameter anomaly parameter missing, incorrect parameter
anomal position in request, blank or carriage
Y LAN_EXP-3015 | personld parameter anomaly return in parameter name, parameter
value anomaly
LAN_EXP-3016 | personld parameter cannot be null Incoming content of personld is null
Illegal Pers?)n BD9 (pgrs](;nl(? . eillt(zws
arameters i numbers 0~9 and English letters S
p LAN_EXP-4005 only, with the length limitation of Illegal characters contained in personld
255
Registration photos already reach | There are already 3 registration photos
it LAN_EXP-4012 the max. number limit (3 photos) (or features) for this personld
156
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Person ID not exists, please call the

LAN EXP-3009 | Interface of personnel registration

first

Enabling photo-taking registration

mode, captured photos can be

Correct queried according to personld after | Device starts to carry out photo-taking
: LAN _SUS-0 >

operation - successful  registration.  Please | command

complete the registration under

guidance

This personld is not in the personnel
library

4.9 Feature Registration

Attention: Hisilicon versions will not support this function.

Request data
Method URL
http://Device IP:8090/face/featureReg

Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of application/x-www-form-

String Y

Type media urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password | String | Y
« Register a feature for designated person
personld Person ID String | Y 1D

o Person ID must exist; if person id not
exists, fail to add

o If incoming content of faceld is null,
system will auto generate faceld and
return it after successful feature

faceld Photo ID String | Y registration

o If faceld exists, update the feature value

« When update photos, faceld is the
exclusive mark

« Receive via call-back of photo
registration, also obtain via photo query
Interface

feature Feature code String | Y « Register a feature equals to register a
photo

« Under each person ID, total number is 3,
including features and photos

« Receive via call-back of photo

String | N registration after feature registered

featureKey Secretkey of

feature » Not verify compatible fields
Version number is the legality verification of
registration features, which is suggested to
pass in; if pass in null content, that means the
SDKVersion Version number String | N algorithm version number of incoming

of the algorithm features is the same as that of device.

Notes: features with different versions cannot
be in common use
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“ save v

POST v
L] L]
none form-data @) x-wne raw binary GraphQL BETA
Kev VALUE DESCRIPTION
QrCAAARAAAAAGAATROGPSMoRTwpDUWS32onveex 7221 OYSOF+CueOCS 7 Ze 0.
Body 5) 44, ime: 74ms  Size: 572KB v
Precy N = mQ

1 {"deta":{"cropImgPath":"*,"faceld":"47122cbd1d3fAf479175536754a54a5F" , " Feature” : "grC1AMARAAMAQAAIROGPSORT 72Z10V50F+Cve0CS Iz TyS4au2ABtEVBNOYT19d MG
+V710hr2902r3vBUSFz10DESEPGNrPKYnez2M3DY I raC+Pal Yk 203 Cm+C CxPVQzdsToorgnoATexPLNbA At DB0BWO16PPYES] 3miABEYF 3Fvdquil7 3 +doYSEP0TPHS 3T7xQKaE 5 1qm6PTQBR ] 3CIHOBRDUVVMIGRTXYLABYFe t PRVDBLXrHOICn/
BvK411r1CBEqI0Ut 1vKGIe] 1AY6UBPOBOPXF GRD1 I +iui+GSI1FVCB2Pr3a /HIUaiPHINK tnXD
+73ALOPUAng 16976980z vHINET tL e Ta7 TRVADBoymI 1HOS 8pZh IPhalif r2HUALSKnH v CHE LrahTS68PCOTvPApHZ
+jLL7’“|hyG" upC A 250 Tozs5SEMmIg 9 1KAPPLY T mcRe0s/

UOUIudvDQICLYNLyI9eYI LvXQHdrvSPLRB1sF vZnIHz WY IYSH: D30rL88bCm0vde tZb3n1Lu7ofemPE: EWK0BEDGEPWZNE722qa88xd1cPS1Tdb2LZEY7PHIGPZPrrTy5XN2B050LPKD)

a9F cBar quw +0d329725HPD 407110665/ 82XP0QIQry EipkEL5 15 FDAIVIIPOL DR L 26V Y72 EKWY TOOT 70 /HOE+y rPYYRSWCT6VAFCO Fuldvs+2 j

PxT1Ac 2rNuz(73205 TWYIKHQD

Hm3dXBEPdNrST2H2 Zadmr RIVAC 5K rij ZouBasELvUQEbr2CTNmBoR1qPdasy 70RF AMTKTQEVHIgOr 2U1Dk

22KGTUSECXRvE/XTL3Keohg IXNGYPZ/
3VCDIOTZdxvI1%671pE9aEV5DYP]
E3LxvCqT7b2P7Qs IHevhvapiE TINZKmIpF

1oQHPR: JoLOSLKAS I SUPHLNSDIRNSQIESCXIOTO1 g0 ’VQAAAABHPY-\’(]n%”gr«.ﬂ-«mllquhlFmPMQsTSAXuCEe 1nPFbOR]S0
ARAFKPOPR/BAZ61r] GOAAAAA] OB99z5YbCe/ 4 741/4c9yFCBPAPNrTAAAARAAAA
7DUiQg+6Fb1PnKydDSOKB0+ V£ 2uPrdiF. Aspl MFD: POYHFDSBUACIUNN PoBI SSAAAAMAAAAATSF A ALYQDAAAANASAEAP GAMMAANAMAL/
jTlEHHgED] AC28Fk/2PIYPAD1 KDPYORM/ WiUcPAkuF TEGYm: AL AARAR ARAAACZ PRV AD3L oS P SCPIEGALKPEALALS 1P0S+Cz/TUig/RGIYPrmABTSRBIU
GKCDBA3L TOBE1TU-AAL ke 45+3P1 ZDATTEr=Q+Ti 6P/ a/ xI4AMARAZ /PG / 2 T2C ABAANA]BZ20G1 ABVXIBPAARAN FBAAMAACOACPEbL 1 Z4AMANAAAAAAF XZ6T 110/

DI

LnKT+CTU4/5 /KpPQAAL AAACTanWBEAZOPRT LI
JX9TpYSPRYLGDAAA 2R3

"DSK~.—‘\AA~'+A 'ﬂh’?U:gE/T"UJP»MAM

UD31 KXBIAARRARAAR ARAAAA TTSRC/AAAMARARRADG12C +G7+2PaufHT122Nk+DGHGPLCAPDYO/ UA

SECfPlDEhr]3P;7:~~\.ﬂam%»«.¥.ﬁaw\nﬂhww]s!)ﬁdnlasd kRQP 515]D47JK ~SRngA ARAAAATHANPAADKZWAAARAY S/
§1F24ARARAPrEDPTABHIBAAARARAAAAT3YD2GDBQ

AEYEREELSYZ BIV-0QSTy LUEL FK5BHo3 rQnrmE]CHFC"Q\DQ BYHUXGmBSC zHoeQuVaHk JE

+Q2dgPQARARABLII9x
vPM-«A.w.AA-mlk;Ju]Rt 0

7NlNQ"xtz[EcSH
ICOPCIwmuT cBLDIZrCqIvGWTBANMBRPEREVh / /QSROTUT5SD1C2uNTQsqliQaTF IRpCX enlQuasXUHger+/ Ogk3ukliu3BCYVsk/
¥7 CB0BEWIDPACOBIZ+nCB5DBNs AIMCKiamzCPN 1ywIXT asJcq3HCmyenwipkakiena,

EugPTLsLX HrCA0F Vo T
3mQ1CKSE7QeIGLSCtigHBBFcLiugE

lc;fxm SrFELaToHCuySFuup) s
C1t46ui /ENBLGRDLCAUNIWS Twe 8Ty
T wBudcchnkzDHHgEWEHE/

HRCKTOIOmK ]
COnD2rDZN58WIPLLM

Example of return

{
"code": "LAN_SUS-0",
"data": {
"croplmgPath": "",
"faceld": "471220bd1d3f4f479175538754a54a5f",
"feature": "qrC1AAAAAAAAAQ==",//Characteristic value of base64, with omission here
"SDKVersion":"general 2.0.10.0", //Version number of algorithm
"featureKey": "",
"path": "",
"personld": "170ed42886¢14a4589a017637d0ff4a9"
}s
"msg": "Feature registered successfully",
"result": 1
"success": true

}

Return specification
Type Code | msg Reason of trigger

LAN EXP-1006 | The XX method is not supported. | Method not matches with url

LAN EXP-1004 Device is dlsableq, please enable it
- first before operating

Device is disabled, reject this Interface

Device is busy, please try again Device is upgrading, setting network or
Common | LAN_EXP-1005 ) 1 . in process of other tasks
errors
LAN_EXP-1003 Passyv ord not st for Interface Device has not set password yet
- services, please set password first
LAN _EXP-1001 Pagsvyord error, please check its pass value is not the device password
- validity
Parameter LAN_EXP-1002 pass parameter anomaly Wrong spe]]ing of parameter name,
anomaly LAN EXP-3015 | personld parameter anomaly parameter missing, incorrect parameter

LAN _EXP-4002 | faceld parameter anomaly position in request, blank or carriage
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return in parameter name, parameter
value anomaly

LAN EXP-3016 | personld parameter cannot be null | Incoming content of personld is null
Person ID (personld) allows
numbers 0~9 and English letters
only, with the length limitation of
255

Photo ID (faceld) allows numbers
LAN EXP-4006 | 0~9 and English letters only, with | Illegal characters contained in faceld
the length limitation of 255
LAN EXP-4022 | Invalid feature, failed to register Invalid feature value, failed to transform

Registration photos already reach | There are already 3 registration photos
the max. number limit (3 photos) (or features) for this personld

LAN _EXP-4021 | feature parameter anomaly

LAN_EXP-4005 Illegal characters contained in personld
Illegal

parameters

LAN EXP-4012

Person ID not exists, please call
LAN_EXP-3009 | the Interface of personnel
Others registration first

Photo ID already exists, please
LAN_EXP-4007 | call the deletion or update
interface first

Database anomaly, failed to
register features

Corrept LAN SUS-0 et e aressiily Eeature (Photo) information is written
operation - into database successfully

This personld is not in the personnel
library

This faceld has already been used in
photo library

LAN EXP-4024 Database unknown anomaly

4.10 Registration Photos Clearance

Request data

Method URL
http://Device 1P:8090/ face/deletePerson

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter | Description | Type | Required | Default Additional explanation
ass Device Strin % Call this Interface, all registered photo id of this
P password & person will be canceled, and delete all registration
personld PersonID | String v photos of this person stored in device
simultaneously
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Example of postman

Example of return

{
"code": "LAN_ SUS-0",
"msg": "Photo cleared successfully",
"result": 1,
"success": true
H
Return specification
Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. | Method not matches with url
LAN_EXP-1004 Dev1ce-1s disabled, please . Device is disabled, reject this Interface
enable it first before operating
LAN EXP-1005 Device is busy, please try again | Device is upgrading, setting network or in
Common - later process of other tasks
erTors Password not set for Interface
LAN EXP-1003 | services, please set password | Device has not set password yet
first
LAN EXP-1001 Pas.sv.vord error, please check its pass value is not the device password
validity
LAN EXP-1002 | pass parameter anomaly WIOE 5 elh_ng_ oit parameter name,
parameter missing, incorrect parameter
Parameter . .
anomaly posmon in request, blank or carriage return
LAN EXP-3015 | personld parameter anomaly in parameter name, parameter value
anomaly
LAN EXP-3016 E fﬁlsonld parameter  cannot be Incoming content of personld is null
Person ID (personld) allows
numbers 0~9 and English letters . .
Illegal LAN_EXP-4005 only, with the length limitation Illegal characters contained in personld
parameters of 255
Person ID not exists, please call
LAN EXP-3009 | the Interface of personnel | This personld is not in the personnel library
registration first
LAN EXP-4025 | Database anomaly Failed to clear photos
LAN_SUS-0 Photo cleared successfully Al pislo lasitad ¢F S pEeill
Correct cleared successfully
operations LAN_SUS-0 g}}:éiols)erson e ) iy This personld has 0 registration photo
160
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4.11 Similarity Comparison of Photos

Request data
Method URL
http://Device 1P:8090/photoComparison
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter Description Type | Required Default Additional explanation
pass Device password | String Y
imel base64 coding of Strin % Without the header, for example:
& photo 1 & data:image/jpg;base64,
base64 codi ¢ Device will test the faces and compare
img2 asebs codIng o String Y the similarity between the incoming 2
photo 2 photos

Example of postman

aoo

Example of return

{
"code": "LAN_SUS-0",
"data": 1.0000001,
"msg": "Photo compared successfully ",
"result": 1,
"success": true
§

Return specification

Reason of trigger

LAN EXP-1006

7 \
\ 7

The XX method is not supported.

Method not matches with url

Common Device is disabled, please enable
erTors LAN _EXP-1004 | . P Device is disabled, reject this Interface
- it first before operating
161
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LAN EXP-1005 Device is busy, please try again Dewce is upgrading, setting network or
- later in process of other tasks
Password not set for Interface .
LAN_EXP-1003 . Device has not set password yet
services, please set password first
LAN_EXP-1001 SZISijivivt(;/rd error, please check its pass value is not the device password
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
P LAN EXP-4026 | imgl parameter anomaly parameter missing, incorrect
arameter oo
anomaly pargmeter p0s1t_10n in request, blank or
LAN EXP-4027 | img2 parameter anomaly carriage return in parameter name,
parameter value anomaly
. . Device received the image but
Image LAN_EXP-4028 | imgl analysis anomaly . .
. transcoding failed
anomaly/Failed Device received the image but
to obtain LAN EXP-4029 | img2 analysis anomaly transcoding failed
img] algorithm | LAN EXP-8006 | No faces detected on imgl No faces detected on the photo
reports error | LAN EXP-8007 | Multiple faces detected on imgl | Multiple faces detected on the photo
img2 algorithm | LAN EXP-8006 | No faces detected on img2 No faces detected on the photo
reports error | LAN EXP-8007 | Multiple faces detected on img2 | Multiple faces detected on the photo
Corre_ct LAN_SUS-0 Photo compared successfully data: comparison result of the 2 photos
operation

4.12 Incompatible (Force to Delete) Photos Query

Request data
Method URL
GET http://Device 1P:8090/face/deleteByUpdate
Query domain
Parameter Description Type | Required Additional explanation
pass Device password | String Y
personld Person ID String % e Query person (?f designated personld
e personld pass in -1, query all personnel
¢ Incoming value of length requires positive Integers
leneth Max. number in Int N between (0,1000].
g each page o [fnot pass in length, default value is 1000, return the
recently-added 1000 people
Page starts from 0. Incoming value of the index must be
index Page Int N less than total number of pages, for example: total page is
1, index can be 0 only
162
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Example of postman

Example of return

{
"code": "LAN_ SUS-0",
"data": {
"pagelnfo": {
"index": 0,//Page. According to current page, starts from 0. When pass in -1 for personld, not pass in
index and default is 0
"length": 1000, /Max. number in each page, allowed range is (0,1000]. When pass in -1 for personld,
not pass in length and default is 1000
"size": 1,//Total number of pages. Index starts from 0
"total": 3 //Total pieces of data, total number of registered personnel on device (without limitation of
length)
3
"personInfos": [{
"createTime": 1543662470492, //String, delete time of faceld (millisecond timestamp), subject to
device time
"faceld": "80fce9e44843442e¢bd597¢d8462da069",//String, photo 1D
"id": 8,//Main key, no need to use
"name": "Tom",//String, person name
"personld": "Abc123"//String, Person 1D
34
"createTime": 1543662463562,
"faceld": "12345",
"d": 7’
"name": "Jack",
"personld": "Abc123"
34
"createTime": 1543662459063,
"faceld": "12345678",
"d": 6,
"name": "Jane",
"personld": "123ab",

1
2

"result": 1,//Interface called
"success": true//Queried personnel information returned successfully

}
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Return specification

Attention: When use GET and DELETE request, parameter will be put in url, “#” has special meaning in url,

“#” and character strings behind are invalid; if pass in “#” for personld parameter, error will be reported

Type Code | msg | Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Device is dlsableq, please enable it Device is disabled, reject this
- first before operating Interface
Common | LAN_EXP-1005 | Device is busy, please try again later Deylce is upgrading, setting network
or in process of other tasks
CITors Password not set for Interface services
LAN_EXP-1003 ” | Device has not set password yet
please set password first
LAN_EXP-1001 Szlsisd\ﬁ;rd error, please check its pass value is not the device password
LAN_EXP-1002 | pass parameter anomaly Wrong spelh.ng. ofparameter name,
= parameter missing, incorrect
Parameter o2
P— parameter position in request, blank
LAN_EXP-3015 | personld parameter anomaly or carriage return in parameter name,
parameter value anomaly
LAN EXP-3016 | personld parameter cannot be null Incoming content of personld is null
Illegal Person ID (personld) allows numbers - Illeeal characters contained in
parameters | LAN EXP-3017 | 1, 0~9 and English letters only, with ersgonI d
the length limitation of 255 P
. This personld is not in the personnel
Other LAN EXP-3009 | Person ID not exists s
Correct | LAN _SUS-0 Number of personnel in database is 0 No recognition IO THes e
P query condition
P LAN SUS-0 Queried successfully Query operation is successful

V. Recognition Records

5.1 Recognition Records Query

Request data
Method URL
GET http://Device IP:8090/newFindRecords
Query domain
Pararmete Descll;lptlo Type Retiiulre Deiaul Adlifthme sy b
Device Strin
pass Y
password g
o Query personnel recognition records of
designated id
o Pass in -1 to query recognition records of all
Strin personnel, including strangers
personld Person ID g Y o Pass in STRANGERBABY to query all records
of strangers/failed recognition
o Pass in IDCARD to query records of all
face&card comparison
164
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o Ifnot query via time, please pass in 0
. . respectively

startTime So}a;tezlorilg St;m Y o If query via time, please follow the format (Year-
Month-Day Hour:Minute:Second):

e 2017-07-15 12:05:00

o If not query via time, please pass in 0

. . respectively

endTime End tlm(ei of | Strin Y o If query via time, please follow the format (Year-

recor & Month-Day Hour:Minute:Second):

e 2017-07-15 12:05:00

« Passed-in value of length should be positive

Integer between (0,1000]
o Ifnot pass in length value, default value will be
1000

e -1: All types of recognition records

o 0: Face recognition

1: Face&Card double authentication

(Face&Card-in-one)

: Face&Card comparison

: Card recognition

: Exit button

: Remote opening

: Password opening

: Face&Password double authentication

: Mask detection

: QR code opening

o 10: Card & temperature measuring

o 11: QR code recognition

o 12: Card and password recognition

« Not pass in model, default is -1

¢ 1: Ascending order via time

o Not pass in order, default as descending order via

Max.
length number in Int N 1000
each page

Types of

record Int N 1

model

O 001N D B~ W

order Sort order Strin N time
g o Pass in any value other than 1, then apply
descending order
index Page Int N Page starts from 0
Attendance status info
"attendance": {"attendanceld": 0,"attendanceStatus"
attendance Attendance Json N : "onDuty"}

status info
attendanceld: attendance status ID
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[ e

Example of return

{
"code": "LAN_SUS-0",
"data": {
"pagelnfo": {
"index": 0,
"length": 1000,
"size": 1,
"total": 3
},
"records": [
{
"aliveType": 1, //Whether is live 1: Non-live 2: Live
"cardNo": "362226199100", //Card number
"id": 5,
"identifyType": 1, //Type of recognition record, 1: Recognition success 2: Recognition failed
"isImgDeleted": 0, //Whether to delete on-site photos, 0 Not delete, 1 Delete
"isPass": true, //Whether have permission
"model": 0, //0 Face recognition, 1 Face&Card, 3: Card recognition
"name": "Jessi", //Name
"passTimeType": 3, //Whether pass the passTime permission (1: Pass, 2: Not pass, 3: Not
detect)

"path": "ftp://192.168.18.17:8010/IdentifyRecords/2019-09-
30/3_20190930150615865 rgb.jpg", //Connect ftp Device IP, to access directly

"permissionTimeType": 3, //Whether pass permissionTimeType permission (1: Pass, 2: Not
pass, 3: Not detect)

"personld": "3",

"recModeType": 1, //Recognition mode judgement 1: Mode is correct 2: Mode is incorrect

3:Not judge, STRANGERBABY, IDCARDBABY will appear under this condition

"recType": 1, //Recognition method 1: Local recognition 2: Cloud recognition

"state": 1, //Whether call-back is success 0: Call-back failed, 1. Call-back success

"time": 1569827175865, // Millisecond timestamp

"type": 0 //0 Success/Within time period. 1 Insufficient permission, 2 Recognition failed

"data":" {\"address\":\"No. xxx, xx County, xx City, Province
\" \"birthday\":\"19951122\" \"compareResult\":false,\"createTime\":1600426322501,\"id\":0,\"idNum\":\"3310811
9000000000\",\"issuingOrgan\":\"XXX\" \"name\":\"XXX\",\"nation\":\"Han\",\"photoPath\":\"ftp://...\",\"sex\":\"M
ale\",\"usefulLife\":\"2012.02.12-2022.02.12\"}"
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"msg": "Queried successfully ",

"result": 1,

"success": true

data

String

Remove the escape characters:

{
"address": " No. xxx, xx County, xx
City, Province ",
"birthday": "1995-11-22",
"compareResult": false,
"createTime": 1600426322501,
"d": 0’
"idNum": "33108119000000000",
"issuingOrgan": "XXX",
"name": "XXXH’
"nation": "Han",
"photoPath": "ftp://...",
"SCX"I llMaleH’
"usefulLife": "2012.02.12-2022.02.12"

Info on ID card

address: Family address,
birthday: Date of birth,
compareResult: Result of
comparison,

createTime: Time of recognition,
id: Non-sense,

idNum: ID number,
issuingOrgan: Place of issuing,
name: Name,

nation: Nationality,

photoPath: Photo on ID card,
sex: Gender,

usefulLife: Validity of ID card

Return specification

Attention: When use GET request, parameters are put in url, “#” has special meaning in url, “#” and character

strings behind are invalid; if pass in “#” in id parameters, error will be reported

Type Code msg Reason of trigger
LAN _EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Dewce is disabled, please enable Device is disabled, reject this
- it first before operating Interface
Common [LAN_EXP-1005 Device is busy, please try again Device is upgradmg, setting
erTOrS later network or in process of other tasks
LAN_EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pagsvyord error, please check its pass value is not the device
- validity password
LAN _EXP-1002 | pass parameter anomaly
Wrong spelling of parameter name,
LAN_EXP-3015 | personld parameter anomaly parameter missing, incorrect
Parameter . 2
anomaly parameter position in request, blank
LAN_EXP-3031| startTime parameter anomaly or carriage return in parameter
name, parameter value anomaly
LAN EXP-3032 | endTime parameter anomaly
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. startTime should be 0 or Year-
LAN EXP-3033 | startTime format error Month-Day Hour:Minute:Second
. endTime should be 0 or Year-
LAN _EXP-3034 | endTime format error Month-Day Hour:Minute:Second
LAN EXP-3035 endTime should be larger than endTime cannot be earlier than
- startTime startTime
LAN EXP-5007 | Illegal model parameter model is the value other than -1, 0,
- 1,2 and 3
lllegal LAN EXP-3016 | personld parameter cannot be null Incoming content of personld is null
parameters
Person ID (personld) allows
numbers -1, 0~9 and English Illegal characters contained in
LAN_EXP-3017 letters only, with the length personld
limitation of 255
length of display quantities in .
LAN EXP-3018 | each page is required as the ;)nzle:rgthslooo and length is
positive Integers among (0, 1000] &
Ptagl%te lt{l dex (r)n ust dbg t}lle Intt}fger Total number of pages is at least 1,
LAN EXPp-3019 | Startsfrom?®,andbe fess than and the first page is 0; index=0
- total number of pages. Total page:
X means the first page
Person ID not exists, please call . . .
Other LAN EXP-3009 | the Interface of personnel Thls personld is not in the personnel
. . library
registration first
LAN SUS-0 Number of corresponding [No recognition records meet query
- recognition records is 0 conditions
Correct
operations
LAN_ SUS-0 Queried successfully Recognition record queried successfully

5.2 Recognition Records Deletion

Request data
Method URL
POST http://Device IP:8090/newDeleteRecords

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain

| Parameter | Description | Type | Required | Default |

Additional explanation
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pass

Device
password

String

personld

Person ID

String

Delete recognition records of designated id
Pass in -1 to delete recognition records of all
personnel, including strangers

Pass in STRANGERBABY to delete all
stranger/failed recognition records

Pass in IDCARD to delete all Face&Card
comparison records

startTime

Start time of
record

String

To delete all face recognition records and on-
site photos within time period

Pass in 0 for startTime, and the default start
time is the earliest record; pass in 0 for
endTime, default end time is the latest record
Format of pass-in time is (Year-Month-Day
Hour:Minute:Second): 2017-07-15 12:05:00
To delete accurately, use unixtime

endTime

End time of
record

String

To delete all face recognition records and on-
site photos within time period

Pass in 0 for startTime, and the default start
time is the earliest record; pass in 0 for
endTime, default end time is the latest record
Format of pass-in time is (Year-Month-Day
Hour:Minute:Second): 2017-07-15 12:05:00
Use unixtime to delete accurately

model

Types of
record

Int

-1: All types of recognition records
0: Face recognition

1: Face&Card double authentication
(Face&Card-in-one)

2: Face&Card comparison

: Card recognition

: Exit button

: Remote opening

: Password opening

: Face&Password double authentication
: Mask detection

: QR code opening

10: Card&temperature measuring
11: QR code recognition

12: Card&password recognition
Not pass in model, default is -1

O 0 1O DN B~ W
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Example of postman

(LI LI

Example of return

{
"code": "LAN_SUS-0",
"data": "Number of recognition records to delete: 2",
"msg": "Deleted successfully",
"result": 1,
"success": true
H
Return specification
Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Dev1ce is disabled, please enable Device is disabled, reject this
- it first before operating Interface
Device is busy, please try again Device is upgrading, setting
Common [LAN EXP-1005 lat M tyag network or in process of other
errors atet tasks
LAN EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pagsvyord error, please check its pass value is not the device
- validity password
LAN EXP-1002 | pass parameter anomaly
Wrong spelling of parameter
LAN EXP-3015 | personld parameter anomaly hame, parameter missing,
Parameter ~ incorrect parameter position in
anomaly ) request, blank or carriage return
LAN EXP-3031 | startTime parameter anomaly in parameter name, parameter
value anomaly
LAN EXP-3032 [ endTime parameter anomaly
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. startTime should be 0 or Year-
LAN EXP-3033 | startTime format error Month-Day Hour:Minute:Second
. endTime should be 0 or Year-
LAN EXP-3034 | endTime format error Month-Day Hour:Minute:Second
endTime should be larger than endTime cannot be earlier than
LAN_EXP-3035 startTime startTime
Illegal .
parameters  |LAN EXP-5007 | Illegal model parameter model is the value other than -1,
0,1,2and 3
LAN EXP-3016 personld parameter cannot be Incoming content of personld is
- null null
Person ID (personld) allows
numbers -1, 0~9 and English Illegal characters contained in
LAN_EXP-3017 letters only, with the length personld
limitation of 255
Person ID not exists, please call . . .
LAN EXP-3009 | the Interface of personnel This persoqld is not in the
= . . personnel library
Others registration first
LAN EXP-5013 Database anom.aly, failed to Database unknown anomaly
- delete recognition records
Deleted successfully o
Corrept LAN SUS-0 G Nimber off dlelleitie Delqted recognition records and
operation resmilton rees 1 on-site photos successfully

5.3 Recognition Records Deletion (via Unix Millisecond Timestamp)

Request data
Method URL
POST http://Device IP:8090//newDeleteRecordsByUnixTime
Header domain
Parameter Description Type Required | Default Additional explanation
Content- Designate the request Strin v application/x-www-form-
Type type of media g urlencoded
Body domain
Parameter | Description | Type Required Default Additional explanation
Device .
pass password String Y
o Delete recognition records of
. designated id
personld Person ID String Y e Passin -1 to delete recognition records
of all personnel, including strangers
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Pass in STRANGERBABY to delete
all stranger/failed recognition records
Pass in IDCARD to delete all
Face&Card comparison records

startTime

Start time of
record

String

Delete all face recognition records and
on-site photos within time period

Pass in 0 for startTime, and the default
start time is the earliest record; pass in
0 for endTime, default end time is the
latest record

Format of pass-in time is:
1507773661000

endTime

End time of
record

String

Delete all face recognition records and
on-site photos within time period

Pass in 0 for startTime, and the default
start time is the earliest record; pass in
0 for endTime, default end time is the
latest record

Format of pass-in time is:
1507773661000

model

Types of
record

Int

-1: All types of recognition records
0: Face recognition

1: Face&Card double authentication
(Face&Card-in-one)

2: Face&Card comparison

3: Card recognition

4: Exit button

5: Remote opening

6: Password opening

7: Face&Password double
authentication

8: Mask detection

9: QR code opening

10: Card&temperature measuring
11: QR code recognition

12: Card&password recognition
Not pass in model, default is -1

Example of postman

v ]
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Example of return

{
"code": "LAN_SUS-0",
"data": "Number of recognition records to delete:2",
"msg": "Deleted successfully",
"result": 1,
"success": true
}
Return specification
Type Code msg Reason of trigger
LAN_EXP-1006 Fsrlil;porﬁ method is - not Method not matches with url
LAN_ EXP-1004 gle;];lceeiisﬁ(ilsstaséefg;g)e;:rea fing Device is disabled, reject this Interface
Common LAN EXP-1005 Device is busy, please try Device is upgrading, setting network or
errors - again later in process of other tasks
Password not set for Interface
LAN EXP-1003| services, please set password Device has not set password yet
first
LAN_EXP-1001 i:ss:;/i(érictiyerror, please check pass value is not the device password
LAN EXP-1002 | pass parameter anomaly
Wrong spelling of parameter name,
Parameter LAN_EXP-3015 | personld parameter anomaly parameter missing, incorrect parameter
anomal position in request, blank or carriage
Y LAN EXP-3031| startTime parameter anomaly return in parameter name, parameter
value anomaly
LAN EXP-3032( endTime parameter anomaly
. startTime should be 0 or Year-Month-
LAN EXP-3033 | startTime format error Day Hour:Minute:Second
. endTime should be 0 or Year-Month-
LAN EXP-3034 | endTime format error Day Hour:Minute:Second
Illegal LAN EXP-3035 endTime should be larger than endTime cannot be earlier than
parameters - startTime startTime
LAN _EXP-5007 | Illegal model parameter :rlloddjf Lis the value other than -1, 0, 1,2
LAN EXP-3016 Eigls onld parameter cannot be Incoming content of personld is null
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Person ID (personld) allows
numbers -1, 0~9 and English
letters only, with the length
limitation of 255

LAN EXP-3017 Illegal characters contained in personld

Person ID not exists, please

LAN_EXP-3009 | call the Interface of personnel This personld is not in the personnel

Others registration first library
LAN EXP-5013 Database anog%aly, failed to Database unknown anomaly
- delete recognition records
Deleted successfully o .
Corrept LAN SUS-0 "data":" Number of deleting Recognition records and on-site photos
operation - deleted successfully

recognition records: 1"

5.4 Face Recognition Records Query

Request data
Method URL
GET http://Device 1P:8090/ findRecords
Query domain
Parameter Description Type | Required | Default Additional explanation
pass Device password | String Y

¢ Query recognition records of designated id

o Pass in -1 to query recognition records of

personld Person ID String Y all personnel, including strangers

¢ Pass in STRANGERBABY to query all
stranger/failed recognition records

« Ifnot query by time, please pass in 0

Starttime of o If query by time, please follow the format

startTime record String Y (Year-Month-Day Hour:Minute:Second):
e 2017-07-15 12:05:00
o Ifnot query by time, please pass in 0
. Endtime of . o If query by time, please follow the format
endTime record String Y (Year-Month-Day Hour:Minute:Second):
e 2017-07-15 12:05:00
Max. number in ¢ Passin -1, not paging
length each page nt Y o Ifnot pass in -1, make sure is larger than 0
index Page Int Y Page, starts from 0
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Example of postman

<]

[ <M< <M<|
Y 8 | B E|F

&l

slonTineType” 2, "personTe” = 17800478862 1404583281 TEIT0AFFI2T",
owTine": 1569555237603, "state” 11, "type®: 131, 'msg”  “TEEIHEEA" L

Example of return

{
"code": "LAN_SUS-0",
"data": {
"pagelnfo": {
"index": 0,
"length": 1000,
"size": 1,
"total": 3
},
"records": [
{
"aliveType": 1, //Whether is live or not 1: Non-live 2: Live
"cardNo": "362226199100", //Card number
"id": 5’
"identifyType": 1, //Type of recognition record, 1: Recognition success 2: Recognition failed
"isImgDeleted": 0, //Whether to delete on-site photos, 0 Not delete, 1 Delete
"isPass": true, //Whether have permission
"model": 0, //0 Face recognition, 1 Face&Card, 3 Card recognition
"name": "Jane", //Name
"passTimeType": 3, // Whether pass the passTime permission (1: Pass, 2: Not pass, 3: Not
detect)

"path": "ftp://192.168.18.17:8010/IdentifyRecords/2019-09-
30/3_20190930150615865 rgb.jpg", // Connect ftp_Device IP, to access directly

"permissionTimeType": 3, // Whether pass permissionTimeType permission (1: Pass, 2: Not
pass, 3: Not detect)

"personld": "3",

"recModeType": 1, // Recognition mode judgement 1: Mode is correct 2: Mode is incorrect
3:Not judge, STRANGERBABY, IDCARDBABY will appear under this condition

"recType": 1, // Recognition method 1: Local recognition 2: Cloud recognition

"state": 1, // Whether call-back is success 0: Call-back failed, 1. Call-back success

"time": 1569827175865, // Millisecond timestamp

"type": 0 //0 Success/Within time period. 1 Insufficient permission, 2 Recognition failed

¥
1
}s
"msg": "Queried successfully",
"result": 1,

"success": true
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Return specification

Attention: When use GET request, parameters are put in the url, “#” has special meaning in url, “#” and the
character strings behind it are invalid, if pass in “#” for id parameters, error will be reported

Type Code msg Reason of trigger
LAN_EXP-1006 | The XX method is not supported. Method not matches with url
AN EXP-1004 Device is dlsableq, please enable it Device is disabled, reject this
- first before operating Interface
Common ILAN EXP-1005 Device is busy, please try again Deylce is upgrading, setting network
- later or in process of other tasks
errors
LAN EXP-1003 Passyv ord mnot set for Interface Device has not set password yet
services, please set password first
LAN_EXP-1001 Pas.sv.vord error, please check its pass value is not the device password
validity
LAN_EXP-1002 | pass parameter anomaly
LAN EXP-3015 | personld parameter anomaly
Wrong spelling of parameter name,
LAN_EXP-5016 | length parameter anomaly parameter missing, incorrect
Parameter - .
anomaly . parameter position in request, blank
LAN EXP-5017 | index parameter anomaly or carriage return in parameter name,
parameter value anomaly
LAN _EXP-3031 | startTime parameter anomaly
LAN_EXP-3032 | endTime parameter anomaly
. startTime should be 0 or Year-
LAN EXP-3033 | startTime format error Month-Day Hour:Minute:Second
LAN EXP-3034 | endTime format error endTime Sho}ﬂd be 0 or Year-Month-
Day Hour:Minute:Second
LAN EXP-3035 endTlme should be larger than endTlme cannot be earlier than
- startTime startTime
lllegal LAN EXP-3016 | personld parameter cannot be null Incoming content of personld is null
parameters
Person ID (personld) allows
numbers -1, 0~9 and English letters | Illegal characters contained in
LAN_EXP-3017 only, with the length limitation of personld
255
length of display quantities in each ..
LAN EXP-3018 | page is required as the positive length must be positive Integer larger
than 0
Integers among (0, 1000]
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Page index is the Integer starts from | Total page is at least 1, and the first
LAN EXP-3019 | 0 and must be smaller than the total | page is 0; index=0, means the first
page. Total pages: X page
LAN_ EXP-3009 Person ID not exists, please cal.l the This personld is not in the personnel
Other Interface of personnel registration .
library
first
RIS 8 Yy AT No recognition records meet the que
LAN SUS-0 corresponds to this query condition is €08 query
Correct 0 condition
operations
LA SUSD | Gusted cusesssiilly Face recognition record queried
successfully

5.5 Face Recognition Records Deletion

Request data
Method URL
POST http://Device IP:8090/deleteRecords

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of Stri application/x-www-form-
; tring Y
Type media urlencoded
Body domain
Parameter | Description | Type | Required | Default Additional explanation
Device .
pass password String Y
¢ To delete all face recognition records and on-
time Endtime of Strin v site photos within time period
record & « Format of pass-in time is (Year-Month-Day
Hour:Minute:Second): 202017-07-15 12:05:00
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Example of postman

[+

Example of return

"data": "Number of recognition records to delete: 2",

{
"code": "LAN_SUS-0",
"msg": "Deleted successfully"”,
"result": 1,
"success': true

}

Return specification

Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Device is dlsabled_, please enable it Device is disabled, reject this
- first before operating Interface
Common ILAN EXP-1005 Device is busy, please try again Deylce is upgrading, setting network
- later or in process of other tasks
errors
LAN_EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pagsvyord error, please check its pass value is not the device password
validity
LAN _EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
parameter missing, incorrect
Parameter .
anomaly ) parameter position in request, blank or
LAN _EXP-2051 | time parameter anomaly carriage return in parameter name,
parameter value anomaly
. time should be 0 or Year-Month-Day
Illegal LAN_EXP-3029 | time format error Hour:Minute:Second
parameters
LAN EXP-3038 | time parameter cannot be null Incoming time parameter is null
Correct Recognition records and on-site
operation LRl Dl smssssilty photos deleted successfully
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5.6 Face Recognition Records Deletion (via Unix Millisecond Timestamp)

Request data
Method URL
POST http://Device IP:8090/ deleteRecordsByUnixTime
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter | Description | Type | Required | Default Additional explanation
ass Device Strin Y
P password &
Endtime of o To delete all face recognition records and on-
unixTime record String Y site photos before the uploading date and time
o Format of pass-in time is: 1507773661000

Example of postman

Example of return

{
"code": "LAN_SUS-0",
"data": "Number of recognition records to delete: 2",
"msg": "Deleted successfully",
"result": 1,
"success": true
©

Return specification

Reason of trigger

LAN _EXP-1006 | The XX method is not supported. Method not matches with url
Common
errors LAN EXP-1004 Device 1s dlsableq, please enable it Device is disabled, reject this
- first before operating Interface
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. . Device is upgrading, setting network
LAN_EXP-1005 | Device is busy, please try again later or in process of other tasks
LAN_ EXP-1003 Passyv ord mot set for Interface Device has not set password yet
services, please set password first
LAN _EXP-1001 Pas_sv_vord error, please check its pass value is not the device password
validity
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
parameter missing, incorrect
Parameter o2
anomaly o parameter position in request, blank
LAN _EXP-5014 | unixTime parameter anomaly or carriage return in parameter name,
parameter value anomaly
LAN_EXP-5015 | unixTime format error quTlme should be millisecond
Illegal - timestamp
parameters
LAN EXP-5018 | unixTime parameter cannot be null Incoming unixTime parameter is null
Correct Recognition records and on-site
operation (LI IO Dkl smeesslly photos deleted successfully

5.7 Card Recognition Records Query

Request data
Method URL
GET http://Device IP:8090/ findICRecords

Query domain

Parameter Description Type | Required | Default Additional explanation
pass Device password | String Y
o Query recognition records of designated id
o Passin -1 to query recognition records of all
personld Person ID String Y personnel, including strangers
o Pass in card that is failed to be recognized,
no card recognition record will be generated
« Ifnot query by time, please pass in 0
. Starttime of . o If query by time, please follow the format
startTime record String Y (Year-Month-Day Hour:Minute:Second):
e 2017-07-1512:05:00
o Ifnot query by time, please pass in 0
. Endtime of . o If query by time, please follow the format
endTime record String Y (Year-Month-Day Hour:Minute:Second):
e 2017-07-1512:05:00
. e Passin -1, not paging
length Max. number in Int Y e Ifnot pass in -1, make sure that is larger
each page
than 0
index Page Int Y Page starts from 0
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Example of postman

Ao @@a

Example of return

{
"code": "LAN_SUS-0",
"data": {
"pagelnfo": {
"index": 0,
"length": 1000,
"size": 1,
"total": 3
},
"records": [
{
"aliveType": 1, //Whether is live 1: Non-live 2: Live
"cardNo": "362226199100", //Card number
"id": 5,
"identifyType": 1, //Type of recognition record, 1: Recognition success 2: Recognition failed
"isImgDeleted": 0, //Whether to delete on-site photos, 0 Not delete, 1 Delete
"isPass": true, //Whether have permission
"model": 0, //0 Face recognition, 1 Face&Card, 3: Card recognition
"name": "Jessi", //Name
"passTimeType": 3, //Whether pass the passTime permission (1: Pass, 2: Not pass, 3: Not
detect)

"permissionTimeType": 3, //Whether pass the permissionTime permission (1: Pass, 2: Not
pass, 3: Not detect)
"path": "ftp://192.168.18.17:8010/IdentifyRecords/2019-09-
30/3_20190930150615865 rgb.jpg", //Connect ftp Device IP, to access directly
"personld": "3",
"recModeType": 1, //Recognition mode judgement 1: Mode is correct 2: Mode is incorrect 3:
Not judge, STRANGERBABY, IDCARDBABY will appear under this condition
"recType": 1, //Recognition method 1: Local recognition 2: Cloud recognition
"state": 1, //Whether call-back is success 0: Call-back failed, 1. Call-back success
"time": 1569827175865, //Millisecond timestamp
"type": 0 //0 Success/Within time period. 1 No permission, 2 Recognition failed

H
]
3
"msg": "Queried successfully",
"result": 1,
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"success": true

}

Return specification

Attention: When use GET request, parameters are put in the url, “#” has special meaning in url, “#” and the

character strings behind it are invalid, if pass in “#” for id parameters, error will be reported

Type Code msg Reason of trigger
LAN EXP-1006 The XX method is not supported. Method not matches with url
LAN_EXP-1004 Device is d1sableq, please enable it Device is disabled, reject this Interface
- first before operating
Common ILAN EXP-1005 Device is busy, please try again Dewce is upgrading, setting network or
- later in process of other tasks
errors
LAN_EXP-1003 Pass_w ord mot set for Interface Device has not set password yet
services, please set password first
LAN EXP-1001 Pagsvyord error, please check its pass value is not the device password
validity
LAN_EXP-1002 pass parameter anomaly
LAN _EXP-3015 personld parameter anomaly
Wrong spelling of parameter name,
P LAN_ EXP-5016 length parameter anomaly parameter missing, incorrect parameter
arameter = o )
anomaly ) position in request, blank or carriage
LAN EXP-5017 index parameter anomaly return in parameter name, parameter
value anomaly
LAN EXP-3031 startTime parameter anomaly
LAN EXP-3032 endTime parameter anomaly
LAN_EXP-3033 startTime format error startTime ‘sh(_)uld ‘t.>e 0 or Year-Month-
Day Hour:Minute:Second
LAN EXP-3034 | endTime format error endTime should be 0 or Year-Month-
Day Hour:Minute:Second
LAN EXP-3035 endTlme should be later than endTlme cannot be earlier than
- startTime startTime
lllegal LAN EXP-3016 personld parameter cannot be null Incoming content of personld is null
parameters
Person ID (personld) allows
numbers -1, 0~9 and English . .
LAN EXP-3017 letters only, with the length Illegal characters contained in personld
limitation of 255
length of display quantities in each o
LAN EXP-3018 page is required as the positive length must be positive Integer larger
than 0
Integers among (0, 1000]
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Page index is the Integer starts
LAN EXP-3019 from 0 and must be smaller than
the total page. Total pages: X

Total page is at least 1, and the first
page is 0; index=0, means the first page

Person ID not exists, please call
Other LAN_EXP-3009 | the Interface of personnel
registration first

This personld is not in the personnel
library

Number of recognition records

LAN_SUS-0 corresponds to this query
Correct condition is 0

operations

No recognition records meet the query
condition

LAN_SUS-0 Qeried smsemsilly Face recognition record queried

successfully
5.8 Card Recognition Records Deletion
Request data
Method URL
POST http://Device IP:8090/ deletel CRecords
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate request type of . application/x-www-form-
; String Y
Type media urlencoded
Body domain
Parameter | Description | Type Required Default Additional explanation
Device .
pass password String Y

o To delete all card recognition records
before passing date and time

time Timeline String Y o Pass-in time format is (Year-Month-
Day Hour:Minute:Second):

e 202017-07-15 12:05:00

Example of postman

Example of return

{
"code": "LAN_SUS-0",

"data": "Number of recognition records to delete: 2",

183

4 .
\ )) SEC.RU KopoTkuit nyTb K MHdopMaLmm CkayaHo c sec.ru




RUSGUARD
V.4.0.22

"msg": "Deleted successfully"”,
"result": 1,
"success': true

H
Return specification
Type Code msg Reason of trigger
LAN_EXP-1006 | The XX method is not supported. Method not matches with url
LAN EXP-1004 Dev1ce is disabled, please enable Device is disabled, reject this Interface
it first before operating
Common ILAN EXP-1005 Device is busy, please try again Deylce is upgrading, setting network
- later or in process of other tasks
errors
LAN EXP-1003 Passyv ord not set for Interface Device has not set password yet
services, please set password first
LAN_EXP-1001 Pas.sv.vord error, please check its pass value is not the device password
validity
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
parameter missing, incorrect
Parameter 2
anomaly . parameter position in request, blank or
LAN EXP-2051 | time parameter anomaly carriage return in parameter name,
parameter value anomaly
. time should be 0 or Year-Month-Day
Illegal LAN_EXP-3029 | time format error Hour:Minute:Second
parameters
LAN EXP-3038 | time parameter cannot be null Incoming time parameter is null
Corrept LAN_SUS-0 Doletedsntcessiully Card recognition records deleted
operation successfully

5.9 Card Recognition Records Deletion (via Unix Millisecond Timestamp)

Request data

Method URL
POST http://Device IP:8090/ deletelCRecordsByUnixTime
Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request . L
Type type of media String Y application/x-www-form-urlencoded
Body domain
Parameter Description Type | Required | Default Additional explanation
pass Device password String Y

To delete all card recognition records
before passing date and time

Pass-in time format is:
1507773661000

unixTime Endtime of record | String Y
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Example of postman

Example of return

{
"data": "Number of recognition records to delete: 1",
"msg": "Deleted successfully”,
"result": 1,
"success": true
b
Return specification
Type Code msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN_EXP-1004 Device is dlsabled_, please enable it Device is disabled, reject this Interface
first before operating
Common |LAN EXP-1005 Device is busy, please try again Dewce is upgrading, setting network or
- later in process of other tasks
errors
LAN EXP-1003 Passyv ord mot set for Interface Device has not set password yet
services, please set password first
LAN _EXP-1001 Pas.sv.vord error, please check its pass value is not the device password
validity
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
parameter missing, incorrect parameter
Parameter e .
anomaly o position in request, blank or carriage
LAN _EXP-5014 | unixTime parameter anomaly return in parameter name, parameter
value anomaly
LAN_EXP-5015 | unixTime format error qnlelme should be millisecond
Ilegal timestamp
parameters
LAN EXP-5018 | unixTime parameter cannot be null | Incoming unixTime parameter is null
Corre_ct LAN SUS-0 Bl suaesseillly Card recognition records deleted
operation - successfully
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VI. Heartbeat Mechanism

Attention: All Hisilicon devices support this mechanism, and several versions of Android devices
support it.

Call the LAN device interface in public network via the following 3 interfaces.

Operating Steps:

Step 1:

Device can query the server in every 1min via Device Heartbeat Call-back Interface. The server
will return the value of true or false to the Device Heartbeat Call-back Interface. true: the task will be
transferred to the URL Interface of Obtaining Tasks; false: judge as no tasks, no need to process.

Step 2:

When the device receives the true value via Heartbeat call-back interface, call the URL Interface of
Obtaining Tasks to pass in related parameters to call the interface.

Step 3:

When the device finishes the task, it will call the Call-back Interface of Task Processing Results to
return processing results. true: this task is successfully processed, can continue the next one, and the
workf flows to URL Interface of Obtaining Tasks to process tasks. false: this task has not been
finished, cannot continue the next one, no need to process.

Flow Chart
Device Hearbeat
false Server call-back
True
o !
- Query if there are tasks to process =
o Call-back of task
Server - all-back of task  le—

processing

true: with task, return interface name + parameters

Return processing result; :
and query if there are other tasks '

Call-back of task
processing result

true: the last task finished, continue the next one

No need to
process
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6.1 Device Heartbeat Callback

Request data
Method URL
http://Device 1P:8090/setDeviceHeartBeat
Header domain
Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter | Description Type | Required | Default Additional explanation
pass Device String Y
password
Device will request following fields via POST
from the interface in every 1 minute: deviceKey,
time, ip, personCount, faceCount and version,
Refer to Instruction for Call-back Fields
Pass in null content will clear call-back address,
then successful recognition will not do the
url Platform String Y callback anymore
address
Call-back URL requires meeting regular
expression:String check =
"((http|ftp|https)://)(([a-zA-Z0-9\\._-]+\\.[a-zA-
Z1{2,6})|([0-91{1,3}\\.[0-9]{1,3}\\.[0-9]
{L,3}\.[0-9]{1,3}))(:[0-9]{1,4})*(/[a-zA-ZO-
MN&Y% \/—~-T¥)?"
Unit of Not pass in or pass in null, default heartbeat
. heartbeat Interval will be 60s by default
interval interval: Int N 60 Suggested range: 1~3}é005
second It is suggested to set over 5s

Example of postman

Example of return

{
"code": "LAN_SUS-0",
"data": "http://192.168.16.250:8888/lan/heartBeatCallback",
"msg": "Set successfully"”,
"result": 1,
"success': true
¥
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Field specification of device heartbeat call-back parameter

Parameter Type Description Example
deviceKey String | Device serial number "deviceKey":"84EO0F4200CA602FA"
time String }[\idrri};isecond timestamp of device current "ime""1537236693823"
ip String | Current device IP address "ip":"192.168.20.66"
personCount String | Number of people on the device "personCount":"2"
faceCount String | Number of photos on the device "faceCount":"3"
version String | Device serial number "version":"3.6203"
freeDiskSpace String | Free space of Disk, unit: M "freeDiskSpace":"4546.56"
cpuUsageRate String | CPU usage rate, unit: % "cpuUsageRate":"46.206898"
cpuTemperature String | CPU temperature, unit: °C "cpuTemperature":"76.0"
memoryUsageRate | String | Memory usage rate, unit: % "memoryUsageRate":"76.206898"
deviceName String | Device name "deviceName":"Real Intelligent"
SDKVersion String | Version number of device algorithm "SDKVersion":"102”
isDisable String | Disable/Enable state ]]giseli?lei:"';isil))iiszz:)lile?'::"'} 11:;11:2"

Return specification

Type Code | msg Reason of trigger
LAN EXP-1006 | The XX method is not supported. Method not matches with url
LAN_EXP-1004 Device is dlsabled, please enable it Device is disabled, reject this Interface
- first before operating
Common | LAN EXP-1005 | Device is busy, please try again later Dev1ce is upgrading, setting network or
in process of other tasks
errors Password not set for Interface
LAN EXP-1003 . Device has not set password yet
services, please set password first
LAN_EXP- | Password error, please check its . .
S pass value is not the device password
1001 validity
LAN EXP-1002 | pass parameter anomaly Wrong spelling of parameter name,
parameter missing, incorrect
Parameter arameter position in request, blank or
anomaly | LAN EXP-2061 | url parameter anomaly para post] quest,
carriage return 1n parameter name,
parameter value anomaly
LAN EXP-2064 Please input the url address of correct | url addr'ess does not meet regular
Illegal - format expression
parameter LAN _EXP-2295 | Illeagal Interval parameter iggegrgal parameter is not within the
Corrept LAN SUS-0 Set successfully Call-back address set successfully
operation —
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6.1.1 Instruction for Heartbeat Data that Device Sent to <Report Platform
Address>

Attention: Data reported to the platform will be saved in both url and body; data in url is in form of key-value-
pair, and data in body is in Json format. There are differences in reported data in Android devices.

Parameter Type Description
deviceKey String Exclusive mark of device
time String Current timestamp of device
ip String Current [P addressof device
personCount String Number of registered personnel in device
faceCount String Number of registration photos in device
version String Device version number
freeDiskSpace String Remaining disk space, unit: M
cpuUsageRate String Usage rate of CPU, unit: %
cpuTemperature String CPU temperature, unit: °C
memoryUsageRate String Usage rate of memory, unit: %
deviceName String Device name
SDKVersion String Version of algorithm
isDisable String Disabled/Enabled state

Display of real-time data

{
"SDKVersion": "190929",

"cpuTemperature": "38.442623",
"cpuUsageRate": "25.000000",
"deviceKey": "84EOF423AFA7527A",
"deviceName": "Please set company name",
"faceCount": "0",

"freeDiskSpace": "5731",

"ip": "192.168.74.232",

"isDisable": "false",
"memoryUsageRate": "57.088196",
"personCount": "0",

"time": "1583500727712",

"version": "LIN-V5.0197"

H
6.1.2 Instruction for Heartbeat Data that <Platform Address> Responds to
Device
{
"result": true
H
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Receive handling results of tasks, and return immediately.

Attention: Device will start to request for obtaining task interface only when it returns “true”. If receives
“false”, it will not request for task interface.

6.2 Address Setting for Obtaining Tasks (SetTaskInterfaceAddress)
Request data

Method URL
http://Device IP:8090/setTaskInterfaceAddress

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter | Description | Type | Required | Default Additional explanation
pass Device String Y
password

Device will request following fields via POST
from the interface in every 1 minute: deviceKey,
time, ip, personCount, faceCount and version,
Refer to Instruction for Call-back Fields
Pass in null content will clear call-back address,
then successful recognition will not do the callback

url Platform String Y anymore

address

Call-back URL requires meeting regular
expression:String check =
"((http|ftp|https)://)(([a-zA-Z0-9\\._-]+\\.[a-zA-
Z1{2,6HI([0-91{1,3}\\.[0-91{1,3}\\.[0-9] {1,3}\\.[0-
I{L,3})(:[0-9]{1.,4})*(/[a-zA-Z0-IN&% \\./-
~]9)?2"

Example of postman

POST v  hupi/f192.168.74.130:8000/setTaskInterfaceAddress “
P Authorization {eaders (9] re-request Script ests 5 [

none form-data ® x-www-form-urlencoded bina GraphQL
KEY VALUE DESCRIPTION
u hetp 168.79.192:2010/api/Taskinfo

y
4
|

192.168.79.192:80818/api/TaskInfo",

uccessfully”,
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Example of return

"code":"LAN_SUS-0",
"data":"http://www.baidu.com",
"msg":"Set successfully",
"result":1,

"success'":true

6.2.1 Instrcution for Parameter Fields that Device Requests for <Platform
Address>

Attention: Data is in the body.

Parameter Type Description

deviceKey String Exclusive mark of the device

Data example

{
}

", <

"deviceKey": “XXxXxxX”’

6.2.2 Example of [Task Data] Obtained from the Requesting <Report
Address>

Attention: Parameters under heartbeat mechanism should keep consistent with that in LAN interfaces, if there
are differences between parameters in task data example and LAN interface parameters, please subject to

parameters in LAN interfaces. Task data is in Json format, fixed parameters are as follows:

Parameter Description Type | Required | Default Additional explanation
taskNo Name of task String Y Custom naming
url Platform address | String Y setPassWord
result Whether to Boolean Y Default as true
handle

Other parameters will be attached behind fixed parameters.

(1) <2.1 Set Device Password (setPassWord) >

The returned task data is as follow:

{
"oldPass": "test1234",
"newPass": "test1234",
"taskNo": "task21",
"interfaceName": "setPassWord",
"result": true

}
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[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y setPassWord
interface
Whether needs to .
result be handled Boolean Y Default is true

e New devices or reset devices,

v before call other interfaces, need
to set initialization password first,
and then pass in same value of
oldPass and newPass

e When change the password,
respectively pass in new and old

newPass New password String Y password

o There is no need to pass in pass
when call this interface

e Password cannot be null or blanks

oldPass Old password String

(2) <2.2 Obtain Serial Number (getDeviceKey)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of interface String Y getDeviceKey
Whether needs to .
result be handled Boolean Y Default is true

(3) <2.3 Configure Device (setConfig)>

The returned task data is as follow:
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"interfaceName": "setConfig",
"result": true

}

[Task Data] Fields Instruction

Parameter

Description

Type

Required

Default

Additional explanation

taskNo

Name of task

String

Y

Custom the name

interfaceName

Name of
interface

String

Y

setConfig

result

Whether to be
handled

Boolean

Default as true

config

Configuration
collections

JSON

e Pass in {} for config, all configuration
parameters will be restored to default
e Pass in 100 for XXType, custom
parameter XXContent is essential
o Other parameters are not essential, if
not pass in, retain the previous value
e Example for Json:
{
"recModeCardEnable": 2,
"recModeCardFaceEnable": 1,
"recModeCardFaceHardware": 1,
"recModeCardFacelntf": 2,
"recDoubleValue":70,
"recModeCardHardware": 1,
"recModeCardIntf": 2,
"recModeCardPhoto": 1,
"identifyDistance": 1,
"recRank": 3,
"saveldentifyTime": 0,
"delayTimeForCloseDoor": 500,
"multiplayerDetection": 1,
"recModeFaceEnable": 2,
"identifyScores": 80,
"recModeldcardFaceEnable": 2,
"recModeldcardFaceHardware": 3,
"recModeldcardFacelntf™: 1,
"recCardFaceValue": 30,
"showDeviceKey": 2,
"showlIp": 2,
"showPeopleNum": 2,
"serialOutContent":
"strangerwarning",
"serialOutMod": 100,
"displayModStrangerContent":
"Stranger, attention",
"displayModStrangerType": 100,
"recStrangerType": 2,
"relaySwitch": 0,
"recStrangerTimesThreshold": 3,
"ttsModStrangerContent": "Hello,
stranger",
"ttsModStrangerType": 100,

n.mm

"recFailWiegandContent": "",
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"recFailWiegandType": 1,
"recNoPerComModeContent": "",
"recNoPerComModeType": 2,

"recNoPerDisplayText1Content":

"nn

"recNoPerDisplayText1 Type": 1,
"recNoPerDisplayText2Content":
"recNoPerDisplayText2Type": 1,
"recNoPerRelayType": 2,
"recNoPerTtsModeContent": "",
"recNoPerTtsModeType": 1,
"recNoPerWiegandContent": "",
"recNoPerWiegandType": 1,
"comModContent": "hello",
"comModType": 100,
"displayModContent": " {name}
welcome",
"displayModType": 100,
"recSucDisplayText2Content": "",
"recSucDisplayText2Type": 1,
"isOpenRelay": 1,
"ttsModType": 100,
"ttsModContent": " {name}",
"wg": "#WG{id}#",
"recSucWiegandContent": "",
"recSucWiegandType": 1,
"scrDisplayTextl Content": "",
"scrDisplayText] Type": 1,
"companyName": "My test",
"scrDisplayText2Content": "",
"scrDisplayText2Type": 1,
"whitelist": 1,
"wglnputType": 1,
"wglnputContentType ": 1

}
(4) <2.4 Query Configuration (devioce/config)>
The returned task data is as follow:
{
"taskNo": "task24",
"interfaceName": "device/config",
"result": true
H
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y device/config
interface
result Whether to be Boolean Y Default as true
handled
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(5) <2.5 Configure Recognition Mode (device/setldentifyModel)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of String Y device/setldentifyModel
e interface
result Whether to be Boolean Y Default as true
handled
Example of Json:
{
"recModeFaceEnable":2,
"recModeCardEnable":2,
"recModeCardIntf":2 ,
"recModeCardHardware": 1,
Configuration "recModeCardFaceEnable": 1,
collection of "recModeCardFacelntf": 2
fi .. J Y ’
contig recognition son "recModeCardFaceHardware": 1,
modes "recModeldcardFaceEnable":1,
"recModeldcardFacelntf™: 3,
"recModeldcardFaceHardware": 2,
"recCardFaceValue":30,
"recDoubleValue":70,
"repeatRegEnable":1,
"reglnterval":2000
}

The returned task data is as follow:
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{
"relaySwitch": 1,
"serialOutMode": 2,
"serialOutContent": "TestSN",
"weigenContent": "#26WG2131#",
"taskNo": "task26",
"interfaceName": "setStrangerOutInfo",
"result": true
¥
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y setStrangerOutInfo
interface
result Whether to be Boolean Y Default as true
handled
Relay e Within custom 0: Close
relaySwitch switching Int Y 1 e 1: Open (Open the door with relay
value in 2nd generation devices)
Type of e 0:Close . .
serialOutMode Serial-port Int Y 1 « LOp n (Open the dpor Wlt.h serial
output port in 1st generation devices)
e 2:Custom.
o Custom content of serial-port
Custom output. Allow numbers, English
serialOutContent content of String Y . and English characters only, with
Serial port the length limitation of 255
characters.
o Custom content of Wiegand. Pass-
in format of custom content:
e Wiegand 26: #26WG+random
numbers#
e Wiegand 34: #34WG+random
numbers#
Custom o Wiegand 26: #WG+random
weigenContent content of String Y . numbers#.
Wiegand « Attention: Range of Wiegand 26 is

1-65535, effective range is 5-digit;
the range of Wiegand 34 is 1-
4294967295, effective range is 10-
digit. If exceeds the range, output
signal will be converted and output
ineffective signal.

(7) <2.7 Hide IP. Device Serial Number, Number of Users (widgetConfig)>
The returned task data is as follow:

{
"showlIp": 0,
"showDeviceKey": 0,
"showPeopleNum": 0,
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"taskNo": "task27",
"interfaceName": "widgetConfig",
"result": true

}

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of . .
o interface String Y widgetConfig
result Whether to be Boolean Y Default as true
handled
showlp Device IP Int Y 0 0 D¥sp1ay (by default)
1: Hide
showDevice Device serial 0: Display (by default)
Int Y 0 .
Key number 1: Hide
showPeopleN Users/Photos Int % 0 0: D¥splay (by default)
um 1: Hide
(8) <2.8 Change Logo (changeLogo)>
The returned task data is as follow:
{
"imgBase64": "....",
"taskNo": "task28",
"interfaceName": "changelLogo",
"result": true
}
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of .
o interface String Y changeLogo
result Whether to be Boolean Y Default as true
handled
Without the header, for example:
data:image/jpg;base64,
Pass in-1 means to clear img2 set
Base64 code before, and display no image by
imgBase64 strings of logo String Y default
a There is no limitation for the image
£¢ size, but it will be zipped to the size
of 1:1 at last. Oversize is not
suggested.
SupportsJPG, PNGand JPEG image
(9) <2.9 Change img1 (device/img1)>
The returned task data is as follow:
"base64": "....",
"taskNo": "task29",
198
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"interfaceName": "device/imgl1",
"result": true

}

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of String Y device/imgl
e interface
result Whether to be Boolean Y Default as true
handled
Without the header, for example:
data:image/jpg;base64,
Pass in-1 means to clear img2 set
before, and display no image by
Base64 code . default
base64 string of img1 String Y There is no limitation for the image
size, but it will be zipped to the size
of 1:1 at last. Oversize is not
suggested.
SupportsJPG, PNGand JPEG image

(10) <2.10 Change Image of Forbidden Interface (device/disableImg)>

The returned task data is as follow:

"interfaceName": "device/disableImg",

{
"base64": ".....",
"taskNo": "task210",
"result": true

}

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y device/disablelmg
interface
result Whether to be Boolean Y Default as true
handled
Without header, for
example:data:image/jpg;base64,
Pass in-1 means to clear img2 set
Base64 code before, and display no image by
string of device . default
base64 fo%‘bidden String Y There is no limitation for the image
interface size, but it will be zipped to the size
of 1:1 at last. Oversize is not
suggested.
SupportsJPG, PNGand JPEG image

(11) <2.11 Change Screen Direction (setScreenOrt)>

The returned task data is as follow:
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[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of String Y setScreenOrt
e interface
result Whether to be Boolean Y Default is true
handled
o Default as Landscape, 1: Landscape,
2: Portrait
o Call the interface, manually power off
orientation Scree.:n String v ’ gnd restart in 3s, or gall the. resta_rt
direction interface, screen direction setting will
take effect after restart
o The change of screen direction only
takes effect on 1st generation devices

(12) <2.12 Configure Wired Network (setNetInfo)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of String Y setScreenOrt
e interface
result Whether to be Boolean Y Default as true
handled

Device is in DHCP mode by default, to

obtain I[P address automatically

o Pass in 1: Configure device as DHCP
mode, auto obtain dynamic IP, no

isDHCPMod Seleli:ltolgglCP Int Y need to pass in other parameters.

e Pass in 2: Custom network
configuration, manually set static IP,
must pass in other parameters and
cannot be null except for subnetMask
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Device network is smooth, then will
auto refresh IP address every minute
. . . Pass in ip field name in lower case, ip
P ip address String NY cannot be larger than 255
gateway Gateway String N/Y
subnetMask Subnet mask String N
DNS DNS server String NY

(13) <2.13 Configure Wireless Network (setWifi)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of String v setWifi
[ interface
result Whether to be Boolean Y Default as true
handled
Json example:
¢ Autp obtain IP
{"ssId":"TP-
LINK _E2.4G","pwd":"test-
Information 1234","isDHCPMod":true}
. collection of o Fixed IP
wifiMsg wireless Json Y {"ssld":"TP-
configurations LINK E2.4G","pwd":"test-
1234","isDHCPMod":false,"ip":"192
.168.20.66","gateway":"192.168.20.1
""dns":"8.8.8.8","subnetMask":"255
.255.255.0"}

(14) <2.14 Set Device Time (setTime)>

The returned task data is as follow:
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"interfaceName": "setTime",
"result": true

}

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of String v setTime
€ interface
result Whether to be Boolean Y Default as true
handled
After successful configuration, device
will refresh its time (refresh every
minute) and apply the configured time
If device does not connect the public
network, the time will be set and
. Unix millisecond . increase in accordance
timestamp . String Y
timestamp
If device connects the public network,
device has the time-proofing
mechanism, that will proof every 1
minute, device time will keep in line
with network time.

(15) <2.15 Set Standby Time of Screen Protector (ScreenSaverTime)>

The returned task data is as follow:

{
"time": 5,
"taskNo": "task215",
"interfaceName": "device/screenSaverTime",
"result": true
H
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y device/screenSaverTime
interface
result Whether to be Boolean Y Default as true
handled
Set the standby time as 3min by default,
unit in minute.
Pass in value between 1-60 for time
Enter standby parameter, call the interface, and exit
. time of screen the screen protector and back to the
time . Int Y . . . .
protector (unit: recognition interface (if already is
minute) recognition interface, then the interface
will not change), carry out the setting of
standby time
Upper limit of time is 60min
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(16) <2.16 Restart the Device (restartDevice)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y restartDevice
interface
result Whether to be Boolean Y Default as true
handled

(17) <2.17 Reset the Device (device/reset)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of String Y device/reset
e interface
result Whether to be Boolean Y Default as true
handled

Delete all recognition records,
registration photos, on-site photos,
personnel information and features on
the device, clear all database

Pass in true, delete all information
above, and delete all configured device
attributes

delete Choose to delete | Boolean Y Pass in false, delete all information
above, but not delete configured device
attributes: device configuration, device
password, imgl, img2, forbidden image,
wired/wireless network configuration,
device time, screen protector time, call-
back address, hide system switch icon,
logs
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(18) <2.18 Disable/Enable Device (device/disable)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y device/disable
interface
result Whether to be Boolean Y Default as true
handled
true: disable, false: remove disable
isDisable Wh_ether to Boolean v Image of forbidfien interfa}ce can be
disable changed according to the interface of
changing forbidden image

(19) <2.19 Upgrade Device (device/upgrade)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
1nterfageNam E?:rl; g‘f String Y device/upgrade
result Whlf ther to be Boolean Y Default as true
andled
Visit this url when calling the interface,
if url can be accessed, then device starts
to download the file; if failed to access
Download the url, then return “Failed to access url,
url OTA upgrade String Y device is unable to download”
package Device starts to download, but the file
may not be correct, check specific
interface to confirm whether the
installation is successful or not

(20) <2.20 Recognition Call-back (SetldentifyCallBack)>

The returned task data is as follow:
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[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
. Name of . .
interfaceName . String Y setldentifyCallBack
interface
result Whether to be Boolean Y Default as true
handled
When the device recognizes person
successfully, it will request following
fields via POST from the address:
deviceKey, time, ip, personld, path,
idcardNum, mode, passTimeType,
permissionTimeType, aliveType,
identify Type, data, type:face/card 0/1/2,
refer to Call-back field specification
Call-back . Pass in null content to clear call-back
callbackUrl address String Y addresses, then successful recognition
will not execute the call-back
Call-back URL requires regular
expression: String check =
"((http|ftp|https)://)(([a-zA-ZO0-
N\._-H\.[a-zA-Z]{2,6})|([O-
91{1,3\\.[0-9]{1,3}\\.[0-9]{ 1,3 }\\.[O-
I{L,3))(:[0-9]1{1,5})*(/[a-zA-Z0-
N&% \./-~-]¥)2"
base64 switch
base64Enable of on-site int N 1: Off (by default) 2: On
photos

(21) <2.21 Recognition Call-back (SetldentifyCallBack)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of .
o interface String Y setlmgRegCallBack
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Whether to be
result handled Boolean Y

Default as true

Call-back

url address

String Y

When photo registered successfully
(including device-taking photo
registration), device will request
following fields via POST: deviceKey,
personld, time. newlmgPath, imgPath,
ip, feature, featureKey to pre-set call-
back address, refer to Call-back field
specification

Pass in null content to clear call-back
addresses, then successful recognition
will not execute the call-back
Call-back URL requires regular
expression: String check =
"((http|ftp|https)://)(([a-zA-ZO-

O\, -1H\.[a-zA-Z]{2,6})|([O-
91{1,31\\.[0-9]{1,3}\\.[0-9]{ 1,3 }\\.[O-
91{1,3})(:[0-9]{1,5})*(/[a-zA-ZO0-
MN&Yo A\ /—~-]*)2"

base64Enable base6ft switch of int N
on-site photos

1: Off (by default) 2: On

(22) <2.22 Heartbeat Call-back (SetDeviceHeartBeat)>

The returned task data is as follow:

{
"url": "http://192.168.79.192:8010/api/DevHeartBeat",
"taskNo": "task222",
"interfaceName": "setDeviceHeartBeat",
"result": true
}
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y setDeviceHeartBeat
interface
result Whether to be Boolean Y Default as true
handled
Device will request these fields via
POST: deviceKey, time, ip,
personCount, faceCount, version,
freeDiskSpace, cpuUsageRate,
cpuTemperatureand memoryUsageRate
to the interface every 1 minute, refer to
Call-back . Call-back field specification
url String Y
address
Pass in null content can clear call-back
addresses, device heartbeat will not
execute call-back after they cleared
Call-back URL requires regular
expression: String check =
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"((http|ftp|https)://)(([a-zA-ZO0-
O\._-1H\.[a-zA-Z]{2,6})|([0-
91{1,31\\.[0-9]{1,3}\\.[0-9]{ 1,3 }\\.[O-
91{1,3})(:[0-9]{1,5})*(/[a-zA-ZO0-
MN&% \\./—~-T¥)?"

The returned task data is as follow:

[Task Data] Fields Instruction

(23) <2.23 Query Call-back Address (device/callback)>

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of String Y device/callback
e interface
result Whether to be Boolean Y Default as true
handled

The returned task data is as follow:

[Task Data] Fields Instruction

(24) <2.24 Remote Control Output (device/openDoorControl)>

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y device/openDoorControl
interface
result Whether to be Boolean Y Default as true
handled
1: Open the door 2: Serial port 3:
Wiegand 4: Custom text pop-up, custom
. Interaction Int N 1 voice broadcast; default as 1.
P type of device
Not required, if not pass in type, then
default as 1: Open the door by default
type=2: serial port, allow numbers,
Output English and English characters, with the
content con tlz: ot String N limitation of 255 characters.
e Serial port supports outputting
Wiegand signal, device needs
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external serial port -> Wiegand
signal conversion plate, which is
customized by our company.
Passing format of custom content:

e Wiegand 26: #26WG random
numbers #, Wiegand 34: #34WG
random numbers#

type=3: Wiegand, allow numbers only.

e Wiegand 26: #26WG random
numbers #, Wiegand 34: #34WG
random numbers#

type=4: Custom pop-up, voice broadcast

e content={"ttsModContent":"Custo
m voice
" "displayModContent":"Custom
text "}, display 800ms in total on
LAN devices, general devices set
displayTime as 1s

e Not pass in "ttsModContent", not
broadcast

e Not pass in "displayModContent",
display content after the pop-up is
empty

Attention: Range of Wiegand 26 is 1-
65535, effective range is 5-digit; the
range of Wiegand 34 is 1-4294967295,
effective range is 10-digit. If exceeds
the range, output signal will be
converted and output ineffective signal.

(25) <2.25 Change System (device/systemMode)>

The returned task data is as follow:

{
"systemMode": "WO",
"taskNo": "Task 3",
"interfaceName": "device/systemMode",
"result": true
H
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Name of String Y device/systemMode
e interface
result Whether to be Boolean Y Default as true
handled

¢ 1 means online mode (WO), 2 means

Type of system . LAN mode (LAN); devices cannot
systemMode to switch String Y call this interface if under WO
platform and is bound;
208
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o Ifnot set device password, then pass
is not required for calling this
interface

o Attention: After system switched, all
personnel and photo data stored in
device will be cleared, only device
password (pass), wired/wireless
network configuration and device
logs will be retained

V.4.0.22

(26) <2.26 Whether to Allow Switching Mode via Interface Only (DeviceSystemModelcon)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y device/systemModelcon
interface
result Whether to be Boolean Y Default as true
handled
Whether
isShow display system String Y true: Display, false: Hide
switch icon

(27) <2.27 Data Readout (device/readSecretKey)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custome the name
interfaceNam Name of String Y device/readSecretKey
e interface
result Whether to be Boolean Y Default as true
handled
(28) <2.28 Data Write (device/writeSecretKey)>
The returned task data is as follow:
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[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y device/writeSecretKey
interface
result Whether to be Boolean Y Default as true
handled
e Write in the data, allow the other
part stores data to designated
region on the device, with max.
data of 2M
writeSecretKey | Data to write in String Y e Data in this region will not be
cleared even device restarts or
resets
e Pass in null parameter content can
clear file content

(29) <2.29 Set Card Number Registration Call-back (SetCardRegCallBack)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y setCardRegCallBack
interface
result Whether to be Boolean Y Default as true
handled
When card number registration is
successful (including device enrolls card
number), device will request following
fields via POST: deviceKey, personld,
time, idcardNum to pre-set call-back
Call-back interface, refer to Call-back field
url ad d_ ac String Y specification
address Pass in null content to clear call-back
addresses, then successful card number
registration will not call back
Call-back URLrequires regular
expression: String check =
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"((http|ftp|https)://)(([a-zA-ZO0-
O\._-1H\.[a-zA-Z]{2,6})|([0-
91{1,31\\.[0-9]{1,3}\\.[0-9]{ 1,3 }\\.[O-
91{1,3})(:[0-9]{1,5})*(/[a-zA-ZO0-
MN&% \\./—~-T¥)?"

(30) <2.30 Algorithm Version Number Obtaining (GetSDKVersion)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceNam Narne of String Y getSDKVersion
e interface
result Whether to be Boolean Y Default as true
handled

(31) <2.31 FTP Account Password Setting (GetSDKVersion)>

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y setFTP
interface
result Whether to be Boolean Y Default as true
handled
username FTP username String Y Userr'l'ame can b,? ::anty,
username':
password FTP password String Y Password can be null, "password":""

(32) <2.32 Language Switch (Device/SetL.anguage)>

The returned task data is as follows:
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[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
. Name of . .
interfaceName interface String Y device/setLanguage
result Whether to be Boolean Y Default as true
handled
Type of . Type of language:
languageType language String Y “en”: English

(33) <2.33 Timezone Setting(setTimeZone)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y device/setTimeZone
interface
result Whether to be Boolean Y Default as true
handled
“Asia/Shanghai” Chinese standard time
(by default)
timeZone Time zone String Y Refer to Appendix 2 for other time
zones
Query via device configuration interface

(34) <2.34 Device Information Query (Device/Information)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y device/information
interface
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result

Whether to be

handled Boolean

Default as true

(35) <2.35 Query Recognition Mode (device/getldentifyModel)>

The returned task data is as follow:

[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of interface String Y device/getldentifyModel
result Whether to be handled | Boolean Y Default as true

(36) <3.1 Register Personnel (person/create)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of interface String Y person/create
result Whether to be handled | Boolean Y Default as true
e Json example:
{
"id":"001",
. "name":"",
person persocn(zlléﬁggln?lgtion Json Y "idcardNum":"",
"iDNumber":"",
"facePermission":2,
"idCardPermission":2,
"faceAndCardPermission
213
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"2,

"iDPermission":2,
Htag" : "",

"phone":

The returned task data is as follow:

[Task Data] Fields Instruction

Parameter

Description

Type

Required

Default

Additional explanation

taskNo

Name of task

String

Y

Custom the name

interfaceName

Name of
interface

String

Y

person/delete

result

Whether to be
handled

Boolean

Y

Default as true

id

Person ID

String

If delete multiple personnel, joins their
id with English comma
Pass in -1 to delete all personnel
o Following data will be deleted,
will not store in local:
ID and information of this person
Corresponding recognition records and
on-site captured photos of this person
Corresponding registration photos of
this person
e Person ID (id) allows numbers -1,
0~9 and English letters only, with
the limitation of 255

(38) <3.3 Personnel Update (in Batch) (person/update)>

The returned task data is as follows:
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[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
. Name of .
interfaceName interface String Y person/update
result Whether to be Boolean Y Default as true
handled
{
llidll : IIOO 1 ll’
"name" : "nn ,
"idcardNum":"",
Collection of "1DNumbe'r o "
erson personnel Json Y facePermission”:2,
p information "idCardPermission":2,
"faceAndCardPermission":2,
"iDPermission":2,
"tag" : " H’
llphone" : mn
}

(39) <3.4 Personnel Query (person/find)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Narne of String Y person/find
interface
result Whether to be Boolean Y Default as true

handled

e Query person information of
id Person ID String Y des1gnajced id -
e Id pass in -1 means not limited to query
one personnel id

(40) <3.5 Personnel Query in Page (person/findByPage)>

The returned task data is as follows:
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"interfaceName": "person/findByPage",
"result": true

H
[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
. Name of .
interfaceName interface String Y person/findByPage
result Whether to be Boolean Y Default as true
handled
e Query person information of
. designated id
I P ID tr Y . -
personld erson String e Id pass in -1 means not limited to
query one personnel id
e Passed-in value of length requires
Max. number positive integers between (0,1000]
length in ea;ch ace int N 1000 | e If not passed in length, default value
pag is 1000, return the recently-added
1000 people
Page starts from 0. Passed-in value of
index Page int N 0 index ml.J.S.'[ be less thap totql pages, for
example: if total page is 1, index can be
0 only
(41) <3.6 Register Card Number (face/icCardRegist)>
The returned task data is as follows:
{
"personld": "001",
"taskNo": "task36",
"interfaceName": "face/icCardRegist",
"result": true
H
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y face/icCardRegist
interface
result Whether to be Boolean Y Default as true
handled
o Register card number for designated
person ID
e Person ID must exist; if ID not exists,
. then cannot enter Card number
personld Person ID String Y . .
registration mode
o After successful registration, can call
the query interface of personnel
information to query the card number
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(42) <3.7 Passtime Permission Setting (person/createPasstime)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y person/createPasstime
interface
result Wh}f ther to be Boolean Y Default as true
andled
o Json example:
{"personld":"9eecc839cd7941c5a4d
3165202dd3c32","passtime":"09:00:
00,10:00:00,17:00:00,17:30:00,18:30
:00,20:25:00"}
Allowed o Range is [OO:QO:OQ,23:59:59],
. passtime of ' subject to d'ewce tlme '
passtime some person String Y Format of time period (startTime,
everyday endTime, separates by comma):
09:00:00,11:00:00,13:00:00,15:00:00
,17:00:00,19:00:00
« At most 6 pastime segments can be
set, if only 1 segment is set, then do
not pass in the latter segments, for
example:09:00:00, 11:00:00

(43) <3.8 Passtime Permission Setting in Batch (person/passtime)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type | Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y person/passtime
interface
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Whether to be

Rl handled

Boolea
n

Default as true

Allowed
passtime of
some person

everyday

passtime

String

Json example:
{"passtime":"09:00:00,10:00:00,17:0
0:00,17:30:00,18:30:00,20:25:00"}
Range is [00:00:00,23:59:59],
subject to the device time

Format of time period (startTime,
endTime, separated with English
comma): 09:00:00, 11:00:00,
13:00:00, 15:00:00, 17:00:00,
19:00:00

At most 6 pastime segments can be
set, if only 1 segment is set, then do
not pass in the latter segments, for
example:09:00:00, 11:00:00

personld Person Id

String

If set the passtime for multi-
personnel, personld is joined by
English comma

If pass in -1, select to set passtime
for all personnel

(44) <3.9 Passtime Permission Deletion in Batch (person/deletePasstime)>

The returned task data is as follow:

{
"personld": "001,002",

"taskNo": "task39",

"interfaceName": "person/deletePasstime",

"result": true

H
[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y person/deletePasstime
interface
result Whether to be Boolean Y Default as true
handled
Delete the passtime permission
settings for this person, this person
will no longer have the passtime
permission
To delete the passtime of multiple
personld Person Id String Y personnel, joins personld with
English comma
Pass in -1 can clear the passtime of
all personnel
Old LAN version devices support
passing in single personld

(45) <3.10 Expiry Date Setting (person/permissionCreate)>

The returned task data is as follows:
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[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Narne of String Y person/permissionsCreate
interface
result Whether to be Boolean Y Default as true
handled
« Subject to device system time, when
. . person permission is expired, this
. Time of CXpITY . person will be deleted in 5s
time date, delete this | String Y . T
erson on time ¢ Format of incoming time is (Year-
P Month-Day Hour:Minute:Second):
2017-07-15 12:05:00
personld Person Id String Y « Support single person only

(46) <3.11 Expiry Date Setting in Batch (person/permissionTime)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
. Name of . P
interfaceName interface String Y person/permissionTime
result Whether to be Boolean Y Default as true
handled
o If set passtime for multiple
personnel, joins personld with
personld Person Id String Y English comma
o Ifpassin -1, select to set passtime
permission for all personnel
« Format of pass-in time is (Year-
Month-Day Hour: Minute: Second):
. . . 2017-07-15 12:05:00
startTime Start time String Y « Subject to device system time, when
person permission is expired, this
person will be deleted in 5s
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« Format of pass-in time is (Year-
Month-Day Hour: Minute: Second):
endTime End time String Y 2017-07-15 12:05:00

« Subject to device system time, when
person permission is expired, this
person will be deleted in 5s

(47) <3.12 Expiry Date Deletion in Batch (person/permissionsDelete)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName E?:lrgagj String Y person/permissionsDelete
result Whether to be Boolean Y Default as true
handled
¢ To delete permission time of
multiple personnel, joins personld
with English comma
o Passin -1 to clear passtime
. ermission of all personnel
personld Person Id String Y o I%elete the passtinlze permission
setting of this person, then this
person will not be deleted on time
o Old LAN devices support passing in
single personld

(48) <3.13 Personnel Permission Query (person/permissionIlnfo)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
. Name of . o
interfaceName interface String Y person/permissionInfo
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result Whether to be Boolean Y Default as true
handled
e Query person info of designated id
personld Person Id String Y e Passin -1 for id, means query
personnel not limited to personld
¢ Incoming value of length requires
positive integer between (0,1000],
length Max. nllfmbers Int N e Ifnot pass in length, default
1 cach page number is 1000, return the
recently-added 1000 people
o  Page starts from 0, incoming value
. of index must be less than total
index Page Int N )
number of pages, for example: total
page is 1, index can be 0 only

(49) <4.1 Photo Registration (Base64) (face/create)>

The returned task data is as follow:

{

}

[Task Data] Fields Instruction

"personld": "001",
"faceld": "face001",

"imgBase64": "...... ,

"isEasyWay": true,
"taskNo": "task41",
"interfaceName": "face/create",

"result": true

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y face/create
interface
result Whether to be Boolean Y Default as true
handled
o Used to mark that this photo belongs
. to a person id
personld Person Id String Y « Must register person first, then can
add photos
o If pass in null content for faceld,
system will generate a 32-bit faceld
which will be returned after
. successful photo registration
faceld Photo ID String Y « Content of faceld allows numbers
and English letters only, case
sensitive, with the length limitation
of 255 characters
base64 codin o Without the header, for example:
imgBase64 . g String Y data: image/jpg; base64,
strings of photo L
« Image format supportspng, jpg, jpeg
Sesier:iccttlo}(i(s)foor o Not required, default as false: test
isEasyWay ct Phc Boolean N photo quality strictly; true: test photo
registration uality loosel
method quaity Y
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(50) <4.2 Photo Registration (url) (face/createByUrl)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task | String Y Custom the name
interfaceName Name of String Y face/createByUrl
interface
result Whlf ther to be Boolean Y Default as true
andled
o Used to mark that this photo belongs
. to a person id
personld Person Id String Y « Register the person first before
adding photos
o Ifpass in content faceld, the system
will generate a 32-bit faceld which
will be returned after successful
faceld Photo ID String Y registration
« Content of faceld allows numbers
and English letters, case sensitive,
with the length of 255 characters
« Download image to the local via url,
extract features from the image
imgUrl Photo url String Y o Supports image in the position with
http protocol, not supports local path
« Image format supports png, jpg, jpeg
ofz{[i:stlgﬁcs)‘:o « Not required, default as false: test
isEasyWay Lo Boolean N photo quality strictly; true: test photo
registration .
method quality loosely

(51) <4.3 Photo Registration (Base64-+url) (face)>
The returned task data is as follows:
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[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y face
interface
result Whether to be Boolean Y Default as true
handled
o Used to mark that this photo belongs
. to a person id
personld Person ID String Y « Register the person first, before
adding photos
o Ifpass in content faceld, the system
will generate a 32-bit faceld which
will be returned after successful
faceld Photo ID String Y registration
« Content of faceld allows numbers
and English letters, case sensitive,
with the length of 255 characters
o If pass in both base64 and url, url
first. If pass in url parameter, will
verify url and its content only, but
not verify base64
url Photo url String N o If register with base64, please do not
pass in url parameter
o If not pass in base64 or url, error will
be reported
o Supports image in the position with
http protocol, not supports local path
base64 ba_se64 coding String N Wlthogt t}‘le header, for example: data:
strings of photo image/jpg; base64,
Siiic;tlgﬁ(s)foor Not required, default as false: test photo
isEasyWay registration Boolean N ?(;Joaslétly strictly; true: test photo quality
method Y
(52) <4.4 Photos Deletion (face/delete)>
The returned task data is as follows:
{
"faceld": "face003",
"taskNo": "task44",
"interfaceName": "face/delete",
"result": true
H
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y face/delete
interface
result Whether to be Boolean Y Default as true
handled
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faceld

Photo ID

String

Delete registration photos of this faceld,
which are nonrecoverable

The returned task data is as follows:

[Task Data] Fields Instruction

(53) <4.5 Photos Update (base64) (face/update)>

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y face/update
interface
result Whether to be Boolean Y Default as true
handled
o Used to mark that this photo belongs
. to a person id
personld Person ID String Y « Register the person first, before
adding photos
o Ifpass in content faceld, the system
will generate a 32-bit faceld which
will be returned after successful
faceld Photo ID String Y registration
« Content of faceld allows numbers and
English letters, case sensitive, with
the length of 255 characters
« Without the header, for example:
base64 data:image/jpg;base64
imgBase64 coding strings | String Y IMage/Jpe, ’ .
« Image format supports png, jpgand
of photo .
Jpeg
oletiic;tlgﬁf):o Not required, default as false: test photo
isEasyWay registration Boolean N ;]uahty strictly; true: test photo quality
oosely
method

SEC.RU
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H
[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y face
interface
result Whether to be Boolean Y Default as true
handled

o Used to mark that this photo
belongs to a person id

o Register the person first before
adding photos

o If pass in content faceld, the
system will generate a 32-bit
faceld which will be returned after

faceld Photo ID String Y successful registration

« Content of faceld allows numbers
and English letters, case sensitive,
with the length of 255 characters

o If pass in both base64 and url, url
first. If pass in url parameter, will
verify url and its content only, but
not verify base64

o Ifregister with base64, please do

url Photo url String N not pass in url parameter

o If not pass in base64 or url, error
will be reported

o Supports image in the position
with http protocol, not supports
local path

personld Person ID String Y

base64 coding . Without the header, for example: data:
base64 strings of photo String N image/jpg; base64,
Sesltiiccttlo}(ics)i:oor Not required, default as false: test
isEasyWay ct P Boolean N photo quality strictly; true: test photo
registration uality loosel
method 4 Y
(55) <4.7 Update Photos (base64+url) (face/find)>
The returned task data is as follows:
{
"personld": "001",
"taskNo": "task47",
"interfaceName": "face/find",
"result": true
H
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y face/find
interface
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result Wh;;ﬁzég be Boolean Y Default as true
ersonld Photo ID Strin v Query all registration photos of this
P & person

(56) <4.8 Photo-taking Registration (face/takeImg)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Narne of String Y face/takelmg
interface
result Whether to be Boolean Y Default as true
handled
« Take photos for designated person
D
personld Photo ID String Y o Person ID must exist; if person ID
not exists, cannot enter auto-capture
mode

(57) <4.9 Feature Registration (face/featureReg)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Narne of String Y face/featureReg
interface
result Whether to be Boolean Y Default as true
handled
o Register a feature for designated
. person ID
personld Person ID String Y o Person ID must exist; if person id not
exists, cannot add
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faceld

Photo ID

String

« Ifincoming content of faceld is null,
system will auto generate faceld and
return it after successful feature
registration

« When update photos, faceld is the
exclusive mark

feature

Feature code

String

« Receive via call-back of photo
registration, also obtain via photo
query interface

« Register a feature equals to register a
photo

¢ Max. total number of each person ID
is X, including features and photos

featureKey

Secretkey of
feature

String

« Receive via call-back of photo
registration after features registered
o Not verify compatible fields

SDKVersion

Version
number of the
algorithm

String

Version number is the legality
verification of registration features,
which is suggested to pass in; if pass in
null content, that means the algorithm
version number of incoming featurse is
the same as that of device.

Notes: features with different versions
cannot be in common use

(58) <4.10 Registration Photos Clearance (face/deletePerson)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y face/deletePerson
interface
result Whether to be Boolean Y Default as true
handled
Call this interface, all registered photo id
. of this person will be canceled, and
personld Person ID String Y delete all registration photos of this
person stored in device simultaneously

(59) <4.11 Similarity Comparison of Photos (photoComparison)>

The returned task data is as follows:
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[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y photoComparison
interface
result Whether to be Boolean Y Default as true
handled
. base64 coding . Without the header, for example: data:
imgl of photo 1 String Y image/jpg; base64,
base64 codin Device will test the faces and compare
img2 & String Y the similarity between the incoming 2
of photo 2 photos

(60) <4.12 Incompatible Photos (Force to Delete) Query (face/deleteByUpdate)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
. Name of .
interfaceName . String Y face/deleteByUpdate
interface
result Whether to be Boolean Y Default as true
handled
®  Query person of designated
personld
personld Person ID String Y ® personld pass in -1, query all
personnel
® Incoming value of length requires
Max. number positive int_egers between (0,1000].
length in ee;ch page Int N ® [fnot pass in length, default value
is 1000, return the recently-added
1000 people
Page starts from 0. Incoming value of
. the index must be less than total number
index Page Int N .
of pages, for example: total page is 1,
index can be 0 only
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(61) <5.1 Query Recognition Records (newFindRecords)>

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name

interfaceName Name of String Y newFindRecords
interface

result Whether to be Boolean Y Default as true
handled

o Query personnel recognition records
of designated id

o Pass in -1 to query recognition
records of all personnel, including
strangers

o Pass in STRANGERBABY to query
all records of strangers/failed
recognition

o Pass in IDCARD to query records of
all face&card comparison

o Ifnot query via time, please pass in 0
respectively

. Start time of . o If query via time, please follow the

startTime record String Y format (Year-Month-Day Hour:

Minute: Second):

e 2017-07-15 12:05:00

¢ Ifnot query via time, please pass in 0
respectively

. End time of . o If query via time, please follow the

endTime record String Y format (Year-Month-Day Hour:

Minute: Second):

e 2017-07-15 12:05:00

« Pass in positive integers (0,1000] for

Max. number . value of length

length in each page nt N 1000 o Ifnot pass in length, default value is
1000

e -1: All types of recognition records

o 0: Face recognition

¢ 1: Face&Card double authentication
(Face&Card-in-one)

o 2: Face&Card comparison

o 3: Card recognition

personld Person ID String Y

model Record type int N -1
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o 4: Exit button

¢ 5: Remote opening

o 6: Password

e 7: Face&Password double
authentication

8: Mask detection

9: QR code opening

10: Card&Temperature measuring
11: QR code recognition

12: Card&Password recognition
Not pass in model, default is -1

¢ 1: Ascending order via time

« Not pass in order, descending order

order Sort order String N via time
o Pass in any value other than 1, then
apply descending order
index Page int N Page starts from 0

(62) <5.2 Delete Recognition Records (newDeleteRecords)>

The returned task data is as follows:

{
"personld": "001",
"startTime": "2019-01-01 00:00:00",
"endTime": "2020-03-07 00:00:00",
"model": -1,
"taskNo": "task52",
"interfaceName": "newDeleteRecords",
"result": true
H
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y newDeleteRecords
interface
result Whether to be Boolean Y Default as true
handled

¢ Delete recognition records of
designated id

o Pass in -1 to delete recognition
records of all personnel, including

personld Person ID String Y strangers

o Pass in STRANGERBABY to delete
all stranger/failed recognition records

« Pass in IDCARD to delete all
Face&Card comparison records

o To delete all face recognition records
and on-site photos within time period

startTime Start time of Strin % e Pass in O for startTime, and the
record g default start time is the earliest
record; pass in 0 for endTime,
default end time is the latest record
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« Format of pass-in time is (Year-
Month-Day Hour:Minute:Second):
2017-07-15 12:05:00

o To delete accurately, use unixtime

End time of

endTime
record

String Y

o To delete all face recognition records
and on-site photos within time period

e Pass in 0 for startTime, and the
default start time is the earliest
record; pass in 0 for endTime,
default end time is the latest record

« Format of pass-in time is (Year-
Month-Day Hour:Minute:Second):
2017-07-15 12:05:00

« Use unixtime to delete accurately

model Types of record int N

e -1: All types of recognition records

o 0: Face recognition

o 1: Face&Card double authentication
(Face&Card-in-one)

o 2: Face&Card comparison

o 3: Card recognition

o 4: Exit button

¢ 5: Remote opening

o 6: Password opening

o 7: Face&Password double
authentication

o 8: Mask detection

¢ 9: QR code opening

¢ 10: Card&Temperature measuring

o 11: QR code recognition

o 12: Card&Password recognition

« Not pass in model, default is -1

(63) <5.3 Recognition Records Deletion (via Unix Millisecond Timestamp)

(newDeleteRecordsByUnixTime) >

The returned task data is as follows:

{
"personld": "001",

"startTime": "1507773661000",

"endTime": "1507773661001",

"model": -1,

"taskNo": "task53",

"interfaceName": "newDeleteRecordsByUnixTime",
"result": true

H
[Task Data] Fields Instruction

Parameter Description Type Required

Default

Additional explanation

taskNo Name of task String Y

Custom the name

Name of

interfaceName .
interface

String Y

newDeleteRecordsByUnixTime

Whether to be

handled Boolean Y

result

Default as true
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o Delete recognition records of
designated id
o Passin -1 to delete recognition
records of all personnel, including
personld Person ID String Y strangers
« Pass in STRANGERBABY to delete
all stranger/failed recognition records
o Pass in IDCARD to delete all
Face&Card comparison records
o Delete all face recognition records
and on-site photos within time period
o Pass in 0 for startTime, and the
startTime Start time of String % default start t_ime is the eaﬂiest
record record; pass in O for endTime,
default end time is the latest record
« Format of pass-in time is:
1507773661000
o Delete all face recognition records
and on-site photos within time period
e Pass in O for startTime, and the
endTime End time of String v default start time is the earliest
record record; pass in 0 for endTime,
default end time is the latest record
« Format of pass-in time is:
1507773661000
o -1: All types of recognition records
o 0: Face recognition
o 1: Face&Card double authentication
(Face&Card-in-one)
o 2:Face&Card comparison
¢ 3: Card recognition
« 4: Exit button
1 ¢ 5: Remote opening
¢ 6: Password opening
o 7: Face&Password double
authentication
8: Mask detection
9: QR code opening
10: Card&Temperature measuring
11: QR code recognition
Not pass in model, default is -1
Delete recognition records of
designated id
o Passin -1 to delete recognition
records of all personnel, including
personld Person ID String Y strangers
« Pass in STRANGERBABY to delete
all stranger/failed recognition records
o Pass in IDCARD to delete all
Face&Card comparison records

model Types of record int N

(64) <5.4 Face Recognition Records Query (findRecords) >

The returned task data is as follows:
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[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Narne of String Y findRecords
interface
result Whether to be Boolean Y Default as true
handled
¢ Query recognition records of
designated id
o Passin -1 to query recognition
personld Person ID String Y records of all personnel, including
strangers
« Pass in STRANGERBABY to query
all stranger/failed recognition records
« If not query by time, please pass in 0
. o If query by time, please follow the
startTime Start time of String Y format (Year-Month-Day Hour:
record .
Minute: Second):
e 2017-07-15 12:05:00
« Ifnot query by time, please pass in 0
. o If query by time, please follow the
endTime End time of String Y format (Year-Month-Day Hour:
record .
Minute: Second):
e 2017-07-15 12:05:00
o Passin -1, not paging
length Max. number int Y o Ifnot pass in -1, must be greater than
in each page 0
index Page int Y Page, starts from 0

(65) <5.5 Face Recognition Records Deletion (deleteRecords) >

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
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interfaceName Name of String Y deleteRecords
interface
result Whether to be Boolean Y Default as true
handled
o To delete all face recognition records
. and on-site photos within time period
. End time of . R
time record String Y « Format of pass-in time is (Year-
Month-Day Hour: Minute: Second):
202017-07-15 12:05:00

(66) <5.6 Face Recognition Records Deletion (via Unix Millisecond Timestamp)
(deleteRecordsByUnixTime) >

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
. Name of . R
interfaceName . String Y deleteRecordsByUnixTime
interface
result Whether to be Boolean Y Default as true
handled

o To delete all face recognition records
and on-site photos before the

unixTime End time of String Y uploading date and time
record L
¢ Format of pass-in time is:
1507773661000

(67) <5.7 Card Recognition Records Query (findICRecords) >

The returned task data is as follows:

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y findICRecords
interface
234
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result Whether to be Boolean Y Default as true
handled
o Query recognition records of
designated id
o Passin -1 to query recognition
personld Person ID String Y records of all personnel, including
strangers
« Pass in STRANGERBABY to query
all stranger/failed recognition records
« Ifnot query by time, please pass in 0
. o If query by time, please follow the
startTime Start time of String Y format (Year-Month-Day Hour:
record :
Minute: Second):
e 2017-07-15 12:05:00
o Ifnot query by time, please pass in 0
. o If query by time, please follow the
endTime End time of String Y format (Year-Month-Day Hour:
record :
Minute: Second):
e 2017-07-15 12:05:00
o Passin -1, not paging
length Max. number int Y ¢ Ifnot pass in -1, must be greater than
in each page 0
index Page int Y Page, starts from 0

(68) <5.8 Card Recognition Records Deletion (deletelCRecords) >

The returned task data is as follows:

{
"time": "2019-11-01 00:00:00",
"taskNo": "task58",
"interfaceName": "deletelCRecords",
"result": true

}

[Task Data] Fields Instruction

Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName Name of String Y deleteICRecords
interface
result Whether to be Boolean Y Default as true
handled
e To delete all card recognition records
before passing date and time
time Timeline String Y o Pass-in time format is (Year-Month-
Day Hour:Minute:Second):
e 202017-07-15 12:05:00

(69) <5.9 Card Recognition Records Deletion (via Unix Millisecond Timestamp)

(deleteICRecordsByUnixTime) >

The returned task data is as follow:

{
"unixTime": "1562727594000",
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"taskNo": "task59",

"interfaceName": "deletelCRecordsByUnixTime",

"result": true
}
[Task Data] Fields Instruction
Parameter Description Type Required | Default Additional explanation
taskNo Name of task String Y Custom the name
interfaceName | Name of interface String Y deleteICRecordsByUnixTime
result Whether to be Boolean Y Default as true
handled
o To delete all card recognition
records before passing date
unixTime Endtime of record String Y and time
o Passed-in time format is:
1507773661000

6.2.3 Supported Parameter Values by <interfaceName>

setPassWord 2.1Set Device Password
getDeviceKey 2.2 Obtain Device Serial Number
setConfig 2.3 Device Configuration
changelogo 2.8 Change Logo
setNetInfo 2.12 Configure Wired Network
setWifi 2.13 Configure Wireless Network
setTime 2.14 Set Device Time
restartDevice 2.16 Restart the Device
device/reset 2.17 Reset the Device
setldentifyCallBack 2.20 Recognition Call-back
setimgRegCallBack 2.21 Call-back of Registration Photo
setDeviceHeartBeat 2.22 Heartbeat Call-back
device/openDoorControl 2.24 Remotely Control Output
person/create 3.1 Register the Person
person/delete 3.2 Delete Personnel (in Batch)
person/update 3.3 Update Personnel
person/find 3.4 Query Personnel
person/findByPage 3.5 Query Personnel in Page
face/icCardRegist 3.6 Register Card Number
person/createPasstime 3.7 Set Passtime Permission
person/deletePasstime 3.9 Delete Passtime Permission in Batch
person/permissionsCreate 3.10 Set Expiry Date
person/permissionsDelete 3.12 Delete Expiry Date in Batch
face/create 4.1 Photo Registration (base64)
face/delete 4.4 Delete Photos
face/update 4.5 Update Photos(base64)
face/find 4.7 Query Photos
face/takelmg 4.8 Photo-taking Registration
face/featureReg 4.9 Feature Registration
face/deletePerson 4.10 Clear Registration Photos
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photoComparison 4.11 Similarity Comparison of Photos

findRecords 5.4 Query Face Recognition Records

deleteRecords 5.5 Delete Face Recognition Records

deleteRecordsByUnixTime 5..6 Delete Face Recognition Records (via Unix Millisecond
Timestamp)

findICRecords 5.7Query Card Recognition Records

deletelCRecords 5.8 Delete Card Recognition Records

deleteICRecordsByUnixTime 5..9 Delete Card Recognition Records (via Unix Millisecond
Timestamp)

6.3 Report Address for the Result of Task Processing
(SetTaskProcessingResultAddress)

Request data

Method URL

http://Device IP:8090/setTaskProcessingResultsAddress

Header domain

Parameter Description Type | Required | Default Additional explanation
Content- Designate the request type of . application/x-www-form-
: String Y
Type media urlencoded
Body domain
Parameter | Description | Type Required Default Additional explanation
Device .

pass password String Y
Device will call this interface to return
processing results after finishing the task
Pass in null content will clear call-back
address, then successful recognition will
not do the callback anymore

url Report Strin v Call-ba(_:k URL requires meeting regular

address g Expressmn.Strmg check
"((httplftp|https)://)(([a-zA-Z0-
O\._-]+\.[a-zA
Z1{2,6)|([0-9]1{1,3}\\.[0-9]{1,3}\\.[O-
91{1,3}\\
L0-91{1,3})(:[0-9]{1.,4})*(/[a-zA-ZO0-
N&% \
\J-~-]%)2"
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POST v | hup/192.1

68.74.130:8090/setTaskProcessingResultsAddress

KEY VALUE DESCRIPTION

url hup://192.168.79.192:8010/api/TaskResult

Example of return

{
"code": "LAN_SUS-0",
"data": "http://192.168.79.192:8010/api/TaskResult ",
"msg": "Set successfully",
"result": 1,
"success'": true
}

6.3.1 Instrcution for Data Fields of Task Processing Results that Device Sent
to <Report Address>

Attention: Data is in body, format of Json replied in result parameters should keep consistent with that of
returned Json data from LAN interfaces.

Instrcution for Data Fields of Task Processing Results

Parameter Type Description
deviceKey String Exclusive mark of device
result String Processing results
taskNo String Number of tasks

6.3.2 Data Example of Task Processing Results that Device Sent to <Report

Address>

a) For example, <3.1 Register the Person>, returned data is as follow:
{

" deviceKey ": "84E0F4200CCBO02FA",

"taskNo": "TASK-001",

"result": {

"data": {
"createTime": 1551772471550,
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"faceAndCardPermission": 2,
"facePermission": 2,

"iDPermission ": 2,

"id ": "52e328 fc3cba43de81937cab8ddccoec ",
"idCardPermission ": 2,

"idcardNum ": "511323199204250569 ",
"name ": "Camille 1 "

}s

"msg ": "Person info is added successfully",

"result ": 1,

"success ": true

}
H
Field Instruction for Parameters of [Task Processing Results] Data
Parameter Type Description

taskNo String Serial number of the task, corresponds to the number of the issued task
interfaceName String Name of interface
result String Returned content from the interface of adding personnel

6.3.3 <Report Address> Recevies the Reported [Task Processing Results]
from Device, and Responds Data Instrcution

"result": true

Attention: Device can continue the next task only when receives “true”.
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Appendix 1 Code Overview

Code

msg

LAN_SUS-0

Interface called successfully, msg will change according to different Interfaces

LAN_EXP-1000

Unknown anomaly

LAN_EXP-1001

Password error, please check its validity

LAN_EXP-1002

pass parameter anomaly

LAN_EXP-1003

Password not set for Interface services, please set password first

LAN_EXP-1004

Device is disabled, please enable it first before operating

LAN_EXP-1005

Device is busy, please try again late

LAN_EXP-1006

The XX method is not supported.

LAN_EXP-2001

oldPass parameter anomaly

LAN_EXP-2002

newPass parameter anomaly

LAN_EXP-2003

Password cannot be null or with blanks

LAN_EXP-2004

New password cannot be null or with blanks

LAN_EXP-2005

Old password error

LAN_EXP-2006

Set the password for the first-time, please confirm oldPass and newPass are the same

LAN_EXP-2007

config parameter anomaly

LAN_EXP-2008

Format of json of config class error

LAN_EXP-2009

Illegal json parameter

LAN_EXP-2013

config parameter cannot be null

LAN_EXP-2014

relaySwitch parameter anomaly

LAN_EXP-2015

serialOutMode parameter anomaly

LAN_EXP-2016

serialOutContent parameter anomaly

LAN_EXP-2017

weigenContent parameter anomaly

LAN_EXP-2018

showlp parameter anomaly

LAN_EXP-2019

showDeviceKey parameter anomaly

LAN_EXP-2020

showPeopleNum parameter anomaly

LAN_EXP-2021

showlp parameter cannot be null

LAN_EXP-2022

showDeviceKey parameter cannot be null

LAN_EXP-2023

showPeopleNum parameter cannot be null

LAN_EXP-2024

imgBase64 parameter anomaly

LAN_EXP-2025

imgBase64 image analysis anomaly

LAN_EXP-2026

Failed to set, image storage anomaly

LAN_EXP-2027

base64 parameter anomaly

LAN_EXP-2028

base64 image analysis anomaly

LAN_EXP-2029

orientation parameter anomaly

LAN_EXP-2030

Illegal orientation parameter

LAN_EXP-2031

Device does not support

LAN_EXP-2032

isSDHCPMod parameter anomaly

LAN_EXP-2033

ip parameter anomaly

LAN_EXP-2034

gateway parameter anomaly

LAN_EXP-2035

subnetMask parameter anomaly

LAN_EXP-2036

DNS parameter anomaly

LAN_EXP-2037

Illegal isDHCPMod parameter

LAN_EXP-2038

ip format error

LAN_EXP-2039

gateway format error

LAN_EXP-2040

subnetMask format error
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LAN_EXP-2041

dns format error

LAN_EXP-2042

wifiMsg parameter anomaly

LAN_EXP-2043

pwd parameter anomaly

LAN_EXP-2044

isSDHCPMod parameter cannot be null

LAN_EXP-2045

Format of json of wifiMsg class error

LAN_EXP-2046

ip parameter cannot be null

LAN_EXP-2047

gateway parameter cannot be null

LAN_EXP-2048

dns parameter cannot be null

LAN_EXP-2049

timestamp parameter anomaly

LAN_EXP-2050

timestamp format error

LAN_EXP-2051

time parameter anomaly

LAN_EXP-2052

time requires Integers among [0, 60], in minutes

LAN_EXP-2053

ssld parameter cannot be null

LAN_EXP-2054

img parameter anomaly

LAN_EXP-2055

Illegal characters contained in pwd!

LAN_EXP-2056

Illegal screenMode parameter

LAN_EXP-2057

delete parameter anomaly

LAN_EXP-2058

Illegal delete parameter

LAN_EXP-2059

isDisable parameter anomaly

LAN_EXP-2060

Illegal isDisable parameter

LAN_EXP-2061

url parameter anomaly

LAN_EXP-2062

url access failed, device is unable to download

LAN_EXP-2063

callbackUrl parameter anomaly

LAN_EXP-2064

Please input the url address in correct format

LAN_EXP-2065

Illegal type parameter

LAN_EXP-2066

type=2, content cannot be null. content allows numbers, letters and English symbols only,
with the length limitation of 255 characters

LAN_EXP-2067

type=3, content cannot be null. Format of Wiegand is #26WG random numbers# or #34WG
random numbers#

LAN_EXP-2068

type=4, content cannot be null. Please input the correct json format according to
requirements

LAN_EXP-2069

Length of ttsModContent exceeds 255-character

LAN_EXP-2070

Length of displayModContent exceeds 255-character

LAN_EXP-2071

displayTime parameter anomaly

LAN_EXP-2072

speech parameter anomaly

LAN_EXP-2073

Illegal displayTime parameter

LAN_EXP-2074

systemMode parameter anomaly

LAN_EXP-2075

Illegal systemMode parameter

LAN_EXP-2076

Illegal isShow parameter

LAN_EXP-2077

Content is null!

LAN_EXP-2078

Local file not exists

LAN_EXP-2079

writeSecretKey parameter anomaly

LAN_EXP-2080

username parameter anomaly

LAN_EXP-2081

password parameter anomaly

LAN_EXP-2082

Illegal username parameter

LAN_EXP-2083

Illegal password parameter

LAN_EXP-2084

Illegal relaySwitch parameter
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LAN_EXP-2085

Illegal serialOutMode parameter

LAN_EXP-2086

Illegal serialOutContent parameter

LAN_EXP-2087

Illegal weigenContent parameter

LAN_EXP-2088

Illegal showlp parameter

LAN_EXP-2089

Illegal showDeviceKey parameter

LAN_EXP-2090

Illegal showPeopleNum parameter

LAN_EXP-2091

isShow parameter anomaly

LAN_EXP-2092

imgUrl parameter anomaly

LAN_EXP-2093

Wi-Fi list is empty, please request again

LAN_EXP-2094

content json format analysis error

LAN_EXP-2095

232 serial port output failed

LAN_EXP-2096

screenMode parameter anomaly

LAN_EXP-2097

This device does not support the operation

LAN_EXP 2098

Written-in data is too large

LAN_EXP 2099

Please input the callbackUrl address in correct format

LAN_EXP-2101

Illegal recModeCardEnable parameter

LAN_EXP-2102

Illegal recModeCardFaceEnable parameter

LAN_EXP-2103

Illegal recModeCardFaceHardware parameter

LAN_EXP-2104

Illegal recModeCardFacelntf parameter

LAN_EXP-2105

Illegal recDoubleValue parameter

LAN_EXP-2106

Illegal recModeCardHardware parameter

LAN_EXP-2107

Illegal recModeCardIntf parameter

LAN_EXP-2108

Illegal recModeCardPhoto parameter

LAN_EXP-2109

Illegal identifyDistance parameter

LAN_EXP-2110

Illegal recRank parameter

LAN_EXP-2111

Illegal saveldentifyTime parameter

LAN_EXP-2112

Illegal delayTimeForCloseDoor parameter

LAN_EXP-2113

Illegal multiplayerDetection parameter

LAN_EXP-2114

Illegal recModeFaceEnable parameter

LAN_EXP-2115

Illegal identifyScores parameter

LAN_EXP-2116

Illegal recModeldcardFaceEnable parameter

LAN_EXP-2117

Illegal recModeldcardFaceHardware parameter

LAN_EXP-2118

Illegal recModeldcardFacelntf parameter

LAN_EXP-2119

Illegal recCardFaceValue parameter

LAN_EXP-2125

Illegal displayModStrangerContent parameter

LAN_EXP-2126

Illegal displayModStrangerType parameter

LAN_EXP-2127

Illegal recStrangerType parameter

LAN_EXP-2129

Illegal recStrangerTimesThreshold parameter

LAN_EXP-2130

Illegal ttsModStrangerContent parameter

LAN_EXP-2131

Illegal ttsModStrangerType parameter

LAN_EXP-2133

Illegal recFailWiegandContent parameter

LAN_EXP-2134

Illegal recFailWiegandType parameter

LAN_EXP-2135

Illegal recNoPerComModeContent parameter

LAN_EXP-2136

Illegal recNoPerComModeType parameter

LAN_EXP-2137

Illegal recNoPerDisplayText1 Content parameter

LAN_EXP-2138

Illegal recNoPerDisplayTextl Type parameter

LAN_EXP-2139

Illegal recNoPerDisplayText2Content parameter
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LAN_EXP-2140

Illegal recNoPerDisplayText2Type parameter

LAN_EXP-2141

Illegal recNoPerRelayType parameter

LAN_EXP-2142

Illegal recNoPerTtsModeContent parameter

LAN_EXP-2143

Illegal recNoPerTtsModeType parameter

LAN_EXP-2144

Illegal recNoPerWiegandContent parameter

LAN_EXP-2145

Illegal recNoPerWiegandType parameter

LAN_EXP-2146

Illegal comModContent parameter

LAN_EXP-2147

Illegal comModType parameter

LAN_EXP-2148

Illegal displayModContent parameter

LAN_EXP-2149

Illegal displayModType parameter

LAN_EXP-2150

Illegal recSucDisplayText2Content parameter

LAN_EXP-2151

Illegal recSucDisplayText2Type parameter

LAN_EXP-2152

Illegal isOpenRelay parameter

LAN_EXP-2153

Illegal ttsModType parameter

LAN_EXP-2154

Illegal ttsModContent parameter

LAN_EXP-2155

Illegal wg parameter

LAN_EXP-2156

Illegal recSucWiegandContent parameter

LAN_EXP-2157

Illegal recSucWiegandType parameter

LAN_EXP-2158

Illegal scrDisplayText1Content parameter

LAN_EXP-2159

Illegal scrDisplayText1 Type parameter

LAN_EXP-2160

Illegal companyName parameter

LAN_EXP-2161

Illegal scrDisplayText2Content parameter

LAN_EXP-2162

Illegal scrDisplayText2Type parameter

LAN_EXP-2164

Illegal slogan parameter

LAN_EXP-2165

Illegal Intro parameter

LAN_EXP-2166

Illegal whitelist parameter

LAN_EXP-2167

Illegal applicationName parameter

LAN_EXP-2168

Illegal wglnput parameter

LAN_EXP-2169

Illegal wgContent parameter

LAN_EXP-2170

Illegal recSucRelayType parameter

LAN_EXP-2171
LAN_EXP-2172

Illegal scrlmage1Url parameter
Illegal scrlmage2Url parameter

LAN_EXP-2173
LAN_EXP-2174

Illegal bigScrUrl parameter
Illegal scrDisableUrl parameter

LAN_EXP-2175
LAN_EXP-2176

TTL interface conflicts (Card recognition, Face&Card-in-one)
TTL interface conflicts (Card recognition, Face&Card comparison)

LAN_EXP-2177
LAN_EXP-2178

TTL interface conflicts (Face&Card-in-one, Face&Card comparison)
232 interface conflicts (Card recognition, Face&Card-in-one)

LAN_EXP-2179

232 interface conflicts (Card recognition, Face&Card comparison)

LAN_EXP-2180

232 interface conflicts (Face&Card-in-one, Face&Card comparison)

LAN_EXP-2181

USB interface conflicts (Card recognition, Face&Card-in-one)

LAN_EXP-2182

USB interface conflicts (Card recognition, Face&Card comparison)

LAN_EXP-2183

USB interface conflicts (Face&Card-in-one, Face&Card comparison)

LAN_EXP-2184

12C interface conflicts (Card recognition, Face&Card-in-one)

LAN_EXP-2185

12C interface conflicts (Card recognition, Face&Card comparison)
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LAN_EXP-2186

12C interface conflicts (Face&Card-in-one, Face&Card comparison)

LAN_EXP-2187

timezone parameter anomaly

LAN_EXP-2188

Format of languageType parameter error

LAN_EXP-2189

Not supported language type

LAN_EXP-2190

Illegal base64Enable parameter

LAN_EXP-2191

relaySwitch parameter cannot be null

LAN_EXP-2192

serialOutMode parameter cannot be null

LAN_EXP-2193
LAN_EXP-2194

serialOutContent parameter cannot be null
weigenContent parameter cannot be null

LAN_EXP-2195
LAN_EXP-2196

midnightRestartEnable parameter anomaly
midnightRestartEnable parameter cannot be null

LAN_EXP-2197

Illegal midnightRestartEnable parameter

LAN_EXP-2198

Illegal repeatRegEnablec parameter

LAN_EXP-2199

Illegal regInterval parameter

LAN_EXP-2200
LAN_EXP-2201

Illegal timezone parameter
timezone parameter anomaly

LAN_EXP-2204

Device is disabled

LAN_EXP-2205

isWarning parameter anomaly

LAN_EXP-2206

Illegal recModeDOBEnable parameter

LAN_EXP-2207

Illegal antiTamper parameter

LAN_EXP-2208

inputNo parameter anomaly

LAN_EXP-2209

Illegal inputNo parameter

LAN_EXP-2210

isEnable parameter anomaly

LAN_EXP-2211

Illegal isEnable parameter

LAN_EXP-2212

type parameter anomaly

LAN_EXP-2213

Illegal type parameter

LAN_EXP-2214

Illegal name parameter

LAN_EXP-2215

relaytype parameter anomaly

LAN_EXP-2216

Illegal relaytype parameter

LAN_EXP-2217

Illegal bbox parameter

LAN_EXP-2218

Not supported image format

LAN_EXP-2219

isTemperatureOpen parameter anomaly

LAN_EXP-2220

Illegal isTemperatureOpen parameter

LAN_EXP-2221

isVoiceOpen parameter anomaly

LAN_EXP-2222

Illegal isVoiceOpen parameter

LAN_EXP-2223

voiceContext parameter anomaly

LAN_EXP-2224

Illegal voiceContext parameter

LAN_EXP-2225

errorTemperature parameter anomaly

LAN_EXP-2226

Illegal errorTemperature parameter

LAN_EXP-2227

isMaskOpen parameter anomaly

LAN_EXP-2228

Illegal isMaskOpen parameter

LAN_EXP-2229

readTemperatureType parameter anomaly

LAN_EXP-2230

Illegal readTemperatureType parameter

LAN_EXP-2231

Illegal deviceStyle parameter

LAN_EXP-2232

Illegal overlapValue parameter
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LAN_EXP-2233

Illegal audioVolume parameter

LAN_EXP-2234

Illegal lightBrighnes parameter

LAN_EXP-2235

Illegal recModePasswordEnable parameter

LAN_EXP-2236

Illegal recModeFacePasswordEnable parameter

LAN_EXP-2237

Illegal recModeQREnable parameter

LAN_EXP-2238

Failed to configure fixed IP

LAN_EXP-2239

Failed to configure DHCP

LAN_EXP-2240

Not supported wifi encryption method

LAN_EXP-2241

Imgae resolution should be larger than 1080p

LAN_EXP-2244

recDisplaylmageMode parameter anomaly

LAN_EXP-2245

Illegal recDisplaylmageMode parameter

LAN_EXP-2246

recSucSaveSpotlmage parameter anomaly

LAN_EXP-2247

Illegal recSucSaveSpotlmage parameter

LAN_EXP-2248

recFailSaveSpotlmage parameter anomaly

LAN_EXP-2249

Illegal recFailSaveSpotlmage parameter

LAN_EXP-2250

recNoPerSaveSpotlmage parameter anomaly

LAN_EXP-2251

Illegal recNoPerSaveSpotlmage parameter

LAN_EXP-2254

isMaskForceOpen parameter anomaly

LAN_EXP-2255

Illegal isMaskForceOpen parameter

LAN_EXP-2256

Illegal highTempMapSourceMax parameter

LAN_EXP-2257

Illegal tempUnit parameter

LAN_EXP-2258

Illegal overlapEnable parameter

LAN_EXP-2259

Illegal temperatureErrorPass parameter

LAN_EXP-2260

Illegal temperatureMeasurePlace parameter

LAN_EXP-2261

Illegal temperatureMeasureMin parameter

LAN_EXP-2262

Illegal temperatureMeasureMax parameter

LAN_EXP-2263

Min. value of effective temperature range should not be larger than or equal to the max.

value

LAN_EXP-2264

Illegal temperatureCompensation parameter

LAN_EXP-2265

Illegal LowTempMapSourceMin parameter

LAN_EXP-2266

Illegal LowTempMapSourceMax parameter

LAN_EXP-2267

Illegal LowTempMapTargetMin parameter

LAN_EXP-2268

Illegal LowTempMapTargetMax parameter

LAN_EXP-2269

Illegal tempMapSwitch parameter

LAN_EXP-2270

Illegal highTempMapSourceMin parameter

LAN_EXP-2271

Illegal highTempMapTargetMin parameter

LAN_EXP-2272

Illegal highTempMapTargetMax parameter

LAN_EXP-2273

Min. value of mapping source cannot be larger or equal to the max. value

LAN_EXP-2274

Min. value of mapping target cannot be larger or equal to the max. value

LAN_EXP-2275

Low-temp mapping source cannot overlap with High-temp mapping source

LAN_EXP-2276

Interval parameter anomaly

LAN_EXP-2277

Illegal isRecognitionOpen parameter

LAN_EXP-2278

Wiegand 26 output error

LAN_EXP-2279

Wiegand 34 output error

LAN_EXP-2280

Device Wi-Fi is off

LAN_EXP-2281

Failed to obtain

LAN_EXP-2282

Cameratype parameter anomaly

245

KopoTkui nyTb k MHbopmaLum

Cka4yaHo c sec.ru



7 \
\ 7

V.4.0.22

RUSGUARD

SEC.RU

LAN_EXP-2283

Illegal Cameratype parameter

LAN_EXP-2284

Failed to set

LAN_EXP-2285

Failed operation: Door has been set as Normally open, please change the state before closing
the door

LAN_EXP-2286

File is too large

LAN_EXP-2287

Illegal collectType parameter

LAN_EXP-2288

Illegal collectNum parameter

LAN_EXP-2289

collectNum parameter out of range

LAN_EXP-2290

Last-time collection not ended

LAN_EXP-2291

Failed to collect

LAN_EXP-2292

Illegal collectld parameter

LAN_EXP-2293

Failed to query photos

LAN_EXP-2294

Queried SN not exists

LAN_EXP-2295

Illegal isSimilarEnable parameter

LAN_EXP-2296

Illegal isSucVoiceOpen parameter

LAN_EXP-2297

Illegal sucVoiceContext parameter

LAN_EXP-2298

Illegal normalDisplayContext parameter

LAN_EXP-2299

Illegal abnormalDisplayContext parameter

LAN_EXP-2300

Illegal uniquenessReglmage parameter

LAN_EXP-2301

Illegal relaySwitchOnTempFail parameter

LAN_EXP-2302

Illegal wgSwitchOnTempFail parameter

LAN_EXP-2303

Illegal serialSwitchlOnTempFail parameter

LAN_EXP-3001

person parameter anomaly

LAN_EXP-3002

Format of json of person class error

LAN_EXP-3003

Person ID (id) allows numbers 0~9 and English letters only, with the limitation of 255

LAN_EXP-3004
LAN_EXP-3005

name parameter cannot be null
Person ID already exists, please call the Interface of deleting or updating personnel

LAN_EXP-3006
LAN_EXP-3007

Database anomaly, failed to register the person
id parameter anomaly

LAN_EXP-3008

id parameter cannot be null

LAN_EXP-3009

Person ID not exists, please call the Interface of personnel registration first

LAN_EXP-3010

Database anomaly, failed to delete the person

LAN_EXP-3011

Illegal facePermission parameter

LAN_EXP-3012

Illegal idCardPermission parameter

LAN_EXP-3013

Illegal faceAndCardPermission parameter

LAN_EXP-3014

Illegal iDPermission parameter

LAN_EXP-3015

personld parameter anomaly

LAN_EXP-3016

personld parameter cannot be null

LAN_EXP-3017

Person ID (personld) allows numbers -1, 0~9 and English letters only, with the length
limitation of 255

LAN_EXP-3018

length of display quantities in each page is required as the positive Integers among (0, 1000]

LAN_EXP-3019

Page index is the Integer starts from 0 and must be smaller than the total page. Total pages:
X

LAN_EXP-3020

passtime parameter anomaly

LAN_EXP-3021

passTime parameter cannot be null

LAN_EXP-3022

The number of time frame is incorrect or exceeds the limit of 6
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LAN_EXP-3023

Time format error

LAN_EXP-3024

Time exceeds the limit

LAN_EXP-3025

Parameter of time frame, the latter frame is earlier than the former frame

LAN_EXP-3026

Database anomaly, failed to set passTime

LAN_EXP-3027

Database anomaly, failed to delete passTime

LAN_EXP-3029

time format error

LAN_EXP-3030

Database anomaly, failed to set permissionTime

LAN_EXP-3031

startTime parameter anomaly

LAN_EXP-3032

endTime parameter anomaly

LAN_EXP-3033

startTime format error

LAN_EXP-3034

endTime format error

LAN_EXP-3035

endTime should be larger than startTime

LAN_EXP-3036

Database anomaly, failed to delete permissionTime

LAN_EXP-3037

passtime format error

LAN_EXP-3038

time parameter cannot be null

LAN_EXP-3039

Person ID (id) allows numbers -1, 0~9 and English letters only, with the limitation of 255

LAN_EXP-3040

Too many personnel, please query in page

LAN_EXP-3041

Illegal password parameter

LAN_EXP-3042

Illegal passwordPermission parameter

LAN_EXP-3043

Illegal faceAndPasswordPermission parameter

LAN_EXP-4002

faceld parameter anomaly

LAN_EXP-4005

Person ID (personld) allows numbers 0~9 and English letters only, with the limitation of 255

LAN_EXP-4006

Photo ID (faceld) allows numbers 0~9 and English letters only, with the limitation of 255

LAN_EXP-4007

Photo ID already exists, please call the deletion or update Interface first

LAN_EXP-4008

imgBase64 cannot be null

LAN_EXP-4009

Illegal isEasyWay parameter

LAN_EXP-4010

Provided image file is incomplete or format is incorrect

LAN_EXP-4011

Image analysis anomaly

LAN_EXP-4012

Registration photos already reach the max. number limit (3 photos)

LAN_EXP-4013

Database anomaly, failed to register the photo

LAN_EXP-4014

imgUrl cannot be null

LAN_EXP-4015

url access failed

LAN_EXP-4016

faceld parameter cannot be null

LAN_EXP-4017

Photo ID not exists, please call the Interface of photo registration

LAN_EXP-4018

Database anomaly, failed to delete the photo

LAN_EXP-4019

There must be one legal and nonblank value in base64 or url

LAN_EXP-4020

Database anomaly, failed to update photos

LAN_EXP-4021

feature parameter anomaly

LAN_EXP-4022

feature invalid, failed to register

LAN_EXP-4024

Database anomaly, failed to register features

LAN_EXP-4025

Database anomaly, failed to empty photos

LAN_EXP-4026

imgl parameter anomaly

LAN_EXP-4027

img2 parameter anomaly

LAN_EXP-4028

imgl image analysis anomaly

LAN_EXP-4029

img2 image analysis anomaly

LAN_EXP-4030

Device storage space is full

LAN_EXP-4031

This person does not have the photo ID, please call the photo registration Interface first
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LAN_EXP-4032

imgBase64 image cannot be gif

LAN_EXP-4033

Illegal isDeviceSavePhoto parameter

LAN_EXP-4034

Illegal isLowerPhotoQuality parameter

LAN_EXP-4035

Illegal isDeviceNeedGetFeature parameter

LAN_EXP-4036

imgUrl image cannot be gif

LAN_EXP-4037

url image cannot be gif

LAN_EXP-4038

base64 image cannot be gif

LAN_EXP-4039

Size of registration photo cannot exceed 2M

LAN_EXP-5007
LAN_EXP-5013

Illegal model parameter
Database anomaly, failed to delete recognition records

LAN_EXP-5014

unixTime parameter anomaly

LAN_EXP-5015

unixTime time format error

LAN_EXP-5016

length parameter anomaly

LAN_EXP-5017

index parameter anomaly

LAN_EXP-5018

unixTime parameter cannot be null

LAN_EXP-8006

No faces detected

LAN_EXP-8007

Multiple faces detected

LAN_EXP-8010

Face is too small

LAN_EXP-8013

Face is too large or is not complete

LAN_EXP-8011

FaceSDK failed to extract features from the photo

LAN_EXP-8012

FaceSDK anomaly in extracting features from the photo

LAN_EXP-8014

Face reflection angle is too large

LAN_EXP-8015

Light on face is too dark or too bright

LAN_EXP-8016

Face resolution is too low

LAN_EXP-8017

Light on face is uneven

LAN_EXP-8018

Algorithm not initialized

LAN_EXP-8019

Failed to detect image quality

LAN_EXP-9000

When in WO mode, this Interface is not allowed to call

Appendix 2 List of Available Timezone

Asia/Shanghai China Standard Time (Beijing)
Asia/Hong Kong Hong Kong Time (Hong Kong)
Asia/Taipei Taipei Time (Taipei)
Asia/Seoul Seoul

Asia/Tokyo Japan Time (Tokyo)

America/New_York

American Eastern Time (New Y ork)

America/Denver

American Mountain Time (Denver)

America/Costa_Rica

American Central Time (Costa Rica)

America/Chicago American Central Time (Chicago)
America/Mexico_City American Central Time (Mexico City)
America/Regina American Central Time (Regina)
America/Los_Angeles American Pacific Time (Los Angeles)
Pacific/Majuro Majuro
Pacific/Midway Midway Island
Pacific/Honolulu Honolulu
America/Anchorage Anchorage
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America/Tijuana American Pacific Time (Tijuana)
America/Phoenix American Mountain Time (Phoenix)
America/Chihuahua Chihuahua
America/Bogota Columbia Time (Bogota)
America/Caracas Venezuela Time (Caracas)
America/Barbados Atlantic Time (Barbados)
America/Manaus Amazon Standard Time (Manaus)
America/St_Johns Newfoundland Time (St. John)
America/Santiago Santiago
America/Argentina/Buenos_Aires Buenos Aires
America/Godthab Godthab
America/Montevideo Uruguay Time (Montevideo)
America/Sao_Paulo St. Paul
Atlantic/South_Georgia South Georgia
Atlantic/Azores Azores
Atlantic/Cape Verde Cape Verde
Africa/Casablanca Casablanca
Europe/London Greenwich Mean Time (London)
Europe/Amsterdam Central European Standard Time (Amsterdam)
Europe/Belgrade Central European Standard Time (Belgrade)
Europe/Brussels Central European Standard Time (Brussels)
Europe/Sarajevo Central European Standard Time (Sarajevo)
Africa/Brazzaville Western African Standard Time (Brazzaville)
Africa/Windhoek Windhoek
Asia/Amman Eastern European Standard Time (Amman)
Europe/Athens Eastern European Standard Time (Athens)
Asia/Beirut Eastern European Standard Time (Beirut)
Africa/Cairo Eastern European Standard Time (Cairo)
Europe/Helsinki Eastern European Standard Time (Helsinki)
Asia/Jerusalem Israel Time (Jerusalem)
Africa/Harare Central African Standard Time (Harare)
Europe/Minsk Minsk
Asia/Baghdad Baghdad
Europe/Moscow Moscow
Asia/Kuwait Kuwait
Africa/Nairobi Eastern African Standard Time (Nairobi)
Asia/Tehran Iran Standard Time (Teheran)
Asia/Baku Baku
Asia/Thbilisi Thilisi
Asia/Yerevan Yerevan
Asia/Dubai Dubai
Asia/Kabul Afghanistan Time (Kabul)
Asia/Karachi Karachi
Asia/Oral Ural
Asia/Y ekaterinburg Y ekaterinburg
Asia/Calcutta Calcutta
Asia/Colombo Colombo
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Asia/Katmandu Nepal Time (Katmandu)
Asia/Almaty Almaty
Asia/Rangoon Myanmar Time (Rangoon)
Asia/Krasnoyarsk Krasnoyarsk
Asia/Bangkok Bangkok
Asia/lrkutsk Irkutsk Time (Irkutsk)
Asia/Kuala Lumpur Kuala Lumpur
Australia/Perth Perth
Asia/Yakutsk Yakutsk Time (Yakutsk)
Australia/Darwin Darwin
Australia/Brisbane Brisbane
Asia/Vladivostok Vladivostok Time (Vladivostok)
Pacific/Guam Guam
Australia/Adelaide Adelaide
Australia/Hobart Hobart
Australia/Sydney Sydney
Asia/Magadan Magadan Time (Magadan)
Pacific/Auckland Auckland
Pacific/Fiji Fiji
Pacific/Tongatapu Tongatapu
GMT Greenwich Mean Time
GMT+1 Estern Timezone +1
GMTH2 Estern Timezone +2
GMT+3 Estern Timezone +3
GMT+4 Estern Timezone +4
GMT+5 Estern Timezone +5
GMT+6 Estern Timezone +6
GMT+7 Estern Timezone +7
GMT+8 Estern Timezone +8
GMT+9 Estern Timezone +9
GMT+10 Estern Timezone +10
GMT+11 Estern Timezone +11
GMT+12 Estern Timezone +12
GMT-1 Western Timezone +1
GMT-2 Western Timezone +2
GMT-3 Western Timezone +3
GMT-4 Western Timezone +4
GMT-5 Western Timezone +5
GMT-6 Western Timezone +6
GMT-7 Western Timezone +7
GMT-8 Western Timezone +8
GMT-9 Western Timezone +9
GMT-10 Western Timezone +10
GMT-11 Western Timezone +11
GMT-12 Western Timezone +12
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